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H.3
Default RRC messages and information elements contents exceptions

This clause contains the default values of common sRRC messages and information elements, other than those described in TS 36.508 [7].
H.3.1
RRC messages and information elements contents exceptions for E-UTRAN measurement configuration

RRCConnectionReconfiguration: (FDD/TDD) to setup E-UTRAN Measurement Configuration
Table H.3.1-1: RRCConnectionReconfiguration: E-UTRAN Measurement Configuration

	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	
	
	

	   }
	MeasConfig -DEFAULT
	
	MEAS

	  }
	
	
	

	 }
	
	
	

	}
	
	
	

	
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for intra frequency measurment

Table H.3.1-2: MeasConfig-DEFAULT: E-UTRAN intra frequency measurement configuration
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	    reportConfigId
	idReportConfig-A3
	
	

	    reportConfig
	ReportConfigEUTRA-A3
	
	

	 }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f1
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for inter frequency measurment

Table H.3.1-3: MeasConfig-DEFAULT: E-UTRAN inter frequency measurement configuration
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	reportConfigId
	idReportConfig-A3
	
	

	reportConfig
	ReportConfigEUTRA-A3
	
	

	}
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to UTRAN cell search

Table H.3.1-4: MeasConfig-DEFAULT: interRAT UTRAN measurement configuration for E-UTRAN to UTRAN cell search
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f8
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectUTRA
	MeasObjectUTRA-GENERIC(f8)
	UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-UTRA
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f8
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP2
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to UTRAN handover

Table H.3.1-5: MeasConfig-DEFAULT: interRAT UTRAN measurement configuration for E-UTRAN to UTRAN handover
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f8
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectUTRA
	MeasObjectUTRA-GENERIC(f8)
	UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B2
	
	

	     reportConfig
	ReportConfigInterRAT-B2-UTRA
	
	

	  }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	measId
	1
	
	

	measObjectId
	IdMeasObject-f8
	
	

	reportConfigId
	IdReportConfig-B2
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


MeasConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for E-UTRAN to GSM cell search

Table H.3.1-6: MeasConfig-DEFAULT: interRAT GSM measurement configuration for E-UTRAN to GSM cell search
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f13
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectGERAN
	MeasObjectGERAN-GENERIC(f13)
	GERAN Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-GERAN
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f13
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


QuantityConfig-DEFAULT (FDD/TDD) E-UTRAN measurment configuration for L3 filtering is not used
Table H.3.1-7: QuantityConfig-DEFAULT: measurment configuration for L3 filtering is not used
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-3A: QuantityConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  quantityConfigEUTRA SEQUENCE {
	
	
	

	    filterCoefficientRSRP
	fc0
	
	

	    filterCoefficientRSRQ
	fc0
	
	

	  }
	
	
	

	  quantityConfigUTRA SEQUENCE {}
	Not present
	
	

	  quantityConfigUTRA SEQUENCE {
	
	
	UTRAN

	    measQuantityUTRA-FDD
	cpich-EcN0
	
	

	    measQuantityUTRA-TDD
	pccpch-RSCP
	
	

	    filterCoefficient
	fc0
	
	

	  }
	
	
	

	  quantityConfigGERAN SEQUENCE {}
	Not present
	
	

	  quantityConfigGERAN SEQUENCE {
	
	
	GERAN

	    measQuantityGERAN
	rssi
	
	

	    filterCoefficient
	fc0
	
	

	  }
	
	
	

	  quantityConfigCDMA2000 SEQUENCE {}
	Not present
	
	

	  quantityConfigCDMA2000 SEQUENCE {
	
	
	CDMA2000

	    measQuantityCDMA2000
	pilotStrength
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRAN
	For inter-RAT measurements with UTRAN

	GERAN
	For inter-RAT measurements with GERAN

	CDMA2000
	For inter-RAT measurements with CDMA2000


Table H.3.1-8: MeasConfig-DEFAULT: interRAT HRPD measurement configuration for E-UTRAN to HRPD handover
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectEUTRA
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f14
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectCDMA2000
	MeasObjectCDMA2000-GENERIC(f14)
	CDMA2000 Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B2
	
	

	     reportConfig
	ReportConfigInterRAT-B2-CDMA2000
	
	

	  }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	measId
	1
	
	

	measObjectId
	IdMeasObject-f14
	
	

	reportConfigId
	IdReportConfig-B2
	
	

	  }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	




	

	
	
	
	

	
	
	
	

	
	
	
	


H.3.2
RRC messages and information elements contents exceptions for E-UTRAN cell re-selection and handover

PRACH-ConfCommonDEFAULT: (FDD) for cell re-selection and handover
Table H.3.2-1: PRACH-ConfCommonDEFAULT: E-UTRAN FDD cell re-selection and handover
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-ConfigInfo SEQUENCE {
	
	
	

	  prach-ConfigIndex
	4
	
	


PRACH-ConfCommonDEFAULT: (TDD) for cell re-selection and intra frequency / inter frequency handover
Table H.3.2-2: PRACH-ConfCommonDEFAULT: E-UTRAN TDD cell re-selection and handover
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-7 PRACH-ConfCommonDEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-ConfigInfo SEQUENCE {
	
	
	

	  prach-ConfigIndex
	53
	
	


H.3.3
RRC messages and information elements contents exceptions for E-UTRAN inter-RAT handover

Handover: (FDD/TDD) to perform Inter-RAT E-UTRAN - UTRAN handover
Table H.3.3-1: Handover: Inter-RAT E-UTRAN - UTRAN handover

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Handover ::= SEQUENCE {
	
	
	

	  targetRAT-Type
	utra
	ENUMERATED {utra, geran, cdma2000-1XTT, cdma2000-HRPD, spare4, spare3, spare2, spare1, …}
	


Handover: (FDD/TDD) to perform Inter-RAT E-UTRAN - GSM handover
Table H.3.3-2: Handover: Inter-RAT E-UTRAN - GSM handover
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Handover ::= SEQUENCE {
	
	
	

	  targetRAT-Type
	geran
	ENUMERATED {utran, geran, cdma2000-1XTT, cdma2000-HRPD, spare4, spare3, spare2, spare1, …}
	


MobilityFromEUTRACommand: (FDD/TDD) to setup Inter-RAT E-UTRAN handover
Table H.3.3-3: MobilityFromEUTRACommand: Inter-RAT E-UTRAN handover
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-6 MobilityFromEUTRACommand

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	Not present
	
	

	        purpose CHOICE {
	
	
	

	          Handover
	Handover
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Handover: (FDD/TDD) to perform Inter-RAT E-UTRAN – HRPD handover
Table H.3.3-4: Handover: Inter-RAT E-UTRAN – HRPD handover
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Handover ::= SEQUENCE {
	
	
	

	  targetRAT-Type
	cdma2000-HRPD
	ENUMERATED {utran, geran, cdma2000-1XTT, cdma2000-HRPD, spare4, spare3, spare2, spare1, …}
	


H.3.4
RRC messages and information elements exceptions for E-UTRAN UE transmit timing accuracy and UE timing advance adjustment accuracy

RRCConnectionReconfiguration: (FDD/TDD) to establish E-UTRAN Radio Resource Configuration
Table H.3.4-1: RRCConnectionReconfiguration: E-UTRAN Radio Resource Configuration
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  Rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    C1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	       radioResourceConfigDedicated
	
	
	

	
	RadioResourceConfigDedicated-HO-TO-EUTRA(n,m)
	
	HO-TO-EUTRA(n,m)


PhysicalConfigDedicated-DEFAULT: (FDD/TDD) for E-UTRAN Physical Configuration
Table H.3.4-2: PhysicalConfigDedicated-DEFAULT: E-UTRAN Physical Configuration
	Derivation Path: TS 36.508 [7] clause 4.8.21.6, Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  soundingRS-UL-ConfigDedicated
	
	
	SRB1

	
	SoundingRS-UL-ConfigDedicated-DEFAULT
	
	RBC

	  antennaInformation CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig
	Not present
	
	SRB1
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