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Add p_RLC_Rec.TimeStampLastReceivedPDU based on the time of reception of UL RLC Status Report at Stpe 18.




Consequences if 
(

not approved:
TTCN implementation will not be as per test specification




Clauses affected:
(

7.2.3.10





Y
N



Other specs
(


X
 Other core specifications
(



affected:

X
 Test specifications


(show related CRs)

X
 O&M Specifications





Other comments:
(



3GPP TSG-R5 E-Mail 2011
R5s110243

Title:
Correction to GCF WI-081 MAC test case 7.2.3.10
Source:
Innowireless

Agenda Item:
TTCN Issues

Document for:
Approval

Contact:
Regina Park

shpark@innowireless.co.kr

Tel. +82 31 788 1677

Table of Contents

1
Table of Contents
3
2
Correction
4
2.1
Change 1
4


3. Correction

3.1 Change 1

Testcase name
7.2.3.10

Reason for change
p_RLC_Rec.TimeStampLastReceivedPDU, which is used to set TimingInfo of AMD PDU Data at Step21, is set according to the time of reception of UL AMD PDU at Step11B.

Summary of change
Add p_RLC_Rec.TimeStampLastReceivedPDU based on the time of reception of UL RLC Status Report at Stpe 18.

Source of change
RLC_AM_Testcases.ttcn













MCC 160 Comments


Before

  t_WatchDog.start;
  alt // @sic R5-110718 sic@ @sic R5s110168 change 4.2 sic@
  {
    [] DRB.receive(car_DRB1_RLCStatusInd(eutra_Cell1,
                                         cr_STATUS_PDU_Nack(16,
                                                            v_NACK_List1,
                                                            v_Padding_1bit_Any))) -> value v_ReceivedAsp
      {
         f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 18");
      }
    [] DRB.receive(car_DRB1_RLCStatusInd(eutra_Cell1,
                                         cr_STATUS_PDU_Nack(18,
                                                            v_NACK_List2,
                                                            v_Padding_1bit_Any))) -> value v_ReceivedAsp
      {
        f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 18");
      }
    [] t_WatchDog.timeout
      {
        f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "WatchDog timeout at Step 4");
      }
  } // alt
  t_WatchDog.stop;
  //@siclog "Step 19 void" siclog@
  //@siclog "Step 20 void" siclog@
  //@siclog "Step 21" siclog@
  // The SS transmits an AMD PDU with SN=14 and P=1 on DRB1.
  // t-StatusProhibit = 300 ms => 30 frames
  v_Timing := f_EUTRA_TimingInfoAdd(p_RLC_Rec.TimeStampLastReceivedPDU, 300);  // @sic R5s110019 sic@
  p_RLC_Rec.AM_VTS := 14;
  v_RLC_Data1 := substr (p_RLC_Rec.RLC_DataList[tsc_RLC_SDU12], 22, 20);
  v_Subframe := f_EUTRA_TimingInfoSubframeOffset(v_EUTRA_FDD_TDD_Mode, 0);
  f_TxAMD_OnePDU(p_RLC_Rec,
                 cs_TimingInfo(v_Timing.SFN.Number, v_Subframe ),
                 tsc_P_Poll,
                 tsc_FI_MiddleOfSDU,
                 v_RLC_Data1);

After

t_WatchDog.start;
  alt // @sic R5-110718 sic@ @sic R5s110168 change 4.2 sic@
  {
    [] DRB.receive(car_DRB1_RLCStatusInd(eutra_Cell1,
                                         cr_STATUS_PDU_Nack(16,
                                                            v_NACK_List1,
                                                            v_Padding_1bit_Any))) -> value v_ReceivedAsp
      {
         f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 18");
      }
    [] DRB.receive(car_DRB1_RLCStatusInd(eutra_Cell1,
                                         cr_STATUS_PDU_Nack(18,
                                                            v_NACK_List2,
                                                            v_Padding_1bit_Any))) -> value v_ReceivedAsp
      {
        f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 18");
      }
    [] t_WatchDog.timeout
      {
        f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "WatchDog timeout at Step 4");
      }
  } // alt
t_WatchDog.stop;

p_RLC_Rec.TimeStampLastReceivedPDU := v_ReceivedAsp.Common.TimingInfo.Subframe;
  //@siclog "Step 19 void" siclog@
  //@siclog "Step 20 void" siclog@
  //@siclog "Step 21" siclog@
  // The SS transmits an AMD PDU with SN=14 and P=1 on DRB1.
  // t-StatusProhibit = 300 ms => 30 frames
  v_Timing := f_EUTRA_TimingInfoAdd(p_RLC_Rec.TimeStampLastReceivedPDU, 300);  // @sic R5s110019 sic@
  p_RLC_Rec.AM_VTS := 14;
  v_RLC_Data1 := substr (p_RLC_Rec.RLC_DataList[tsc_RLC_SDU12], 22, 20);
  v_Subframe := f_EUTRA_TimingInfoSubframeOffset(v_EUTRA_FDD_TDD_Mode, 0);
  f_TxAMD_OnePDU(p_RLC_Rec,
                 cs_TimingInfo(v_Timing.SFN.Number, v_Subframe ),
                 tsc_P_Poll,
                 tsc_FI_MiddleOfSDU,
                 v_RLC_Data1);
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