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At the earlier RAN5 meetings it was agreed that UE should be brought into stable EMM registered state. At the end of test sequence UE is brought into EMM-REGISTERED.LIMITED-SERVICE, which should be avoided
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Change 1

Testcase name
9.2.3.1.4

Reason for change
At the earlier RAN5 meetings it was agreed that UE should be brought into stable EMM registered state. At the end of test sequence UE is brought into EMM-REGISTERED.LIMITED-SERVICE, which should be avoided

Note: Prose CR will be raised at the enxt RAN5 meeting.

Summary of change
At step 27 completing the TAU procedure by sending TAU Accept and receiving TAU complete. 

Source of change
NAS_TrackingArea_EOnly.ttcn

Before:

function fl_TC_9_2_3_1_4_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var GutiParameters_Type v_Guti3_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellG);

    var GutiParameters_Type v_Guti4_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellI);

    var template (omit) MobileIdentity v_MsId := f_GetMSId ( );

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus; // R5s100755

    var template (omit) LocAreaId v_LAI := f_EUTRA_GetCellLAI(eutra_CellA);

    …

    //@siclog "Step 25" siclog@

    //+   Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on

    //+   Cell G (PLMN2)? --> TRACKING AREA UPDATE REQUEST [2,P]

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellG,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_508_TAU_Request(v_UpdateType,

                                                                                    f_EUTRA_SecurityKSIasme_Get(),

                                                                                    v_AdditionalUpdateType)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 25");

    //@siclog "Step 26" siclog@

    //+   The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause

    //+   "No suitable cells in tracking area". <-- TRACKING AREA UPDATE REJECT

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellG,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_NoSecurityProtection,

                                                cs_508_TRACKING_AREA_UPDATE_REJECT(tsc_Cause_NoSuitableCells))));

    f_EUTRA_CellInfo_SetGuti(eutra_CellG, v_Guti4_Params);
  } // function tc_9_2_3_1_4_EUTRA

After:

  function fl_TC_9_2_3_1_4_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var GutiParameters_Type v_Guti3_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellG);

    var GutiParameters_Type v_Guti4_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellI);

    var template (omit) MobileIdentity v_MsId := f_GetMSId ( );

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus; // R5s100755

    var template (omit) LocAreaId v_LAI := f_EUTRA_GetCellLAI(eutra_CellA);

    …  

    //@siclog "Step 25" siclog@

    //+   Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on

    //+   Cell G (PLMN2)? --> TRACKING AREA UPDATE REQUEST [2,P]

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellG,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cr_508_TAU_Request(v_UpdateType,

                                                                                    f_EUTRA_SecurityKSIasme_Get(),

                                                                                    v_AdditionalUpdateType)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 25");

    //As per the new prose CR, send TAU accept on cellG

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellG,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_TAU_Accept(v_UpdateType,

                                                                  f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti3_Params),

                                                                  cds_TAIListNonConsecutive_tlv(f_Asn2Nas_PlmnId(v_Guti3_Params.PLMN_Identity),

                                                                                                { bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellG)) }),

                                                                  v_EpsBearerCtxtStatus,

                                                                  f_EUTRA_GetCellLAI(eutra_CellG),

                                                                  omit,

                                                                  f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType)) ) ) );

    //+   Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?

    //+   --> TRACKING AREA UPDATE COMPLETE [1,P]

    SRB.receive (car_SRB1_NasPdu_IND(eutra_CellG,

                                     cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                       cr_508_TAU_Complete)));
  } // function tc_9_2_3_1_4_EUTRA

Change 2

Testcase name
9.2.3.1.4

Reason for change
Similar to the changes agreed in TTCN CR R5s110007, the postamble of this TC should release the RRC connection after completion of TAU procedure at the end of test case body.

Summary of change
Passed the state of E2_T3440 in the postable of this TC.

Source of change
NAS_TrackingArea_EOnly.ttcn

Before:

function f_TC_9_2_3_1_4_EUTRA() runs on EUTRA_PTC

  {

    …

    //Preamble: UE is in state Registered, Idle Mode (state 2) on Cell A

    f_EUTRA_Preamble (eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_1_4_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellG, E2_CONNECTED);

  } // function f_TC_9_2_3_1_4_EUTRA

After:

  function f_TC_9_2_3_1_4_EUTRA() runs on EUTRA_PTC

  {

    …..

    //Preamble: UE is in state Registered, Idle Mode (state 2) on Cell A

    f_EUTRA_Preamble (eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_1_4_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellG, E2_T3440);

  } // function f_TC_9_2_3_1_4_EUTRA
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