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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110681
	R3-111561
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.425
	155
	-
	F
	8.5.0
	TEI8
	Rel-8

	RP-110681
	R3-111562
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.425
	156
	-
	A
	9.1.1
	TEI8
	Rel-9

	RP-110681
	R3-111563
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.425
	157
	-
	A
	10.0.1
	TEI8
	Rel-10

	RP-110681
	R3-111456
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.435
	261
	-
	F
	8.6.0
	TEI8
	Rel-8

	RP-110681
	R3-111457
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.435
	262
	-
	A
	9.3.1
	TEI8
	Rel-9

	RP-110681
	R3-111458
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.435
	263
	-
	A
	10.1.0
	TEI8
	Rel-10

	RP-110681
	R3-111558
	Correction of SRVCC from LTE to UMTS
	25.413
	1112
	1
	F
	8.7.0
	TEI8
	Rel-8

	RP-110681
	R3-111559
	Correction of SRVCC from LTE to UMTS
	25.413
	1113
	1
	A
	9.5.2
	TEI8
	Rel-9

	RP-110681
	R3-111685
	Correction of SRVCC from LTE to UMTS
	25.413
	1114
	2
	A
	10.1.0
	TEI8
	Rel-10

	RP-110681
	R3-111369
	Correction to the MIMO capability for 1.28Mcps TDD
	25.433
	1892
	-
	F
	8.11.0
	RANimp-MIMOLCR
	Rel-8

	RP-110681
	R3-111370
	Correction to the MIMO capability for 1.28Mcps TDD
	25.433
	1893
	-
	A
	9.6.0
	RANimp-MIMOLCR
	Rel-9

	RP-110681
	R3-111371
	Correction to the MIMO capability for 1.28Mcps TDD
	25.433
	1894
	-
	A
	10.2.0
	RANimp-MIMOLCR
	Rel-10

	RP-110681
	R3-111372
	Correction to the number of E-RNTI per group for 1.28Mcps TDD
	25.433
	1895
	-
	F
	8.11.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-110681
	R3-111373
	Correction to the number of E-RNTI per group for 1.28Mcps TDD
	25.433
	1896
	-
	A
	9.6.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-110681
	R3-111374
	Correction to the number of E-RNTI per group for 1.28Mcps TDD
	25.433
	1897
	-
	A
	10.2.0
	RANimp-EnhState1.28TDD
	Rel-10

	RP-110681
	R3-111553
	Misalignment between message tabular and ASN.1 for Idle Interval Information IE
	25.423
	1675
	1
	F
	8.11.0
	TEI8
	Rel-8

	RP-110681
	R3-111554
	Misalignment between message tabular and ASN.1 for Idle Interval Information IE
	25.423
	1676
	1
	A
	9.6.0
	TEI8
	Rel-9

	RP-110681
	R3-111555
	Misalignment between message tabular and ASN.1 for Idle Interval Information IE
	25.423
	1677
	1
	A
	10.2.0
	TEI8
	Rel-10

	RP-110681
	R3-111772
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.423
	1694
	-
	F
	8.11.0
	RANimp-DCHSDPA
	Rel-8

	RP-110681
	R3-111750
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.423
	1684
	2
	A
	9.6.0
	RANimp-DCHSDPA
	Rel-9

	RP-110681
	R3-111773
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.423
	1685
	1
	A
	10.2.0
	RANimp-DCHSDPA
	Rel-10

	RP-110681
	R3-111776
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.433
	1904
	-
	F
	8.11.0
	RANimp-DCHSDPA
	Rel-8

	RP-110681
	R3-111751
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.433
	1899
	2
	A
	9.6.0
	RANimp-DCHSDPA
	Rel-9

	RP-110681
	R3-111774
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.433
	1900
	1
	A
	10.2.0
	RANimp-DCHSDPA
	Rel-10
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