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References

SKIPPED UNCHANGED TEXT
 [65]
3GPP TS 23.195: “Provision of UE Specific Behaviour Information to Network Entities”.
[XX]
3GPP TS 25.422: “UTRAN Iur interface signalling transport”.
NEXT CHANGE
3
Definitions, Symbols and Abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Elementary Procedure: RNSAP protocol consists of Elementary Procedures (Eps). An Elementary Procedure is a unit of interaction between two RNCs. An EP consists of an initiating message and possibly a response message. Two kinds of Eps are used:
SKIP UNCHANGED TEXT
Distant RNC Context: The Distant RNC context is created by the first Common Measurement Initiation Procedure or Information Exchange Initiation Procedure initiated by one RNC/BSS and requested from another RNC/BSS. The Distant RNC Context is deleted after the Common Measurement Termination, the Common Measurement Failure, the Information Exchange Termination or the Information Exchange Failure procedure when there is no more Common Measurement and no more Information to be provided by the requested RNC/BSS to the requesting RNC/BSS. The Distant RNC Context is identified by a connection oriented signalling bearer (See TS 25.422 [XX]) as, for common measurements and information exchange, only the connection oriented mode of the signalling bearer is used.
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