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--- Next changed section ---
4.2.2.5a
Measurements of inter-RAT E-UTRA cells

The UE shall be able to identify new E-UTRA cells and perform RSRP measurements of identified E-UTRA cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.

If SrxlevServingCell > Sprioritysearch1 and SqualServingCell > Sprioritysearch2 then the UE shall search for E-UTRA layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in section 4.2.2. The minimum rate at which the UE is required to search for and measure such layers may be reduced in this scenario to maintain UE battery life.

If SrxlevServingCell <= Sprioritysearch1 or SqualServingCell <= Sprioritysearch2 then the UE shall search for and measure E-UTRA frequency layers of higher or lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority layers shall be the same as that defined below for a lower priority layers.

The UE shall be able to evaluate whether a new detectable lower priority inter-RAT E-UTRA cell meets the reselection criteria defined in [1] within Kcarrier * TdetectE-UTRA, where TdetectE-UTRA is given in Table 4.2, if E-UTRA carrier frequency information is provided in the inter-RAT measurement control system information when Treselection=0 provided that the reselection criteria is met by at least 6dB. The parameter Kcarrier is the number of E-UTRA carrier frequencies indicated in the inter-RAT measurement control system information. An inter RAT E-UTRAN cell is considered to be detectable if: 

-
RSRP|dBm according to Annex X.1.1 for a corresponding Band 







 The UE shall measure RSRP at least every Kcarrier * Tmeasure,EUTRA_as defined in table 4.2 for identified E-UTRA cells.

When higher priority cells are found by the higher priority search, they shall be measured at least every  TmeasureE-UTRA. If, after detecting a cell in a higher priority search, it is determined that reselection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of reselection. However, the minimum measurement filtering requirements specified later in this section shall still be met by the UE before it makes any determination that it may stop measuring the cell. If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

If the UE detects on a E-UTRA carrier a cell whose physical identity is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform measurements on that cell.

The UE shall filter RSRP measurements of each measured E-UTRA cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least least (Kcarrier * Tmeasure,EUTRA)/2.

RSRP measurements of E-UTRA cells shall not be filtered over a longer period than that specified in Table 4.2.
The UE shall not consider an E-UTRA neighbour cell in cell reselection, if it is indicated as not allowed in the measurement control system information of the serving cell.

For an inter-RAT E-UTRA cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that the E-UTRA cell has met reselection criterion defined TS 36.304 within Kcarrier * TevaluateEUTRA as specified in table 4.2 provided that the reselection criteria is met by at least 6dB and the Treselection timer is set to zero.
--- Next changed section ---
8.1.2.6
E-UTRAN measurements

The requirements in this section apply only to UEs supporting UTRAN FDD and E-UTRAN FDD and TDD.

1)
In CELL_DCH state when a transmission gap pattern sequence is provided by the UTRAN the UE shall continuously measure previously detected E-UTRAN cells and search for new E-UTRAN cells.

In order for the requirements in the following subsections to apply the UTRAN must provide a transmission gap pattern sequence with measurement purpose "E-UTRAN measurement" using the following combinations for TGL1, TGL2, TGD and Max TGPL:

Table 8.8a

	TGL1 [slots]
	TGL2 [slots]
	TGD [slots]
	Max TGPL [frames]

	≥10
	-
	undefined
	12


2)
If the UE does not need compressed mode to perform E-UTRAN measurements:

-
the UE shall measure either all E-UTRAN cells present in the monitored set or, if only frequencies are provided in the neighbour cell list, the strongest cells present in the detected set, up to the monitoring capabilities of the UE.

-
the relevant requirements for E-UTRAN RRC_CONNECTED mode specified in 3GPP TS 36.133 [24] shall apply. This is further detailed in the following subclauses.
8.1.2.6.1
Identification of a new cell

When compressed mode gaps are used for E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within
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If the UE does not need compressed mode to perform E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within 
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Where:

TE-UTRAN: This is the minimum time that is available for E-UTRAN measurements during a 480ms period with an arbitrarily chosen timing. The minimum time per compressed mode gap is calculated by subtracting 2*0.5 ms from the length of the gap.

Nfreq,E-UTRAN :This is the number of E-UTRAN carriers being monitored


TBasic_Identify_E-UTRAN = 480ms
When L3 filtering is used an additional delay can be expected.
An E-UTRANcell shall be considered detectable when 


-
RSRP|dBm


, RSRP Ês/Iot according to Annex X.2.1 for a corresponding Band
-
other RSRP related side condition given in Section 9.1 of [24] are fulfilled,
-
SCH_RP|dBm and SCH_RP/Iot according to Annex X.2.1 for a corresponding Band 



Editor’s note:
These quantities may need to be defined.8.1.2.6.2
E-UTRAN RSRP and RSRQ measurement period

8.1.2.6.2
E-UTRAN  RSRP and RSRQ measurement period
When compressed mode gaps are scheduled for E-UTRAN measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.4a  and 9.1.4bwith measurement period of TMeasurement_Period_E-UTRAN =480 x NFreq ms where NFreq is the number of E-UTRAN frequencies indicated in the inter-RAT measurement control information.

The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 E-UTRAN cells per E-UTRAN frequency, according to its supported UE capabilities. Additionally, for a UE supporting E-UTRA measurements in Cell-DCH state, the UE shall be capable of monitoring a minimum total of at least 8 carrier frequency layers, including the intrafrequency serving layer and comprising of any allowed combination of E-UTRA FDD, E-UTRA TDD, UTRA FDD, UTRA TDD and GSM layers (one GSM layer corresponds to 32 cells).
8.1.2.6.3
Periodic reporting

Reported measurements in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.6.4
Void
8.1.2.6.5
Event Triggered reporting

Reported measurements in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is twice the TTI of the uplink DCCH.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify ,E-UTRAN defined in Section 8.1.2.6.1When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period than T identify ,E-UTRAN and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_E-UTRAN provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
--- Next changed section ---
9.1
Measurement Performance for UE

The requirements in this clause are applicable for a UE:

-
in state CELL_DCH and/or state CELL_FACH.

-
performing measurements according to section 8.

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TS25.302.

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 3 filtering disabled.

NOTE:
It needs to be clarified how the accuracy requirements shall be handled when the UE is measuring on cells using IPDL.

NOTE:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.
9.1.1
CPICH RSCP

NOTE:
This measurement is for handover evaluation, DL open loop power control, UL open loop power control and for the calculation of pathloss.
9.1.1.1
Intra frequency measurements accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

9.1.1.1.1
Absolute accuracy requirement

The accuracy requirements in table 9.1 are valid under the following conditions:


CPICH_RSCP1|dBm


. according to Annex X.3.1 for a corresponding Band
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Table 9.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 9
	-94...-70
	-92…-70
	-91…-70
	-93...-70

	
	dBm
	( 8 
	( 11
	-70...-50
	-70…-50
	-70…-50
	-70...-50


9.1.1.1.2
Relative accuracy requirement

The relative accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on the same frequency
The accuracy requirements in table 9.2 are valid under the following conditions:


CPICH_RSCP1,2|dBm according to Annex X.3.2 for a corresponding Band 
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Table 9.2: CPICH_RSCP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]

	CPICH_RSCP
	dBm
	( 3 
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.1.2
Inter frequency measurement accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

9.1.1.2.1
Relative accuracy requirement

The relative accuracy of CPICH RSCP in inter frequency case is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on a different frequency.

The accuracy requirements in table 9.3 are valid under the following conditions:

CPICH_RSCP1|dBm according to Annex X.3.3 for a corresponding Band 
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Table 9.3: CPICH_RSCP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	CPICH_RSCP is on Band I, IV, VI, X, XI, XIX and XXI
	CPICH_RSCP is on Band II, V and VII
	CPICH_RSCP is on Band III, VIII, XII, XIII, XIV and XX
	CPICH_RSCP is on Band IX

	
	
	
	
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]
	Io 
[dBm/3,84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 6
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.1.3
CPICH RSCP measurement report mapping

The reporting range is for CPICH RSCP is from -120 dBm ...-25 dBm.

In table 9.4 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.4
	Reported value
	Measured quantity value
	Unit

	CPICH_RSCP_LEV _-05
	CPICH RSCP <-120 
	dBm

	CPICH_RSCP_LEV _-04
	-120 ( CPICH RSCP < -119
	dBm

	CPICH_RSCP_LEV _-03
	-119 ( CPICH RSCP < -118
	dBm

	…
	…
	…

	CPICH_RSCP_LEV _89
	-27 ( CPICH RSCP < -26
	dBm

	CPICH_RSCP_LEV _90
	-26 ( CPICH RSCP < -25
	dBm

	CPICH_RSCP_LEV _91
	-25 ( CPICH RSCP
	dBm


9.1.2
CPICH Ec/Io

NOTE:
This measurement is for Cell selection/re-selection and for handover evaluation.

9.1.2.1
Intra frequency measurements accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

9.1.2.1.1
Absolute accuracy requirement

The accuracy requirements in table 9.5 are valid under the following conditions:


CPICH_RSCP1|dBm according to Annex X.3.4 for a corresponding Band 
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Table 9.5: CPICH_Ec/Io Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 
( 
CPICH Ec/Io ( 2 for ‑16 
( 
CPICH Ec/Io 
< 
-14 ( 3 for ‑20 
( 
CPICH Ec/Io < -16
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.2.1.2
Relative accuracy requirement

The relative accuracy of CPICH Ec/Io is defined as the maximum allowable error in the measured difference between the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on the same frequency.
The relative accuracy is defined using the lower CPICH_Ec/Io of cell 1 and cell 2.

The accuracy requirements in table 9.6 are valid under the following conditions:


CPICH_RSCP1,2|dBm according to Annex X.3.5 for a corresponding Band 
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Table 9.6: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 
( 
CPICH Ec/Io ( 2 for ‑16 
( 
CPICH Ec/Io 
< 
-14 ( 3 for ‑20 
( 
CPICH Ec/Io 
< 
-16
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.2.2
Inter frequency measurement accuracy 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

9.1.2.2.1
Absolute accuracy requirement

The accuracy requirements in table 9.7 are valid under the following conditions:


CPICH_RSCP1|dBm according to Annex X.3.6 for a corresponding Band 
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Table 9.7: CPICH_Ec/Io Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 
( 
CPICH Ec/Io ( 2 for ‑16 
( 
CPICH Ec/Io 
< 
-14 ( 3 for ‑20 
( 
CPICH Ec/Io 
< 
-16
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.2.2.2
Relative accuracy requirement

The relative accuracy of CPICH Ec/Io in the inter frequency case is defined as the maximum allowable error in the measured difference between the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on a different frequency
The relative accuracy is defined using the lower CPICH_Ec/Io of cell 1 and cell 2.

The accuracy requirements in table 9.8 are valid under the following conditions:


CPICH_RSCP1|dBm according to Annex X.3.7 for a corresponding Band 
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Table 9.8: CPICH_Ec/Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	CPICH_Ec/Io is on Band I, IV, VI, X, XI, XIX and XXI
	CPICH_Ec/Io is on Band II, V and VII
	CPICH_Ec/Io is on Band III, VIII, XII, XIII, XIV and XX
	CPICH_Ec/Io is on Band IX

	
	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 
( 
CPICH Ec/Io ( 2 for ‑16 
( 
CPICH Ec/Io 
< 
-14 ( 3 for ‑20 
( 
CPICH Ec/Io 
< 
-16
	( 3
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.2.3
CPICH Ec/Io measurement report mapping

The reporting range is for CPICH Ec/Io is from -24 ...0 dB.

In table 9.9 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.9

	Reported value
	Measured quantity value
	Unit

	CPICH_Ec/No _00
	CPICH Ec/Io < ‑24 
	dB

	CPICH_Ec/No _01
	-24 ( CPICH Ec/Io < ‑23.5
	dB

	CPICH_Ec/No _02
	-23.5 ( CPICH Ec/Io < ‑23
	dB

	…
	…
	…

	CPICH_Ec/No _47
	-1 ( CPICH Ec/Io < -0.5
	dB

	CPICH_Ec/No _48
	-0.5 ( CPICH Ec/Io < 0
	dB

	CPICH_Ec/No _49
	0 ( CPICH Ec/Io
	dB


--- Next changed section ---
9.1.7
SFN-CFN observed time difference

NOTE: 
This measurement is for handover timing purposes to identify active cell and neighbour cell time difference. 

9.1.7.1
Intra frequency measurement requirement

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. 

The accuracy requirement in table 9.16 is valid under the following conditions:


CPICH_RSCP1,2|dBm


. according to Annex X.3.8 for a corresponding Band
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 is low enough to ensure successful SFN decoding.

Table 9.16

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-CFN observed time difference
	chip
	( 1 
	-94...-50
	-92…-50
	-91…-50
	-93…-50


9.1.7.2
Inter frequency measurement requirement

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. 

The accuracy requirement in table 9.17 is valid under the following conditions:


CPICH_RSCP1|dBm






. according to Annex X.3.9 for a corresponding Band
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Table 9.17

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	SFN-CFN observed time difference is on Band I, IV, VI, X, XI, XIX and XXI
	SFN-CFN observed time difference is on Band II, V and VII
	SFN-CFN observed time difference is on Band III, VIII, XII, XIII, XIV and XX
	SFN-CFN observed time difference is on Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-CFN observed time difference
	chip
	( 1
	-94...-50
	-92…-50
	-91…-50
	-93…-50


9.1.7.3
SFN-CFN observed time difference measurement report mapping

The reporting range is for CFN-SFN observed time difference is from 0 ... 9830400 chip.

In table 9.18 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.18

	Reported value
	Measured quantity value
	Unit

	SFN-CFN_TIME _0000000
	0 ( SFN-CFN observed time difference < 1
	chip

	SFN-CFN_TIME _0000001
	1 ( SFN-CFN observed time difference < 2
	chip

	SFN-CFN_TIME _0000002
	2 ( SFN-CFN observed time difference < 3
	chip

	…
	…
	…

	SFN-CFN_TIME _9830397
	9830397 ( SFN-CFN observed time difference < 9830398
	chip

	SFN-CFN_TIME _9830398
	9830398 ( SFN-CFN observed time difference < 980399
	chip

	SFN-CFN_TIME _9830399
	9830399 ( SFN-CFN observed time difference < 9830400
	chip


--- Next changed section ---
9.1.8
SFN-SFN observed time difference

9.1.8.1
SFN-SFN observed time difference type 1

NOTE: 
This measurement is for identifying time difference between two cells.

9.1.8.1.1
Measurement requirement 

The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.19 is valid under the following conditions:

CPICH_RSCP1|dBm






, according to Annex X.3.10 for a corresponding Band
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is low enough to ensure successful SFN decoding.

Table 9.19

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	SFN-SFN observed time difference type1 is on Band I, IV, VI, X, XI, XIX and XXI
	SFN-SFN observed time difference type1 is on Band II, V and VII
	SFN-SFN observed time difference type1 is on Band III, VIII, XII, XIII, XIV and XX
	SFN-SFN observed time difference type1 is on Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-SFN observed time difference type1
	chip
	( 1
	-94...-50
	-92…-50
	-91…-50
	-93…-50


9.1.8.1.2
SFN-SFN observed time difference type 1 measurement report mapping

The reporting range is for SFN-SFN observed time difference type 1 is from 0 ... 9830400 chip.

In table 9.20 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.20

	Reported value
	Measured quantity value
	Unit

	T1_SFN-SFN_TIME _0000000
	0 ( SFN-SFN observed time difference type 1 < 1
	chip

	T1_SFN-SFN_TIME _0000001
	1 ( SFN-SFN observed time difference type 1 < 2
	chip

	T1_SFN-SFN_TIME _0000002
	2 ( SFN-SFN observed time difference type 1 < 3
	chip

	…
	…
	…

	T1_SFN-SFN_TIME _9830397
	9830397 ( SFN-SFN observed time difference type 1 < 9830398
	chip

	T1_SFN-SFN_TIME _9830398
	9830398 ( SFN-SFN observed time difference type 1 < 980399
	chip

	T1_SFN-SFN_TIME _9830399
	9830399 ( SFN-SFN observed time difference type 1 < 9830400
	chip


9.1.8.2
SFN-SFN observed time difference type 2

NOTE:
This measurement is for location service purposes to identify time difference between two cells.

It is optional for terminal to support the use of IPDL periods together with SFN-SFN observed time difference type 2. The support of IPDL depends on the supported UE positioning methods.

NOTE:
Requirement on the UE shall be reconsidered when the state of the art technology progress.

9.1.8.2.1
Intra frequency measurement requirement accuracy without IPDL period active

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.21 is valid under the following conditions:


CPICH_RSCP1,2|dBm


. according to Annex X.3.11 for a corresponding Band
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Table 9.21

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-SFN observed time difference type2
	chip
	( 0.5
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.8.2.2
Intra frequency measurement requirement accuracy with IPDL period active

This requirement is valid only for UEs supporting IPDL measurements.

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

The accuracy requirement in table 9.22 is valid under the following conditions:


CPICH_RSCP1,2|dBm


. according to Annex X.3.11 for a corresponding Band
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Additionally the accuracy requirement in table 9.22 is also valid for neighbour cells for which the following conditions apply to during idle periods provided idle periods have a length of 1 slot:

CPICH_RSCPx,y|dBm ( -114 dBm.
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where x and y represent cells measured using idle periods and Io_idle-period is the total received power during the idle period.

NOTE:
Additional general conditions are needed for the requirements in table 9.22 to be valid.

Table 9.22

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-SFN observed time difference type 2
	chip
	( 0.5
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.8.2.3
Inter frequency measurement requirement accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

The accuracy requirement in table 9.23 is valid under the following conditions:


CPICH_RSCP1|dBm






, according to Annex X.3.12 for a corresponding Band

| Channel 1_Io|dBm ‑Channel 2_Io|dBm | ( 20 dB,
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Table 9.23

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	SFN-SFN observed time difference type 2 is on Band I, IV, VI, X, XI, XIX and XXI
	SFN-SFN observed time difference type 2 is on Band II, V and VII
	SFN-SFN observed time difference type 2 is on Band III, VIII, XII, XIII, XIV and XX
	SFN-SFN observed time difference type 2 is on Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	SFN-SFN observed time difference type 2
	chip
	( 1
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.8.2.4
SFN-SFN observed time difference type 2 measurement report mapping

The reporting range is for SFN-SFN observed time difference type 2 is from ‑1280 ... +1280 chip.

In table 9.24 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.24

	Reported value
	Measured quantity value
	Unit

	T2_SFN-SFN_TIME _00000
	SFN-SFN observed time difference type 2 < -1280.0000
	chip

	T2_SFN-SFN_TIME _00001
	-1280.0000 ( SFN-SFN observed time difference type 2 < -1279.9375
	chip

	T2_SFN-SFN_TIME _00002
	-1279.9375 ( SFN-SFN observed time difference type 2 < -1279.8750
	chip

	…
	…
	…

	T2_SFN-SFN_TIME _40959
	1279.8750 ( SFN-SFN observed time difference type 2 < 1279.9375
	chip

	T2_SFN-SFN_TIME _40960
	1279.9375 ( SFN-SFN observed time difference type 2 < 1280.0000
	chip

	T2_SFN-SFN_TIME _40961
	1280.0000 ( SFN-SFN observed time difference type 2
	chip


--- Next changed section ---
9.1.9
UE Rx-Tx time difference

9.1.9.1
UE Rx-Tx time difference type 1

NOTE:
This measurement is used for call set up purposes to compensate propagation delay of DL and UL. 

The measurement period in CELL_DCH state is 100 ms.

9.1.9.1.1
Measurement requirement

Table 9.25

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	UE RX-TX time difference
	chip
	( 1.5
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.9.1.2
UE Rx-Tx time difference type 1 measurement report mapping

The reporting range is for UE Rx-Tx time difference type 1 is from 768 ... 1280 chip.

In table 9.26 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.26

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME _768
	UE Rx-Tx Time difference type 1< 768
	chip

	RX-TX_TIME _769
	768 ( UE Rx-Tx Time difference type 1< 769
	chip

	RX-TX_TIME _770
	769 ( UE Rx-Tx Time difference type 1< 770
	chip

	RX-TX_TIME _771
	770 ( UE Rx-Tx Time difference type 1< 771
	chip

	…
	…
	…

	RX-TX_TIME _1277
	1276 ( UE Rx-Tx Time difference type 1< 1277
	chip

	RX-TX_TIME _1278
	1277 ( UE Rx-Tx Time difference type 1< 1278
	chip

	RX-TX_TIME _1279
	1278 ( UE Rx-Tx Time difference type 1< 1279
	chip

	RX-TX_TIME _1280
	1279 ( UE Rx-Tx Time difference type 1
	chip


9.1.9.2
UE Rx-Tx time difference type 2

NOTE:
This measurement is used for UE positioning purposes.

It is optional for a terminal to support a subset of UE positioning methods. This measurement represents an instantaneous value that is time stamped as defined in the IE description in TS 25.331 [16].

9.1.9.2.1
Measurement requirement

Table 9.27

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX
	Band IX

	
	
	
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3,84 MHz]

	UE RX-TX time difference
	chip
	( 1.0
	-94...-50
	-92…-50
	-91…-50
	-93...-50


9.1.9.2.2
UE Rx-Tx time difference type 2 measurement report mapping

The reporting range is for UE Rx-Tx time difference type2 is from 768 ... 1280 chip.

In table 9.28 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.28

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME _0000
	UE Rx-Tx Time difference type 2 < 768.000
	chip

	RX-TX_TIME _0001
	768.000 ( UE Rx-Tx Time difference type 2 < 768.0625
	chip

	RX-TX_TIME _0002
	768.0625 ( UE Rx-Tx Time difference type 2 < 768.1250
	chip

	RX-TX_TIME _0003
	768.1250 ( UE Rx-Tx Time difference type 2 < 768.1875
	chip

	…
	…
	…

	RX-TX_TIME _8189
	1279.7500 ( UE Rx-Tx Time difference type 2 < 1279.8125
	chip

	RX-TX_TIME _8190
	1279.8125 ( UE Rx-Tx Time difference type 2 < 1279.8750
	chip

	RX-TX_TIME _8191
	1279.8750 ( UE Rx-Tx Time difference type 2 
	chip


--- Next changed section ---
Annex X (normative): Conditions for RRM requirements applicability for operating bands
X.1. Conditions for Idle mode tasks

X.1.1. Conditions for measurements of inter-RAT E-UTRA cells
This section defines the inter-RAT E-UTRA RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for measurements of inter-RAT E-UTRA cells are defined in Table X.1.1-1

Table X.1.1-1. Conditions for measurements of inter-RAT E-UTRA cells 
	Parameter
	Conditions

	
	Bands 
	Bands 
	Bands 


	Bands 



	
	1, 4, 6, 10, 11, 18, 19, 21, 33, 34, 35, 36, 37, 38, 39, 40
	9
	2, 5, 7, 17
	3, 8, 12, 13, 14,20

	RSRP|dBm (
	-124 dBm
	-123 dBm

	-122 dBm
	-121 dBm

	SCH_RP|dBm(
	-124 dBm 
	-123 dBm 
	-122 dBm 

	-121 dBm 


	RSRP Ês/Iot( 
	-4 dB

	SCH Ês/Iot ( 
	-4 dB


X.2. Conditions for UE Measurements Procedures
X.2.1. Conditions for E-UTRAN measurements
This section defines the E-UTRAN RSRP, RSRP Ês/Iot, SCH_RP and SCH RP/Iot applicable for a corresponding operating band.
The conditions for E-UTRAN measurements are defined in Table X.2.1-1

Table X.2.1-1. Conditions for E-UTRAN measurements 
	Parameter
	Conditions

	
	Bands 
	Bands 
	Bands 


	Bands 



	
	1, 4, 6, 10, 11, 18, 19, 21, 33, 34, 35, 36, 37, 38, 39, 40
	9
	2, 5, 7, 17
	3, 8, 12, 13, 14,20

	RSRP|dBm (
	-125 dBm
	-124 dBm

	-123 dBm
	-122 dBm

	SCH_RP|dBm(
	-125 dBm 
	-124 dBm 
	-123 dBm 

	-122 dBm 


	RSRP Ês/Iot( 
	-4 dB

	SCH RP/Iot ( 
	-4 dB


X.3. Conditions for Measurement Performance for UE
X.3.1. Conditions for intra frequency CPICH RSCP measurements accuracy
This section defines the intra frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for measurements accuracy of intra-frequency CPICH RSRP are defined in Table X.3.1-1
Table X.3.1-1. Conditions for measurements of intra-frequency CPICH RSRP
	Parameter
	Conditions

	
	Bands 
	Bands 
	Bands 


	Bands 



	
	I, IV, VI, X, XI, XIX, XXI
	IX
	II, V, VII
	III, VIII, XII, XIII, XIV, XX

	CPICH RSCP1|dBm (
	-114 dBm
	-113 dBm

	-112 dBm
	-111 dBm


X.3.2. Conditions for intra frequency CPICH RSCP relative measurements  accuracy
This section defines the intra frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for relative measurements accuracy of intra-frequency CPICH RSRP are defined in Table X.3.2-1
Table X.3.2-1. Conditions for relative measurements of intra-frequency CPICH RSRP
	Parameter
	Conditions

	
	Bands 
	Bands 
	Bands 


	Bands 



	
	I, IV, VI, X, XI, XIX, XXI
	IX
	II, V, VII
	III, VIII, XII, XIII, XIV, XX

	CPICH RSCP1,2|dBm (
	-114 dBm
	-113 dBm

	-112 dBm
	-111 dBm


X.3.3. Conditions for inter frequency CPICH RSCP relative measurements accuracy
This section defines the inter frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for relative measurements accuracy of inter-frequency CPICH RSRP are defined in Table X.3.2-1

X.3.4. Conditions for intra frequency CPICH Ec/Io measurements accuracy
This section defines the intra frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for measurements accuracy of intra-frequency CPICH Ec/Io are defined in Table X.3.1-1

X.3.5. Conditions for intra frequency CPICH Ec/Io relative measurements  accuracy
This section defines the intra frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for measurements accuracy of intra-frequency CPICH Ec/Io are defined in Table X.3.2-1

X.3.6. Conditions for inter frequency CPICH Ec/Io measurements accuracy
This section defines the inter frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for measurements accuracy of inter-frequency CPICH Ec/Io are defined in Table X.3.1-1

X.3.7. Conditions for inter frequency CPICH Ec/Io relative measurements accuracy
This section defines the inter frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for measurements accuracy of inter-frequency CPICH Ec/Io are defined in Table X.3.2-1
X.3.8. Conditions for intra frequency SFN-SFN observed time difference
This section defines the intra frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for intra-frequency SFN-SFN observed time difference are defined in Table X.3.2-1

X.3.9. Conditions for inter frequency SFN-SFN observed time difference
This section defines the inter frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for inter-frequency SFN-SFN observed time difference are defined in Table X.3.2-1

X.3.10. Conditions for SFN-SFN observed time difference type 1

This section defines the CPICH RSRP applicable for a corresponding operating band.
The conditions for SFN-SFN observed time difference type 1 are defined in Table X.3.2-1

X.3.11. Conditions for intra frequency SFN-SFN observed time difference type 2 without or with IPDL period active
This section defines the intra frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for intra-frequency SFN-SFN observed time difference type 2 without or with IPDL period active are defined in Table X.3.2-1

X.3.12. Conditions for inter frequency SFN-SFN observed time difference type 2

This section defines the inter frequency CPICH RSRP applicable for a corresponding operating band.
The conditions for inter-frequency SFN-SFN observed time difference type 2 without or with IPDL period active are defined in Table X.3.2-1

--- End of changes ---
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