Page 1



3GPP TSG-RAN WG4 Meeting #59 
(
R4-113280
Barcelona, Spain, 9th – 13th May 2011
	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	36.141
	CR
	275
	(

rev
	-
	(

Current version:
	10.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	CR for TS36.141: Introduction of PUSCH performance requirements for UL-MIMO

	
	

	Source to WG:
(

	Huawei, Ericsson, ST-Ericsson, ZTE, Alcatel-Lucent, HiSilicon

	Source to TSG:
(

	RAN4

	
	

	Work item code:
(

	LTE-UL-MIMO_Perf
	
	Date: (

	12/05/2011

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The test cases for UL-MIMO PUSCH performance requirements were introduced. All the agreements on simulation assumptions were captured in TR36.817. However, the corresponding performance requirements have not been included in TS 36.104.

	
	

	Summary of change:
(

	The main changes are listed in the following:

1)    Implement the test cases for PUSCH transmission on two anntenna ports into chapter 8.2.
2)    Measurement of performance requirement for PUSCH transmission on two antenna ports are added in 4.1.2.3.

3)    Test tolerance and derivation of test requirements for PUSCH transmission on two antenna ports are added in Annex G.3.

4)    Measurement system set-up for PUSCH transmission on two antenna ports are added in Annex I.3.

	
	

	Consequences if 
(

not approved:
	Incomplete specification on UL-MIMO performance requirements.

	
	

	Clauses affected:
(

	4.1.2.3, 8.2, Annex A, I.3, G.3

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 36.104 CR 228 rev ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	


4.1.2.3
Measurement of performance requirement

Table 4.1.2-3: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1
Performance requirements of PUSCH in multipath fading propagation conditions transmission on single antenna port
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.2.1A
Performance requirements of PUSCH in multipath fading propagation conditions transmission on two antenna ports
	TBD
	TBD

	8.2.2
Performance requirements for UL timing adjustment
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	
	±  0.3 dB
	Overall system uncertainty for static conditions is equal to signal-to-noise ratio uncertainty.
Signal-to-noise ratio uncertainty ±0.3 dB

	8.2.3  Performance requirements for HARQ-ACK multiplexed on PUSCH
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.2.4
Performance requirements for High Speed Train conditions
	±  0.3 dB
	Overall system uncertainty for static conditions is equal to signal-to-noise ratio uncertainty.
Signal-to-noise ratio uncertainty ±0.3 dB

	8.3.1
ACK missed detection for single user PUCCH format 1a
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.3.2
CQI missed detection for PUCCH format 2
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.3.3
ACK missed detection for multi user PUCCH format 1a
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	8.4.1
PRACH false alarm probability and missed detection
	±  0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty
2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = [SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)]

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	
	±  0.3 dB
	Overall system uncertainty for static conditions is equal to signal-to-noise ratio uncertainty.
Signal-to-noise ratio uncertainty ±0.3 dB


±5 ns (excludes absolute errors related to baseban

	 timing)

	

	

	Note 1:
Only the overall stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.


<Unchanged section omitted>
8.2
Performance requirements for PUSCH
8.2.1
Performance requirements of PUSCH in multipath fading propagation conditions transmission on single antenna port
8.2.1.1
Definition and applicability

The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in Annex A. The performance requirements assume HARQ re-transmissions.

A test for a specific channel bandwidth is only applicable if the BS supports it.

For a BS supporting multiple channel bandwidths only the tests for the lowest and the highest channel bandwidths supported by the BS are applicable.

8.2.1.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 8.2.1.1.

8.2.1.3
Test Purpose

The test shall verify the receiver’s ability to achieve throughput under multipath fading propagation conditions for a given SNR.

8.2.1.4
Method of test

8.2.1.4.1
Initial Conditions

Test environment:
Normal, see subclause D.2.

RF channels to be tested:
M; see subclause 4.7.

1)
Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in Annex I.3.2.

8.2.1.4.2
Procedure

1)
Adjust the AWGN generator, according to the channel bandwidth, defined in Table 8.2.1.4.2-1.

Table 8.2.1.4.2-1: AWGN power level at the BS input
	Channel bandwidth [MHz]
	AWGN power level

	1.4
	-92.7dBm / 1.08MHz

	3
	-88.7dBm / 2.7MHz

	5
	-86.5dBm / 4.5MHz

	10
	-83.5dBm / 9MHz

	15
	-81.7dBm / 13.5MHz

	20
	-80.4dBm / 18MHz


2)
The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the test parameters in Table 8.2.1.4.2-2. For reference channels using 1 resource block the resource block in the middle of the channel bandwidth shall be used. In case the number of resource blocks in the channel bandwidth are even the one in the middle with lower number is to be used for testing.

Table 8.2.1.4.2-2 Test parameters for testing PUSCH

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)


3)
The multipath fading emulators shall be configured according to the corresponding channel model defined in annex B.

4)
Adjust the equipment so that required SNR specified in Table 8.2.1.5-1 to 8.2.1.5-6 is achieved at the BS input.

5)
For each of the reference channels in Table 8.2.1.5-1 to 8.2.1.5-6 applicable for the base station, measure the throughput, according to annex E.

8.2.1.5
Test Requirement

The throughput measured according to subclause 8.2.1.4.2 shall not be below the limits for the SNR levels specified in Table 8.2.1.5-1 to 8.2.1.5-6..
Table 8.2.1.5-1 Test requirements for PUSCH, 1.4 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix (Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	1
	2
	Normal
	EPA 5Hz Low
	A3-2
	30%
	-3.5

	
	
	
	
	
	70%
	0.7

	
	
	
	
	A4-3
	70%
	11.2

	
	
	
	
	A5-2
	70%
	18.3

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-2.1

	
	
	
	
	
	70%
	2.4

	
	
	
	
	A4-1
	30%
	5.0

	
	
	
	
	
	70%
	11.9

	
	
	
	
	A5-1
	70%
	19.2

	
	
	
	EVA 70Hz Low
	A3-2
	30%
	-3.3

	
	
	
	
	
	70%
	1.3

	
	
	
	
	A4-3
	30%
	4.6

	
	
	
	
	
	70%
	12.5

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-1.8

	
	
	
	
	
	70%
	3.0

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-1.6

	
	
	
	
	
	70%
	3.5

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	5.4

	
	
	
	
	
	70%
	14.1

	
	4
	Normal
	EPA 5Hz Low
	A3-2
	30%
	-6.0

	
	
	
	
	
	70%
	-2.5

	
	
	
	
	A4-3
	70%
	7.7

	
	
	
	
	A5-2
	70%
	15.0

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-4.4

	
	
	
	
	
	70%
	-0.7

	
	
	
	
	A4-1
	30%
	1.9

	
	
	
	
	
	70%
	8.4

	
	
	
	
	A5-1
	70%
	16.0

	
	
	
	EVA 70Hz Low
	A3-2
	30%
	-5.7

	
	
	
	
	
	70%
	-2.1

	
	
	
	
	A4-3
	30%
	1.4

	
	
	
	
	
	70%
	8.9

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-4.2

	
	
	
	
	
	70%
	-0.4

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-4.0

	
	
	
	
	
	70%
	0.0

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	2.2

	
	
	
	
	
	70%
	10.5

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.5-2 Test requirements for PUSCH, 3 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR
[dB]

	1
	2
	Normal
	EPA 5Hz Low
	A3-3
	30%
	-3.5

	
	
	
	
	
	70%
	0.7

	
	
	
	
	A4-4
	70%
	11.5

	
	
	
	
	A5-3
	70%
	18.7

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-2.2

	
	
	
	
	
	70%
	2.4

	
	
	
	
	A4-1
	30%
	4.9

	
	
	
	
	
	70%
	12.1

	
	
	
	
	A5-1
	70%
	19.4

	
	
	
	EVA 70Hz Low
	A3-3
	30%
	-3.4

	
	
	
	
	
	70%
	1.2

	
	
	
	
	A4-4
	30%
	5.3

	
	
	
	
	
	70%
	13.1

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-1.9

	
	
	
	
	
	70%
	3.0

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-1.6

	
	
	
	
	
	70%
	3.5

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	5.3

	
	
	
	
	
	70%
	14.1

	
	4
	Normal
	EPA 5Hz Low
	A3-3
	30%
	-6.2

	
	
	
	
	
	70%
	-2.8

	
	
	
	
	A4-4
	70%
	8.3

	
	
	
	
	A5-3
	70%
	15.0

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-4.4

	
	
	
	
	
	70%
	-0.7

	
	
	
	
	A4-1
	30%
	1.8

	
	
	
	
	
	70%
	8.4

	
	
	
	
	A5-1
	70%
	16.0

	
	
	
	EVA 70Hz Low
	A3-3
	30%
	-5.9

	
	
	
	
	
	70%
	-2.3

	
	
	
	
	A4-4
	30%
	2.2

	
	
	
	
	
	70%
	9.3

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-4.2

	
	
	
	
	
	70%
	-0.3

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-4.0

	
	
	
	
	
	70%
	0.0

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	2.1

	
	
	
	
	
	70%
	10.5

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.5-3 Test requirements for PUSCH, 5 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR

[dB]

	1
	2
	Normal
	EPA 5Hz Low
	A3-4
	30%
	-4.1

	
	
	
	
	
	70%
	-0.1

	
	
	
	
	A4-5
	70%
	11.0

	
	
	
	
	A5-4
	70%
	18.6

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-2.1

	
	
	
	
	
	70%
	2.4

	
	
	
	
	A4-1
	30%
	4.9

	
	
	
	
	
	70%
	12.1

	
	
	
	
	A5-1
	70%
	19.2

	
	
	
	EVA 70Hz Low
	A3-4
	30%
	-3.9

	
	
	
	
	
	70%
	0.5

	
	
	
	
	A4-5
	30%
	4.9

	
	
	
	
	
	70%
	12.9

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-1.9

	
	
	
	
	
	70%
	3.0

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-1.6

	
	
	
	
	
	70%
	3.5

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	5.4

	
	
	
	
	
	70%
	14.1

	
	4
	Normal
	EPA 5Hz Low
	A3-4
	30%
	-6.5

	
	
	
	
	
	70%
	-3.2

	
	
	
	
	A4-5
	70%
	8.2

	
	
	
	
	A5-4
	70%
	15.0

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-4.5

	
	
	
	
	
	70%
	-0.8

	
	
	
	
	A4-1
	30%
	1.8

	
	
	
	
	
	70%
	8.5

	
	
	
	
	A5-1
	70%
	16.1

	
	
	
	EVA 70Hz Low
	A3-4
	30%
	-6.3

	
	
	
	
	
	70%
	-2.7

	
	
	
	
	A4-5
	30%
	1.8

	
	
	
	
	
	70%
	8.9

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-4.2

	
	
	
	
	
	70%
	-0.3

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-4.0

	
	
	
	
	
	70%
	0.0

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	2.2

	
	
	
	
	
	70%
	10.5

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.5-4 Test requirements for PUSCH, 10 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR

[dB]

	1
	2
	Normal
	EPA 5Hz Low
	A3-5
	30%
	-3.6

	
	
	
	
	
	70%
	0.2

	
	
	
	
	A4-6
	70%
	11.4

	
	
	
	
	A5-5
	70%
	18.9

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-2.1

	
	
	
	
	
	70%
	2.5

	
	
	
	
	A4-1
	30%
	4.9

	
	
	
	
	
	70%
	12.0

	
	
	
	
	A5-1
	70%
	19.4

	
	
	
	EVA 70Hz Low
	A3-5
	30%
	-3.5

	
	
	
	
	
	70%
	0.7

	
	
	
	
	A4-6
	30%
	5.1

	
	
	
	
	
	70%
	13.2

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-1.9

	
	
	
	
	
	70%
	3.0

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-1.6

	
	
	
	
	
	70%
	3.5

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	5.4

	
	
	
	
	
	70%
	14.2

	
	4
	Normal
	EPA 5Hz Low
	A3-5
	30%
	-6.2

	
	
	
	
	
	70%
	-2.9

	
	
	
	
	A4-6
	70%
	8.1

	
	
	
	
	A5-5
	70%
	15.3

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-4.4

	
	
	
	
	
	70%
	-0.6

	
	
	
	
	A4-1
	30%
	1.8

	
	
	
	
	
	70%
	8.5

	
	
	
	
	A5-1
	70%
	16.1

	
	
	
	EVA 70Hz Low
	A3-5
	30%
	-6.1

	
	
	
	
	
	70%
	-2.3

	
	
	
	
	A4-6
	30%
	1.3

	
	
	
	
	
	70%
	8.6

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-4.2

	
	
	
	
	
	70%
	-0.3

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-4.0

	
	
	
	
	
	70%
	0.0

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	2.3

	
	
	
	
	
	70%
	10.9

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.5-5 Test requirements for PUSCH, 15 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR

[dB]

	1
	2
	Normal
	EPA 5Hz Low
	A3-6
	30%
	-3.9

	
	
	
	
	
	70%
	-0.2

	
	
	
	
	A4-7
	70%
	11.9

	
	
	
	
	A5-6
	70%
	19.4

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-2.2

	
	
	
	
	
	70%
	2.4

	
	
	
	
	A4-1
	30%
	4.8

	
	
	
	
	
	70%
	12.0

	
	
	
	
	A5-1
	70%
	19.3

	
	
	
	EVA 70Hz Low
	A3-6
	30%
	-3.9

	
	
	
	
	
	70%
	0.3

	
	
	
	
	A4-7
	30%
	4.8

	
	
	
	
	
	70%
	13.5

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-1.9

	
	
	
	
	
	70%
	3.0

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-1.6

	
	
	
	
	
	70%
	3.5

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	5.5

	
	
	
	
	
	70%
	14.2

	
	4
	Normal
	EPA 5Hz Low
	A3-6
	30%
	-6.6

	
	
	
	
	
	70%
	-3.2

	
	
	
	
	A4-7
	70%
	8.2

	
	
	
	
	A5-6
	70%
	15.6

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-4.4

	
	
	
	
	
	70%
	-0.6

	
	
	
	
	A4-1
	30%
	1.8

	
	
	
	
	
	70%
	8.5

	
	
	
	
	A5-1
	70%
	16.3

	
	
	
	EVA 70Hz Low
	A3-6
	30%
	-6.4

	
	
	
	
	
	70%
	-2.7

	
	
	
	
	A4-7
	30%
	1.3

	
	
	
	
	
	70%
	9.1

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-4.2

	
	
	
	
	
	70%
	-0.4

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-4.0

	
	
	
	
	
	70%
	0.0

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	2.2

	
	
	
	
	
	70%
	10.7

	Note*: Not applicable for Local Area BS and Home BS.


Table 8.2.1.5-6 Test requirements for PUSCH, 20 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix (Annex B)
	FRC
(Annex A)
	Fraction of maximum throughput
	SNR

[dB]

	1
	2
	Normal
	EPA 5Hz Low
	A3-7
	30%
	-3.6

	
	
	
	
	
	70%
	0.2

	
	
	
	
	A4-8
	70%
	12.1

	
	
	
	
	A5-7
	70%
	20.3

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-2.1

	
	
	
	
	
	70%
	2.4

	
	
	
	
	A4-1
	30%
	4.9

	
	
	
	
	
	70%
	12.1

	
	
	
	
	A5-1
	70%
	19.3

	
	
	
	EVA 70Hz Low
	A3-7
	30%
	-3.5

	
	
	
	
	
	70%
	0.8

	
	
	
	
	A4-8
	30%
	4.8

	
	
	
	
	
	70%
	13.6

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-1.8

	
	
	
	
	
	70%
	3.0

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-1.5

	
	
	
	
	
	70%
	3.5

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	5.3

	
	
	
	
	
	70%
	14.2

	
	4
	Normal
	EPA 5Hz Low
	A3-7
	30%
	-6.2

	
	
	
	
	
	70%
	-2.9

	
	
	
	
	A4-8
	70%
	8.1

	
	
	
	
	A5-7
	70%
	16.5

	
	
	
	EVA 5Hz Low
	A3-1
	30%
	-4.5

	
	
	
	
	
	70%
	-0.7

	
	
	
	
	A4-1
	30%
	1.8

	
	
	
	
	
	70%
	8.5

	
	
	
	
	A5-1
	70%
	16.2

	
	
	
	EVA 70Hz Low
	A3-7
	30%
	-6.1

	
	
	
	
	
	70%
	-2.3

	
	
	
	
	A4-8
	30%
	1.3

	
	
	
	
	
	70%
	9.2

	
	
	
	ETU 70Hz* Low
	A3-1
	30%
	-3.8

	
	
	
	
	
	70%
	-0.3

	
	
	
	ETU 300Hz* Low
	A3-1
	30%
	-4.0

	
	
	
	
	
	70%
	-0.1

	
	
	Extended
	ETU 70Hz* Low
	A4-2
	30%
	2.2

	
	
	
	
	
	70%
	10.6

	Note*: Not applicable for Local Area BS and Home BS.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
<Unchanged section omitted>

8.2.1A
Performance requirements of PUSCH in multipath fading propagation conditions transmission on two antenna ports
8.2.1A.1
Definition and applicability

The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in Annex A. The performance requirements assume HARQ re-transmissions.

A test for a specific channel bandwidth is only applicable if the BS supports it.

For a BS supporting multiple channel bandwidths only the tests for the lowest and the highest channel bandwidths supported by the BS are applicable.

8.2.1A.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 8.2.1.1.
8.2.1A.3
Test Purpose

The test shall verify the receiver’s ability to achieve throughput under multipath fading propagation conditions for a given SNR.

8.2.1A.4
Method of test

8.2.1A.4.1
Initial Conditions

Test environment:
Normal, see subclause D.2.

RF channels to be tested:
M; see subclause 4.7.

1)
Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in Annex I.3.6.

8.2.1A.4.2
Procedure

1)
Adjust the AWGN generator, according to the channel bandwidth, defined in Table 8.2.1A.4.2-1.

Table 8.2.1A.4.2-1: AWGN power level at the BS input
	Channel bandwidth [MHz]
	AWGN power level

	1.4
	-92.7dBm / 1.08MHz

	3
	-88.7dBm / 2.7MHz

	5
	-86.5dBm / 4.5MHz

	10
	-83.5dBm / 9MHz

	15
	-81.7dBm / 13.5MHz

	20
	-80.4dBm / 18MHz


2)
The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the test parameters in Table 8.2.1A.4.2-2. For reference channels using 1 resource block the resource block in the middle of the channel bandwidth shall be used. In case the number of resource blocks in the channel bandwidth are even the one in the middle with lower number is to be used for testing.

Table 8.2.1A.4.2-2 Test parameters for testing PUSCH

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)


3)
The multipath fading emulators shall be configured according to the corresponding channel model defined in annex B.

4)
Adjust the equipment so that required SNR specified in Table 8.2.1A.5-1 to 8.2.1A.5-6 is achieved at the BS input.

5)
For each of the reference channels in Table 8.2.1A.5-1 to 8.2.1A.5-6 applicable for the base station, measure the throughput, according to annex E.

8.2.1A.5
Test Requirement

The throughput measured according to subclause 8.2.1A.4.2 shall not be below the limits for the SNR levels specified in Table 8.2.1A.5-1 to 8.2.1A.5-6.
Table 8.2.1A.5-1 Test requirements for PUSCH, 1.4 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low 
	A3-2
	70%
	[4.2]+TT

	
	
	
	
	A4-3
	70%
	TBD

	
	4
	Normal
	EPA 5Hz Low 
	A3-2
	70%
	[-0.1]
+TT

	
	
	
	
	A4-3
	70%
	TBD


Table 8.2.1A.5-2 Test requirements for PUSCH, 3 MHz Channel Bandwidth

	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	A3-3
	70%
	[4.3]+TT

	
	
	
	
	A4-4
	70%
	[17.6]
+TT

	
	4
	Normal
	EPA 5Hz Low
	A3-3
	70%
	[0.3]+TT

	
	
	
	
	A4-4
	70%
	[11.8]
+TT


Table 8.2.1A.5-3 Test requirements for PUSCH, 5 MHz Channel Bandwidth

	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	A3-4
	70%
	[3.6]+TT

	
	
	
	
	A4-5
	70%
	TBD

	
	4
	Normal
	EPA 5Hz Low
	A3-4
	70%
	[-0.5]
+TT

	
	
	
	
	A4-5
	70%
	[11.9]
+TT


Table 8.2.1A.5-4 Test requirements for PUSCH, 10 MHz Channel Bandwidth

	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	A3-5
	70%
	TBD

	
	
	
	
	A4-6
	70%
	[18.6]
+TT

	
	4
	Normal
	EPA 5Hz Low
	A3-5
	70%
	[0.2]+TT

	
	
	
	
	A4-6
	70%
	[12.0]+TT


Table 8.2.1A.5-5 Test requirements for PUSCH, 15 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	A3-6
	70%
	TBD

	
	
	
	
	A4-7
	70%
	TBD

	
	4
	Normal
	EPA 5Hz Low
	A3-6
	70%
	[-0.2]

	
	
	
	
	A4-7
	70%
	[12.7]


Table 8.2.1A.5-6 Test requirements for PUSCH, 20 MHz Channel Bandwidth

	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	A3-7
	70%
	TBD

	
	
	
	
	A4-8
	70%
	TBD

	
	4
	Normal
	EPA 5Hz Low
	A3-7
	70%
	[0.5]

	
	
	
	
	A4-8
	70%
	[12.7]


8.2.2
Performance requirements for UL timing adjustment

8.2.2.1
Definition and applicability

The performance requirement of PUSCH is determined by a minimum required throughput measured for the moving UE at given SNR. The required throughput is expressed as 70% of maximum throughput for the FRCs listed in Annex A. The performance requirements assume HARQ re-transmissions.

In the tests for UL timing adjustment, two signals are configured, one being transmitted by moving UE and the other being transmitted by stationary UE. The transmission of SRS from UE is optional. FRC parameters in Table A.7-1 and Table A.8-1 are applied for both UEs. The received power for both UEs is the same. The resource blocks allocated for both UEs are consecutive. In Scenario 2, Doppler shift is not taken into account.
A test for a specific channel bandwidth is only applicable if the BS supports it.

For a BS supporting multiple channel bandwidths only the tests for the lowest and the highest channel bandwidths supported by the BS are applicable. 

This requirement shall not be applied to Local Area BS and Home BS.
8.2.2.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 8.2.2.1.

8.2.2.3
Test Purpose

The test shall verify the receiver’s ability to achieve throughput measured for the moving UE at given SNR under moving propagation conditions.

8.2.2.4
Method of test

8.2.2.4.1
Initial Conditions

Test environment:
Normal, see subclause D.2.

RF channels to be tested:
M; see subclause 4.7.

1)
Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in Annex I.3.4.

8.2.2.4.2
Procedure

1)
Adjust the AWGN generator, according to the channel bandwidth, defined in Table 8.2.2.4.2-1.

Table 8.2.2.4.2-1: AWGN power level at the BS input
	Channel bandwidth [MHz]
	AWGN power level

	1.4
	-92.7 dBm / 1.08MHz

	3
	-88.7 dBm / 2.7MHz

	5
	-86.5 dBm / 4.5MHz

	10
	-83.5 dBm / 9MHz

	15
	-81.7 dBm / 13.5MHz

	20
	-80.4 dBm / 18MHz


2)
The characteristics of the wanted signals (transmitted by moving UE) shall be configured according to the corresponding UL reference measurement channel defined in Annex A and the test parameters in Table 8.2.2.4.2-2.
Table 8.2.2.4.2-2 Test parameters for testing UL timing adjustment

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)

	Subframes in which PUSCH is transmitted
	For FDD:

subframe #0, #2, #4, #6, and #8 in radio frames
For TDD: 

Subframe #2, #3, #7, #8 in each radio frame



	Subframes in which sounding RS is transmitted (Note 1)
	For FDD: 

subframe #1 in radio frames
For TDD: 

UpPTS in each radio frame



	Note 1. The transmission of SRS is optional.


3)
The multipath fading emulators shall be configured according to the corresponding channel model defined in Annex B.

4)
Adjust the equipment so that required SNR specified in Table 8.2.2.5-1 is achieved at the BS input.

5)
For each of the reference channels in Table 8.2.2.5-1 applicable for the base station, measure the throughput, according to Annex E.

8.2.2.5
Test Requirement

The throughput measured for the moving UE according to subclause 8.2.2.4.2 shall not be below the limits for the SNR levels specified in Table 8.2.2.5-1. 

Table 8.2.2.1-1 Minimum requirements for UL timing adjustment

	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Channel Bandwidth [MHz]
	Moving propagation conditions and Correlation Matrix (Annex B)
	FRC
(Annex A)
	SNR

[dB]

	1
	2
	Normal
	1.4
	Scenario 1 Low
	A7-1
	13.7

	
	
	
	
	Scenario 2 Low
	A8-1
	-1.6

	
	
	
	3
	Scenario 1 Low
	A7-2
	14.0

	
	
	
	
	Scenario 2 Low
	A8-2
	-1.2

	
	
	
	5
	Scenario 1 Low
	A7-3
	13.8

	
	
	
	
	Scenario 2
Low
	A8-3
	-1.3

	
	
	
	10
	Scenario 1 Low
	A7-4
	14.4

	
	
	
	
	Scenario 2
Low
	A8-4
	-1.5

	
	
	
	15
	Scenario 1 Low
	A7-5
	14.6

	
	
	
	
	Scenario 2
Low
	A8-5
	-1.5

	
	
	
	20
	Scenario 1 Low
	A7-6
	14.5

	
	
	
	
	Scenario 2 Low
	A8-6
	-1.5


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.1 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.

8.2.3
Performance requirements for HARQ-ACK multiplexed on PUSCH
8.2.3.1
Definition and applicability

The performance requirement of HARQ-ACK multiplexed on PUSCH is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less at PUSCH power settings presented in table 8.2.3.5-1. 

The probability of detection of ACK on PUSCH is defined as conditional probability of detection of the ACK when the ACK is transmitted on PUSCH allocated RE. 

The probability of false detection of the ACK on PUSCH is defined as a conditional probability of erroneous detection of the ACK when data only is sent on PUSCH allocated RE, where HARQ-ACK can be allocated (i.e. by puncturing data). Pseudo‑random data shall be used as an input for PUSCH coding and modulation purposes.

These tests shall be performed on one of RE’s, where HARQ-ACK information was multiplexed on PUSCH.

In the test for HARQ-ACK multiplexed on PUSCH data is punctured by HARQ-ACK information in both slots within a subframe on symbols as specified in 36.212 [13] subclause 5.2.2.8. Amount of resources for HARQ-ACK information is calculated according to 36.212 [13] subclause 5.2.2.6. None of CQI, RI nor SRS is to be transmitted in these tests. Tests are performed for one bit HARQ-ACK information (O = 1). 

This test is applied for QPSK 1/3 and 16QAM 3/4 modulation and coding schemes, with appropriate fixed reference channels for performance requirement applied as presented in table 8.2.3.5-1. Normal CP, 2 Rx antennas and ETU70 propagation conditions shall be used for this test. 
A test for a specific channel bandwidth is only applicable if the BS supports it.

For a BS supporting multiple channel bandwidths only the tests for the lowest and the highest channel bandwidths supported by the BS are applicable.

8.2.3.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 8.2.4.1.

8.2.3.3
Test Purpose

The test shall verify the receiver’s ability to detect HARQ-ACK information multiplexed on PUSCH under multipath fading propagation conditions for a given SNR.

8.2.3.4
Method of test

8.2.3.4.1
Initial Conditions

Test environment:
Normal, see subclause D.2.

RF channels to be tested:
M; see subclause 4.7.

1)
Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to all BS antenna connectors for diversity reception via a combining network as shown in Annex I.3.2.

8.2.3.4.2
Procedure

1)
Adjust the AWGN generator, according to the channel bandwidth, defined in Table 8.2.3.4.2-1.

Table 8.2.3.4.2-1: AWGN power level at the BS input
	Channel bandwidth [MHz]
	AWGN power level

	1.4
	-92.7 dBm / 1.08MHz

	3
	-88.7 dBm / 2.7MHz

	5
	-86.5 dBm / 4.5MHz

	10
	-83.5 dBm / 9MHz

	15
	-81.7 dBm / 13.5MHz

	20
	-80.4 dBm / 18MHz


2)
The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in Annex A and details presented in chapter 8.2.3.1. For reference channels using 1 resource block the RB in the middle of the channel bandwidth should be used. In case the number of resource blocks in the channel bandwidth are even the one in the middle with lower number is to be used for testing.

3)
The multipath fading emulators shall be configured according to ETU70 channel model defined in Annex B.2.

4)
Adjust the equipment so that required SNR specified in Table 8.2.3.5-1 is achieved at the BS input during the ACK transmissions. 

5)
The signal generator sends a test pattern on one of RE’s where HARQ-ACK information can be multiplexed on PUSCH with the pattern outlined in figure 8.2.3.4.2-1. The following statistics are kept: the number of ACKs detected during data only transmissions and the number of missed ACKs during PUSCH with ACK transmission.
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Figure 8.2.3.4.2-1 Test signal pattern for HARQ-ACK multiplexed on PUSCH demodulation tests

8.2.3.5
Test Requirement

The fraction of falsely detected ACKs measured according to subclause 8.2.3.4.2 shall be less than 1% and the fraction of correctly detected ACKs shall be larger than 99% for the SNR listed in table 8.2.3.5-1. 

 Table 8.2.3.5-1 Test requirements for HARQ-ACK multiplexed on PUSCH
	Number of TX antennas
	Number of 

RX antennas
	Cyclic Prefix
	Propagation 

conditions and Correlation Matrix 

(Annex B)
	Channel Bandwidth

 [MHz]
	FRC

(Annex A)
	
[image: image2.wmf]ACK

HARQ
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	SNR [dB]



	1
	2


	Normal
	EVA 5* Low
	1.4
	A.3-1
	8
	7.4

	
	
	
	
	
	A.4-3
	5
	14.2

	
	
	
	
	3
	A.3-1
	8
	7.4

	
	
	
	
	
	A.4-4
	5
	13.7

	
	
	
	
	5
	A.3-1
	8
	7.5

	
	
	
	
	
	A.4-5
	5
	13

	
	
	
	
	10
	A.3-1
	8
	7.4

	
	
	
	
	
	A.4-6
	5
	13

	
	
	
	
	15
	A.3-1
	8
	7.4

	
	
	
	
	
	A.4-7
	5
	12.6

	
	
	
	
	20
	A.3-1
	8
	7.4

	
	
	
	
	
	A.4-8
	5
	12.5

	
	
	
	ETU70** Low
	1.4
	A.3-1
	8
	7.2

	
	
	
	
	
	A.4-3
	5
	 14.4

	
	
	
	
	3
	A.3-1
	8
	7.2

	
	
	
	
	
	A.4-4
	5
	 13.5

	
	
	
	
	5
	A.3-1
	8
	7.1

	
	
	
	
	
	A.4-5
	5
	 13.1

	
	
	
	
	10
	A.3-1
	8
	7.2

	
	
	
	
	
	A.4-6
	5
	 12.9

	
	
	
	
	15
	A.3-1
	8
	7.3

	
	
	
	
	
	A.4-7
	5
	 12.7

	
	
	
	
	20
	A.3-1
	8
	7.1

	
	
	
	
	
	A.4-8
	5
	12.6

	Note*: Not applicable for Wide Area BS.
Note**: Not applicable for Local Area BS and Home BS.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test  and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
8.2.4
Performance requirements for High Speed Train conditions

8.2.4.1
Definition and applicability

The performance requirement of PUSCH for High Speed Train conditions is determined by a minimum throughput for a given SNR. The required throughput is expressed as 30% and 70% of maximum throughput for the FRCs listed in Annex A. The performance requirements assume HARQ retransmissions and are applied for normal CP.

A test for a specific channel bandwidth is only applicable if the BS supports it.

For a BS supporting multiple channel bandwidths only the tests for the lowest and the highest channel bandwidths supported by the BS are applicable.

The performance requirements for High Speed Train conditions are optional. 

This requirement shall not be applied to Local Area BS and Home BS.
8.2.4.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 8.2.3.1

8.2.4.3
Test Purpose

The test shall verify the receiver’s ability to achieve throughput under High Speed Train conditions for a given SNR.

8.2.4.4
Method of test

8.2.4.4.1
Initial Conditions

Test environment:
Normal, see subclause D.2.

RF channels to be tested:
M; see subclause 4.7.

1)
Connect the BS tester generating the wanted signal, channel simulators and AWGN generators to all BS antenna connectors (depending on HST scenario) via a combining network as shown in Annex I.3.2.

8.2.4.4.2
Procedure

1)
Adjust the AWGN generator, according to the channel bandwidth, defined in Table 8.2.4.4.2-1.

Table 8.2.4.4.2-1: AWGN power level at the BS input
	Channel bandwidth [MHz]
	AWGN power level

	1.4
	-92.7 dBm / 1.08MHz

	3
	-88.7 dBm / 2.7MHz

	5
	-86.5 dBm / 4.5MHz

	10
	-83.5 dBm / 9MHz

	15
	-81.7 dBm / 13.5MHz

	20
	-80.4 dBm / 18MHz


2)
The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in Annex A and the test parameters in Table 8.2.4.4.2-2.
Table 8.2.4.4.2-2 Test parameters for High Speed Train conditions

	Parameter
	Value

	Maximum number of HARQ transmissions
	4

	RV sequence
	0, 2, 3, 1, 0, 2, 3, 1

	Uplink-downlink allocation for TDD
	Configuration 1 (2:2)

	Subframes in which PUSCH is transmitted
	For FDD: 

subframe #0 and #8 in radio frames for which SFN mod 4 = 0

subframe #6 in radio frames for which SFN mod 4 = 1

subframe #4 in radio frames for which SFN mod 4 = 2

subframe #2 in radio frames for which SFN mod 4 = 3
For TDD:

Subframe #2 in each radio frames



	Subframes in which PUCCH is transmitted (Note1, Note 2)
	For FDD:

subframe #5 in radio frames
For TDD:

Subframe #3 in each radio frame



	Note 1. The configuration of PUCCH (format 2) is optional.

Note 2. The SNR values per antenna shall be set to [-4.5 dB and -1.5 dB] for Scenario 1 and 3, respectively.


3)
The channel simulators shall be configured according to the corresponding channel model defined in Annex B.3.

4)
Adjust the equipment so that required SNR specified in Table 8.2.4.5-1 is achieved at the BS input.

5)
For each of the reference channels in Table 8.2.4.5-1 applicable for the base station, measure the throughput, according to Annex E.

8.2.4.5
Test Requirement

The throughput measured according to subclause 8.2.4.4.2 shall not be below the limits for the SNR levels specified in Table 8.2.4.5-1. 

Table 8.2.4.5-1 Test requirements for High Speed Train conditions
	Channel Bandwidth [MHz]
	FRC
(Annex A)
	Number of TX antennas
	Number of RX antennas
	Propagation conditions and Correlation Matrix (Annex B)
	Fraction of maximum throughput
	SNR

[dB]

	1.4
	A3-2
	1
	1
	HST Scenario 3
	30%
	-1.2

	
	
	
	
	
	70%
	2.2

	
	
	
	2
	HST Scenario 1 Low
	30%
	-3.6

	
	
	
	
	
	70%
	-0.3

	3
	A3-3
	
	1
	HST Scenario 3
	30%
	-1.8

	
	
	
	
	
	70%
	1.9

	
	
	
	2
	HST Scenario 1 Low
	30%
	-4.2

	
	
	
	
	
	70%
	-0.7

	5
	A3-4
	
	1
	HST Scenario 3
	30%
	-2.3

	
	
	
	
	
	70%
	1.6

	
	
	
	2
	HST Scenario 1 Low
	30%
	-4.8

	
	
	
	
	
	70%
	-1.1

	10
	A3-5
	
	1
	HST Scenario 3
	30%
	-2.4

	
	
	
	
	
	70%
	1.5

	
	
	
	2
	HST Scenario 1 Low
	30%
	-5.1

	
	
	
	
	
	70%
	-1.2

	15
	A3-6
	
	1
	HST Scenario 3
	30%
	-2.4

	
	
	
	
	
	70%
	1.5

	
	
	
	2
	HST Scenario 1 Low
	30%
	-4.9

	
	
	
	
	
	70%
	-1.1

	20
	A3-7
	
	1
	HST Scenario 3
	30%
	-2.4

	
	
	
	
	
	70%
	1.5

	
	
	
	2
	HST Scenario 1 Low
	30%
	-5.0

	
	
	
	
	
	70%
	-1.1


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
<Unchanged section omitted>
G.3
Measurement of Performance Requirements
Table G.4-1: Derivation of Test Requirements (Performance tests)

	Test 
	Minimum Requirement in TS 36.104
	Test Tolerance
(TT)
	Test Requirement in TS 36.141

	8.2.1
Performance requirements of PUSCH in multipath fading propagation conditions transmission on single antenna port
	SNRs as specified
	0.6dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1A
Performance requirements of PUSCH in multipath fading propagation conditions transmission on two antenna ports
	SNRs as specified
	TBD
	Formula: SNR + TT

T-put limit unchanged

	8.2.2
Performance requirements for UL timing adjustment
	SNRs as specified 
	0.6dB for fading cases

0.3dB for AWGN cases
	Formula: SNR + TT

T-put limit unchanged



	8.2.3   Performance requirements for HARQ-ACK multiplexed on PUSCH
	SNRs as specified
	0.6dB
	Formula: SNR + TT

False ACK limit unchanged

Correct ACK limit unchanged 

	8.2.4
Performance requirements for High Speed Train conditions
	SNRs as specified
	0.3dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.1
ACK missed detection for single user PUCCH format 1a
	SNRs as specified
	0.6dB
	Formula: SNR + TT

False ACK limit unchanged

Correct ACK limit unchanged 

	8.3.2
CQI missed detection for PUCCH format 2
	SNRs as specified
	0.6dB
	Formula: SNR + TT

False CQI limit unchanged

Correct CQI limit unchanged 

	8.3.3
ACK missed detection for multi user PUCCH format 1a
	SNRs as specified
	0.6dB
	Formula: SNR + TT

False ACK limit unchanged

Correct ACK limit unchanged 

	8.4.1
PRACH false alarm probability and missed detection
	SNRs as specified
	0.6dB for fading cases

0.3dB for AWGN cases
	Formula: SNR + TT

PRACH False detection limit unchanged

PRACH detection limit unchanged 


<Unchanged section omitted>

I.3.6
Performance requirements for PUSCH transmission on two antenna ports in multipath fading conditions
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Figure I.3-6: Functional set-up for performance requirements for PUSCH transmission on two antenna ports in multipath fading conditions (2 Rx case shown)

<End of changes>
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1288086003.doc
[image: image1.emf]  PUSCH    ( data only )  












PUSCH 



(data only)







PUSCH 



with ACK







PUSCH 



with ACK







�







PUSCH 



(data only)












_1366703086.doc


BS Tester







TX A































TX B











Channel 



Simulator







BS Station



Under test







RX A























RX B







AWGN



Generator







Channel 



Simulator







AWGN



Generator







Channel 



Simulator







Channel 



Simulator







HARQ Feedback












