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Agenda Item
8.3.1

8.3.5.2
Other Closed Work Items and Small Technical Enhancements and Improvements
RP-111192: EHNB-RAN3 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111192
	R3-112277
	Remaining UE Context Issue during Mobility
	25.467
	152
	1
	F
	9.4.1
	EHNB-RAN3
	Rel-9

	RP-111192
	R3-112278
	Remaining UE Context Issue during Mobility
	25.467
	153
	1
	A
	10.2.0
	EHNB-RAN3
	Rel-10

	RP-111192
	R3-112279
	Remaining UE Context Issue during Mobility
	25.468
	39
	1
	F
	9.3.0
	EHNB-RAN3
	Rel-9

	RP-111192
	R3-112280
	Remaining UE Context Issue during Mobility
	25.468
	40
	1
	A
	10.1.0
	EHNB-RAN3
	Rel-10


RP-111193: TEI9 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111193
	R3-112283
	Correction of Rel-7 QoS handling for Pre-Rel-7 UEs
	25.413
	1131
	2
	F
	9.6.0
	TEI9
	Rel-9

	RP-111193
	R3-112284
	Correction of Rel-7 QoS handling for Pre-Rel-7 UEs
	25.413
	1132
	2
	A
	10.2.0
	TEI9
	Rel-10


10.1



Closed REL-10 work items
RP-111194: CRs for closed Rel-10 WIs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111194
	R3-112211
	Corrections to UTRAN ANR
	25.423
	1698
	1
	F
	10.3.0
	ANR_UTRAN-Core
	Rel-10

	RP-111194
	R3-112043
	Correction of Frequency Band Indicator, adding Band XXV
	25.423
	1706
	-
	F
	10.3.0
	E1900-Core
	Rel-10

	RP-111194
	R3-112077
	Addition of new Band 26 for E850
	25.461
	74
	-
	B
	10.2.0
	e850_UB-Core
	Rel-10

	RP-111194
	R3-112078
	Addition of new Band 26 for E850
	25.466
	40
	-
	B
	10.2.0
	e850_UB-Core
	Rel-10

	RP-111194
	R3-112259
	Addition of new Band 26 for E850
	25.423
	1713
	-
	B
	10.3.0
	e850_UB-Core
	Rel-10

	RP-111194
	R3-112311
	Updates of reported quantities for eICIC
	36.423
	476
	2
	F
	10.2.0
	eICIC_LTE-Core
	Rel-10

	RP-111194
	R3-112181
	Removal of UE capability restriction for inter-RAT energy saving following SA1's decision
	36.927
	1
	-
	F
	10.0.0
	FS_Energy_LTE
	Rel-10

	RP-111194
	R3-112200
	SHO for different Iurh Connectivity
	25.467
	157
	1
	F
	10.2.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111194
	R3-112201
	RNSAP message in RNA CONNECT message
	25.471
	4
	1
	F
	10.1.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111194
	R3-112206
	Corrections on Partial Failure During Enhanced H2H Mobility
	25.467
	144
	1
	F
	10.2.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111194
	R3-112213
	Security Mechanism for H(e)NB “no-IPsec” usage option
	25.467
	158
	1
	F
	10.2.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111194
	R3-112290
	Stage 2 clean-up for HNB mobility
	25.467
	150
	2
	F
	10.2.0
	HNB_HENB_mob_enh-Core
	Rel-10


RP-111195: CRs for closed Rel-10 WIs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111195
	R3-111866
	Introduction of SCTP PPI and Destination Port Number for MBMS
	36.442
	3
	-
	F
	10.1.0
	MBMS_LTE_enh-Core
	Rel-10

	RP-111195
	R3-112276
	Abnormal condition UE Counting Request
	36.443
	54
	1
	F
	10.2.0
	MBMS_LTE_enh-Core
	Rel-10

	RP-111195
	R3-111877
	Correct definition of condition IfM2 in MDT Configuration
	25.413
	1122
	-
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112207
	Clarification on M1 and M2 in MDT Configuration over Iur
	25.423
	1699
	1
	F
	10.3.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112294
	Area scope RAI list in MDT configuration
	25.413
	1124
	2
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112295
	Area scope RAI list in MDT configuration
	25.423
	1701
	2
	F
	10.3.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112297
	Definition of value of bit in Measurements to Activate
	25.413
	1130
	2
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112298
	Definition of value of bit in Measurements to Activate
	36.413
	924
	2
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112299
	Definition of value of bit in Measurements to Activate
	36.423
	478
	1
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112315
	Clarification on MDT Recording Session Reference in MDT Configuration
	25.413
	1123
	3
	F
	10.2.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112316
	Clarification on MDT Recording Session Reference in MDT Configuration
	25.423
	1700
	3
	F
	10.3.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111195
	R3-112216
	Small correction on unnecessary IRAT HO
	25.413
	1134
	1
	F
	10.2.0
	SONenh_LTE-Core
	Rel-10

	RP-111195
	R3-112217
	Correction of RIM function decsription
	36.413
	927
	1
	F
	10.2.0
	SONenh_LTE-Core
	Rel-10


10.5



Small Technical Enhancements and Improvements for Rel-10 [TEI10]
RP-111196: TEI10 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111196
	R3-111994
	Correction to the References in 36.401
	36.401
	52
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112044
	Missing procedure code for “Kill”
	36.413
	928
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112047
	Correction of some generic references to dated references
	25.413
	1133
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112049
	Correction of some generic references to dated references
	25.423
	1709
	-
	F
	10.3.0
	TEI10
	Rel-10

	RP-111196
	R3-112050
	Correction of some generic references to dated references
	25.433
	1910
	-
	F
	10.3.0
	TEI10
	Rel-10

	RP-111196
	R3-112101
	Encoding of SFN Initialization Time
	36.455
	21
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-111196
	R3-112152
	Correction of a typo in ASN.1 code
	25.419
	141
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-111196
	R3-112187
	Correction of SRVCC
	36.413
	935
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112189
	Miscellaneous updates
	36.410
	17
	1
	F
	10.1.0
	TEI10
	Rel-10

	RP-111196
	R3-112202
	Correction to protocol stack
	25.467
	155
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112210
	Correction of an ASN.1 typo regarding ManagementBasedMDTAllowed
	36.413
	919
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112222
	Correction of Emergency Call
	36.413
	930
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112229
	Rapporteur corrections
	25.423
	1708
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-111196
	R3-112231
	Correction of the CELL_DCH Measurement Occasion Information for 1.28Mcps TDD
	25.423
	1710
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-111196
	R3-112236
	ASN.1 definition conforms to ITU-T Recommendations.
	36.423
	469
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112248
	Correction to the eNB Configuration Update procedure, and the MCE Configuration Update procedure
	36.443
	53
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112282
	Update of the list of X2 functions
	36.420
	5
	2
	F
	10.1.0
	TEI10
	Rel-10

	RP-111196
	R3-112289
	Access Control for Soft Handover between HNBs
	25.467
	148
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112309
	Addition of Cell Portion ID in the FACH DATA FRAME for 1.28Mcps TDD
	25.435
	268
	2
	F
	10.2.0
	TEI10
	Rel-10

	RP-111196
	R3-112310
	Correction of the DCH Measurement Occasion Information for 1.28Mcps TDD
	25.433
	1911
	2
	F
	10.3.0
	TEI10
	Rel-10

	RP-111196
	R3-112313
	Clarification of procedures defined for MLB purposes
	36.423
	464
	2
	F
	10.2.0
	TEI10
	Rel-10


RP-111197: TEI10 CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111197
	R3-112318
	Clarification on the M2 Reset Procedure
	36.443
	50
	2
	F
	10.2.0
	eMBMS, TEI10
	Rel-10

	RP-111197
	R3-112268
	Data Forwarding correction
	36.413
	923
	1
	F
	10.2.0
	LTE-interfaces, TEI10
	Rel-10

	RP-111197
	R3-111867
	Correction on the Order of Transparent Containers
	36.413
	914
	-
	F
	10.2.0
	LTE-interfaces, TEI10
	Rel-10

	RP-111197
	R3-112258
	Correction of SCTP description for X2 Control Plane protocol
	36.420
	9
	1
	F
	10.1.0
	LTE-Interfaces, TEI10
	Rel-10

	RP-111197
	R3-112320
	Clarification on PLMN Identity
	36.413
	940
	-
	F
	10.2.0
	LTE-interfaces, TEI10
	Rel-10

	RP-111197
	R3-112321
	Clarification on PLMN Identity
	36.423
	479
	-
	F
	10.2.0
	LTE-interfaces, TEI10
	Rel-10

	RP-111197
	R3-112317
	Removal of the QoS information in the M2 interface
	36.440
	7
	1
	F
	10.1.0
	MBMS_LTE, TEI10
	Rel-10

	RP-111197
	R3-112192
	Addition of SRVCC preparation into message type tabular
	25.413
	1120
	1
	F
	10.2.0
	RANimp-HSPAVoIP, TEI10
	Rel-10


RP-111198: Transparent Container CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111198
	R3-112246
	Alignment of the transparent containers' IE names with CT4 specifications
	25.413
	1139
	 -
	F
	10.2.0
	TEI10
	Rel-10

	RP-111198
	R3-112262
	Container Issue
	36.413
	933
	2
	F
	10.2.0
	TEI10
	Rel-10


*NOTE: R3-112262 is Technically Endorsed by RAN3.
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