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START OF CHANGE
4.7.6
Signalling procedures

4.7.6.1
RN attach procedure

Figure 4.7.6.1-1 shows a simplified version of the attach procedure for the RN. The procedure is the same as the normal UE attach procedure TS 23.401 [17] with the exception that:

-
The DeNB has been made aware of which MMEs support RN functionality via the S1 Setup Response message earlier received from the MMEs;

-
The RN sends an RN indication to the DeNB during RRC connection establishment;

-
After receiving the RN indication from the RN, the DeNB sends the RN indicator and the IP address of the S‑GW/P-GW function embedded in the DeNB, within the Initial UE Message, to an MME supporting RN functionality;

-
MME selects S-GW/P-GW for the RN based on the IP address included in the Initial UE Message;

-
During the attach procedure, the EPC checks if the RN is authorised for relay operation; only if the RN is authorised, the EPC accepts the attach and sets up a context with the DeNB; otherwise the EPC rejects the attach.

The RN is preconfigured with information about which cells (DeNBs) it is allowed to access.
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Figure 4.7.6.1-1: RN attach procedure


4.7.6.2
E-RAB activation/modification
Figure 4.7.6.2-1 shows a simplified version of the DeNB-initiated bearer activation/modification procedure. This procedure can be used by the DeNB to change the EPS bearer allocation for the RN. The procedure is the same as the normal network-initiated bearer activation/modification procedure TS 23.401 [17] with the exception that the S-GW/P‑GW functionality (steps 1 and 6) is performed by the DeNB. 
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Figure 4.7.6.2-1: DeNB-initiated bearer activation/modification procedure
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