Page 1



3GPP TSG-RAN WG2 Meeting #75 
(
R2-114652
Athens, Greece, 22 - 26 August, 2011

	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	25.307
	CR
	0155
	(

rev
	-
	(

Current version:
	4.17.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Add Band XXII for LTE/UMTS 3500 (FDD) to TS 25.307

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	RInImp8-UMTSLTE3500
	
	Date: (

	18/8/2011

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Introduction of the new Operating Band XXII.

	
	

	Summary of change:
(

	Add requirements to support Band XXII in the specifications according to agreements documented in TR 37.801.

	
	

	Consequences if 
(

not approved:
	Band XXII would not be supported in the specifications.

	
	

	Clauses affected:
(

	X (new), X.1 (new) , X.1.1 (new), X1.2 (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 36.101 CR 908
TS 36.104 CR 247

TS 36.113 CR 28

TS 36.124 CR 16

TS 36.133 CR 946

TS 36.307 CR 23, 24 and 25

TS 37.104 CR 52

TS 37.113 CR 17
TS 34.124 CR 42

TS 25.101 CR 838

TS 25.104 CR 417

TS 25.113 CR 57

TS 25.133 CR 1140

TS 25.331
TS 25.461 CR 67

	affected:
	X
	
	 Test specifications
	TS 36.141 CR 293

TS 37.141 CR 81

TS 25.141 CR 593

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


X
Band XXII Independent of Release

Band XXII is specified in Release 10 but is defined as a release-independent frequency band. This approach aligns the Band XXII band with other frequency bands when considering features that have to be supported in different releases.

X.1
Band XXII UE

UEs that conform to Release 4 and support band XXII shall support the following requirements in Release 10.

X.1.1
RF Requirements

The UE shall comply with the RF requirements for band XXII specified in [23]. These requirements are:
	Section / Clause
	Description

	5
	Frequency bands and channel arrangement

	6.2.1
	UE maximum output power

	6.6
	Output RF spectrum emissions

	7.3
	Reference sensitivity level

	7.6
	Blocking characteristics

	7.8
	Intermodulation characteristics

	7.9
	Spurious emissions

	B2.2
	Multi-path fading propagation conditions


The UE shall comply with the following Radio Resource Management requirements for band XXII specified in [24]. These requirements are:
	Section / Clause
	Description

	9.1
	Measurement Performances for UE.


X.1.2
Signalling Requirements

The UE shall support the following RRC extensions specified in [22]:

-
The parameter value "Band XXII" for the IE "FDD frequency band 2" contained within the IEs "UE radio access capability extension" and "Measurement capability extension". The UE shall use this parameter value in order to signal its radio access capabilities relating to band XXII.

-
The IEs "Frequency band indicator" and "Frequency band indicator 2" contained within the IEs "System Information Block type 5" and "System Information Block type 6". The UE shall use these IEs to determine whether it is compliant with the RF requirement in the indicated frequency band, in case the UE is in the frequency that belongs to multiple frequency bands.

The UE shall be able to at least decode any unrelated RRC extensions that can be included in between the release it supports, and the IE "Frequency band indicator" and "Frequency Band Indicator 2".
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