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<Start of first modified section>
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

-
For a Release 8 UE, references to 3GPP documents are to version 8.x.y, when available.

Editor's Note: The Reference list is incomplete and some references are still to UMTS specs.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

<<Part of specification skipped>>>

 [33]
GSMA PRD IR.92: "IMS Profile for Voice and SMS".

[nn]
3GPP TS 22.101: "Service aspects; Service principles”
<End of modified section>
<Start of next modified section>
A.4.2.1.1
Bearer Services
Table A.4.2.1.1-1: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of CS fallback
	24.301
	Rel-8
	pc_CS_fallback
	The UE supports CS fallback for voice calls. If true, pc_CS and at least one of pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR or pc_UMTS_GSM is also true.

	2
	Support of registration to CS for SMS only
	24.301
	
	pc _CS_SMS_only
	The UE supports registration for SMS only.

If true, pc_CS_fallback is false, and at least one of pc_SMS_SGs_MT and pc_SMS_SGs_MO is true.

	3
	Support of 1xCS fallback
	24.301
	Rel-8
	pc_1xCSfallback
	

	4
	Support of IMS emergency call
	22.101
	Rel-9
	pc_IMS_emergency_call
	Mandatory for UEs which supports  IMS speech.

	5
	Support of eMBMS
	36.331
	Rel-9
	pc_eMBMS
	The UE supports eMBMS.

	NOTE :
A UE may support one or more of bearer service 1, 2, 3,4 or 5.


<End of modified section>
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