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Overview

This document lists a TTCN change needed to correct a problem in ATS ‘iwd-EUTRA-B2011-03_D11wk27’.
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Corrections 

Change 1 – Clarification of the required attach type

Function name
f_TC_11_1_1_EUTRA()

Reason for change
The test case did not put an explicit requirement on the attach type and did not check that the Attach type was “combined”. It could therefore be run with incorrect settings thus unfairly failing a conformant UE.

The same change applies to test cases

- f_TC_11_1_2_EUTRA()

- f_TC_11_1_3_EUTRA()

- f_TC_11_1_4_EUTRA()

Prose CR R5-113623 has been submitted for agreement at RAN5 #52.

Summary of change
The UE is configured for combined EPS/IMSI attach, and the attach type is forced to “combined” in the preamble.

TTCN module
SMS_Testcases.ttcn

MCC160 Comment


Before change

function f_TC_11_1_1_EUTRA() runs on EUTRA_PTC
{
  // @desc MT-SMS over SGs / idle mode
  // @sic R5s100586 sic@
  // Purpose
  // -------
  // (1)
  // with { UE is IMSI attached for non-EPS services and UE has received a paging request with CN domain indicator set to "PS" in EMM-IDLE mode and UE has sent a SERVICE REQUEST message}
  // ensure that {
  // when { UE receives a CP-DATA containing an RP-DATA RPDU (SMS DELIVER TPDU) encapsulated in a Downlink NAS transport message }
  // then { UE sends a CP-ACK encapsulated in an Uplink NAS transport message followed by a CP-DATA containing an RP-ACK RPDU encapsulated in an Uplink NAS transport message}
  // }
  // Pre-test conditions
  // -------------------
  // System Simulator:
  // -  Cell A is configured according to Table 6.3.2.2-1 in [18] // TBD replace [18].
  // -  Cell A belongs TAI-1.
  // -  Cell A is set to the ''Serving cell''.
  // UE:
  // -  The UE does not have any stored SMS message.
  // Preamble:
  // -  UE is in state Registered, Idle Mode (state 2) on Cell A
  f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);  // @sic R5s106627 sic@
  // create cell and send out system information
  f_EUTRA_CellConfig_Def (eutra_CellA);
  // -  UE is in state Registered, Idle Mode (state 2) on Cell A
  f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);
  // Set message service as indicated in the PIXIT.
  f_SMS_AT_CSMS(px_SMS_Service);
  // Set Preferrred memory topreferred memories as indicated in the PIXIT.
  f_SMS_AT_CPMS(px_SMS_PrefMem1, px_SMS_PrefMem2, px_SMS_PrefMem3);
  // Set message format to text mode
  f_SMS_AT_CMGF("1");
  // Set Character Set "GSM"
  f_SMS_AT_CSCS("""GSM""");
  // Set the UE to delete all messages from Preferred message store
  f_SMS_AT_CMGD_ALL();
  f_EUTRA_TestBody_Set(true);
  fl_TC_11_1_1_Body();
  // Postamble
  f_EUTRA_TestBody_Set(false);
  f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED);
} // f_TC_11_1_1_EUTRA


After change

function f_TC_11_1_1_EUTRA() runs on EUTRA_PTC
{
  // @desc MT-SMS over SGs / idle mode
  // @sic R5s100586 sic@
  // Purpose
  // -------
  // (1)
  // with { UE is IMSI attached for non-EPS services and UE has received a paging request with CN domain indicator set to "PS" in EMM-IDLE mode and UE has sent a SERVICE REQUEST message}
  // ensure that {
  // when { UE receives a CP-DATA containing an RP-DATA RPDU (SMS DELIVER TPDU) encapsulated in a Downlink NAS transport message }
  // then { UE sends a CP-ACK encapsulated in an Uplink NAS transport message followed by a CP-DATA containing an RP-ACK RPDU encapsulated in an Uplink NAS transport message}
  // }
  // Pre-test conditions
  // -------------------
  // System Simulator:
  // -  Cell A is configured according to Table 6.3.2.2-1 in [18] // TBD replace [18].
  // -  Cell A belongs TAI-1.
  // -  Cell A is set to the ''Serving cell''.
  // UE:
  // -  The UE does not have any stored SMS message.
  // Preamble:
  // -  UE is in state Registered, Idle Mode (state 2) on Cell A
  f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);  // @sic R5s106627 sic@
  f_UT_ConfigureCombinedAttach (UT);
  // create cell and send out system information
  f_EUTRA_CellConfig_Def (eutra_CellA);
  // -  UE is in state Registered, Idle Mode (state 2) on Cell A
  f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined);
  // Set message service as indicated in the PIXIT.
  f_SMS_AT_CSMS(px_SMS_Service);
  // Set Preferrred memory topreferred memories as indicated in the PIXIT.
  f_SMS_AT_CPMS(px_SMS_PrefMem1, px_SMS_PrefMem2, px_SMS_PrefMem3);
  // Set message format to text mode
  f_SMS_AT_CMGF("1");
  // Set Character Set "GSM"
  f_SMS_AT_CSCS("""GSM""");
  // Set the UE to delete all messages from Preferred message store
  f_SMS_AT_CMGD_ALL();
  f_EUTRA_TestBody_Set(true);
  fl_TC_11_1_1_Body();
  // Postamble
  f_EUTRA_TestBody_Set(false);
  f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED);
} // f_TC_11_1_1_EUTRA
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