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Reason for change:
(

At step 17, the TTCN sends a TRACKING AREA UPDATE ACCEPT message with timer T3402 set to 1 minute - this doesn't match the value given in 36.523 table 9.2.1.2.3.3.2-1 (30 seconds).




Summary of change:
(

Value of timer T3402 changed from 60 seconds to 30 seconds
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not approved:
The Conformance UE may fail the test case.
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Other comments:
(

Test suite used is iwd-EUTRA-B2011-03_D11wk27

1.1 Change 1

Test case name
9.2.1.2.3

Reason for change
At step 17, the TTCN sends a TRACKING AREA UPDATE ACCEPT message with timer T3402 set to 1 minute - this doesn't match the value given in 36.523 table 9.2.1.2.3.3.2-1 (30 seconds).

Summary of change
Value of timer T3402 changed from 60 seconds to 30 seconds

Source of change
NAS_Attach_EOnly.ttcn

Before:

function fl_TC_9_2_1_2_3_Body(template (value) EMM_Cause p_EMMCause) runs on EUTRA_PTC

  { //@sic R5s110143 sic@

-----------------------------------

-----------------------------------

-----------------------------------

    var float v_T3411Min := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 10.0);

    var float v_T3402Min := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 60.0);

    timer t_T3411Max := f_EUTRA_SetTimerToleranceMax(eutra_CellA, nasTimer, 10.0);

    timer t_T3402Max := f_EUTRA_SetTimerToleranceMax(eutra_CellA, nasTimer, 60.0);

-----------------------------------

-----------------------------------

-----------------------------------

    //@siclog "Step 17" siclog@

    //SS transmits a TRACKING AREA UPDATE ACCEPT message.

    v_TAU_Accept := cs_TAU_Accept_EMM_Cause(tsc_EpsUpdate_TaUpdate,

                                            omit,

                                            cs_TrackingAreaIdListDef_tlv,

                                            v_EPS_ContextStatus,

                                            omit,

                                            omit,

                                            f_GetAdditionalUpdateResult(v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType, Combined), // @sic R5s110176 sic@

                                            p_EMMCause,

                                            cs_GprsTimer_tv('17'O, '001'B, '00001'B));

    SRB.send ( cas_SRB1_NasPdu_REQ ( eutra_CellA,

                                     cs_TimingInfo_Now,

                                     cs_NAS_Request ( tsc_SHT_IntegrityProtected_Ciphered,

                                                      v_TAU_Accept))); // @sic R5s110168 change 2.2 sic@

-----------------------------------

-----------------------------------

-----------------------------------

  } // function tc_9_2_1_2_3_EUTRA

After:

function fl_TC_9_2_1_2_3_Body(template (value) EMM_Cause p_EMMCause) runs on EUTRA_PTC

  { //@sic R5s110143 sic@

-----------------------------------

-----------------------------------

-----------------------------------

    var float v_T3411Min := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 10.0);

    var float v_T3402Min := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 30.0);

    timer t_T3411Max := f_EUTRA_SetTimerToleranceMax(eutra_CellA, nasTimer, 10.0);

    timer t_T3402Max := f_EUTRA_SetTimerToleranceMax(eutra_CellA, nasTimer, 30.0);

-----------------------------------

-----------------------------------

-----------------------------------

    //@siclog "Step 17" siclog@

    //SS transmits a TRACKING AREA UPDATE ACCEPT message.

    v_TAU_Accept := cs_TAU_Accept_EMM_Cause(tsc_EpsUpdate_TaUpdate,

                                            omit,

                                            cs_TrackingAreaIdListDef_tlv,

                                            v_EPS_ContextStatus,

                                            omit,

                                            omit,

                                            f_GetAdditionalUpdateResult(v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType, Combined), // @sic R5s110176 sic@

                                            p_EMMCause,

                                            cs_GprsTimer_tv('17'O, '000'B, '01111'B));

    SRB.send ( cas_SRB1_NasPdu_REQ ( eutra_CellA,

                                     cs_TimingInfo_Now,

                                     cs_NAS_Request ( tsc_SHT_IntegrityProtected_Ciphered,

                                                      v_TAU_Accept))); // @sic R5s110168 change 2.2 sic@

-----------------------------------

-----------------------------------

-----------------------------------

  } // function tc_9_2_1_2_3_EUTRA
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