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1.1 Change 1

Testcase name
9.2.3.2.5

Reason for change
As per the Prose before the test body CELL B and CELL C should be tsc_NonSuitableOffCellRS_EPRE  instead of tsc_NonSuitableCellRS_EPRE

Summary of change
Removed call to change power levels for cell B and C.

Source of change
NAS_TrackingArea_UG.ttcn

Before change:

  function f_TC_9_2_3_2_5_EUTRA() runs on EUTRA_PTC

  {

    /* @desc Combined tracking area update / Rejected / IMSI invalid */

    /* (1)

     * with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

     * ensure that {

     *   when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Illegal UE' }

     *   then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

     * }

     * (2)

     * with { The UE is in the state EMM-DEREGISTERED }

     * ensure that {

     *   when { UE is powered up }

     *   then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI'' }

     * }

     *

     * Pre-test conditions

     * -------------------

     * System Simulator:

     *     -   Cell A, Cell B and Cell C.

     *     -   If pc_UTRAN supported by UE, Cell 5.

     *     -   Cell 5 belongs to RAI-1(home PLMN)

     *     -   If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.

     *     -   Cell 24 belongs to RAI-1(home PLMN)

     *     -   Cell A is "Serving cell" and Cell B, Cell C, Cell 5 and Cell 24 are "non-Suitable cell".

     * UE:

     *     -   The UE is configured to initiate combined EPS/IMSI attach.

     * Preamble:

     *     -   The UE is in state Registered, Idle mode (state 2) on Cell A according to TS 36.508.

     */

    if (not f_EUTRA_NAS_InitOtherRAT(LTE_AllCellsOnSamePLMN, c9, c12)) { // @sic R5-112638 sic@

      f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c9);

    }

    f_UT_ConfigureCombinedAttach (UT);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_CellConfig_Def(eutra_CellC);

    if (not f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined)) { // @sic R5-112638 sic@

      f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined); // @sic R5s110176 sic@

    }

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellC, tsc_NonSuitableCellRS_EPRE );
    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_5_6and7_Body(tsc_EmmCause_IllegalUe);

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, Combined); // @sic R5s110176, R5-112121 sic@

  } // function f_TC_9_2_3_2_5_EUTRA

After change:

  function f_TC_9_2_3_2_5_EUTRA() runs on EUTRA_PTC

  {

    /* @desc Combined tracking area update / Rejected / IMSI invalid */

    /* (1)

     * with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

     * ensure that {

     *   when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Illegal UE' }

     *   then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

     * }

     * (2)

     * with { The UE is in the state EMM-DEREGISTERED }

     * ensure that {

     *   when { UE is powered up }

     *   then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI'' }

     * }

     *

     * Pre-test conditions

     * -------------------

     * System Simulator:

     *     -   Cell A, Cell B and Cell C.

     *     -   If pc_UTRAN supported by UE, Cell 5.

     *     -   Cell 5 belongs to RAI-1(home PLMN)

     *     -   If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.

     *     -   Cell 24 belongs to RAI-1(home PLMN)

     *     -   Cell A is "Serving cell" and Cell B, Cell C, Cell 5 and Cell 24 are "non-Suitable cell".

     * UE:

     *     -   The UE is configured to initiate combined EPS/IMSI attach.

     * Preamble:

     *     -   The UE is in state Registered, Idle mode (state 2) on Cell A according to TS 36.508.

     */

    if (not f_EUTRA_NAS_InitOtherRAT(LTE_AllCellsOnSamePLMN, c9, c12)) { // @sic R5-112638 sic@

      f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c9);

    }

    f_UT_ConfigureCombinedAttach (UT);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_CellConfig_Def(eutra_CellC);

    if (not f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined)) { // @sic R5-112638 sic@

      f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined); // @sic R5s110176 sic@

    }

    //f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableOffCellRS_EPRE ); //Anite Change

    //f_EUTRA_SetCellPower ( eutra_CellC, tsc_NonSuitableOffCellRS_EPRE ); //Anite Change
    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_5_6and7_Body(tsc_EmmCause_IllegalUe);

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED, Combined); // @sic R5s110176, R5-112121 sic@//Anite Change

  } // function f_TC_9_2_3_2_5_EUTRA

1.2 Change 2

Testcase name
9.2.3.2.6

Reason for change
As per the Prose before the test body CELL B and CELL C should be tsc_NonSuitableOffCellRS_EPRE  instead of tsc_NonSuitableCellRS_EPRE

Summary of change
Removed call to change power levels for cell B and C.

Source of change
NAS_TrackingArea_UG.ttcn

Before change:

  function f_TC_9_2_3_2_6_EUTRA() runs on EUTRA_PTC

  {

    /* @desc tracking area update / Rejected / Illegal ME */

    /* (1)

     * with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

     * ensure that {

     *   when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Illegal ME' }

     *   then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

     * }

     * (2)

     * with { The UE is in the state EMM-DEREGISTERED }

     * ensure that {

     *   when { UE is powered up }

     *   then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI''}

     * }

     *

     * Pre-test conditions

     * -------------------

     *  System Simulator:

     *      -   Cell A, Cell B and Cell C.

     *      -   If pc_UTRAN supported by UE, Cell 5.

     *      -   Cell 5 belongs to RAI-1(home PLMN)

     *      -   If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.

     *      -   Cell 24 belongs to RAI-1(home PLMN)

     *      -   Cell A is "Serving cell" and Cell B, Cell C, Cell 5 and Cell 24 are "non-Suitable cell".

     *  UE:

     *      -   The UE is configured to initiate combined EPS/IMSI attach.

     *  Preamble:

     *      -   The UE is in state Registered, Idle mode (state 2) on Cell A according to TS 36.508.

     */

    if (not f_EUTRA_NAS_InitOtherRAT(LTE_AllCellsOnSamePLMN, c9, c12)) { // @sic R5-112638 sic@

      f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c9);

    }

    f_UT_ConfigureCombinedAttach (UT); // @sic R5-103341 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def( eutra_CellB );

    f_EUTRA_CellConfig_SRBs_Only( eutra_CellC );

    if (not f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined)) { // @sic R5-112638 sic@

      f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined); // @sic R5s110176 sic@

    }

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellC, tsc_NonSuitableCellRS_EPRE );
    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_5_6and7_Body(tsc_EmmCause_IllegalMe);

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, Combined); // @sic R5s110176, R5-112121 sic@

  } // function f_TC_9_2_3_2_6_EUTRA

After change:

    function f_TC_9_2_3_2_6_EUTRA() runs on EUTRA_PTC

  {

    /* @desc tracking area update / Rejected / Illegal ME */

    /* (1)

     * with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

     * ensure that {

     *   when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Illegal ME' }

     *   then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

     * }

     * (2)

     * with { The UE is in the state EMM-DEREGISTERED }

     * ensure that {

     *   when { UE is powered up }

     *   then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI''}

     * }

     *

     * Pre-test conditions

     * -------------------

     *  System Simulator:

     *      -   Cell A, Cell B and Cell C.

     *      -   If pc_UTRAN supported by UE, Cell 5.

     *      -   Cell 5 belongs to RAI-1(home PLMN)

     *      -   If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.

     *      -   Cell 24 belongs to RAI-1(home PLMN)

     *      -   Cell A is "Serving cell" and Cell B, Cell C, Cell 5 and Cell 24 are "non-Suitable cell".

     *  UE:

     *      -   The UE is configured to initiate combined EPS/IMSI attach.

     *  Preamble:

     *      -   The UE is in state Registered, Idle mode (state 2) on Cell A according to TS 36.508.

     */

    if (not f_EUTRA_NAS_InitOtherRAT(LTE_AllCellsOnSamePLMN, c9, c12)) { // @sic R5-112638 sic@

      f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c9);

    }

    f_UT_ConfigureCombinedAttach (UT); // @sic R5-103341 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def( eutra_CellB );

    f_EUTRA_CellConfig_SRBs_Only( eutra_CellC );

    if (not f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined)) { // @sic R5-112638 sic@

      f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined); // @sic R5s110176 sic@

    }

    //f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableOffCellRS_EPRE );

    //f_EUTRA_SetCellPower ( eutra_CellC, tsc_NonSuitableOffCellRS_EPRE );
    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_5_6and7_Body(tsc_EmmCause_IllegalMe);

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED, Combined); // @sic R5s110176, R5-112121 sic@//Anite Change

  } // function f_TC_9_2_3_2_6_EUTRA

1.3 Change 3

Testcase name
9.2.3.2.7

Reason for change
As per the Prose before the test body CELL B and CELL C should be tsc_NonSuitableOffCellRS_EPRE  instead of tsc_NonSuitableCellRS_EPRE

Summary of change
Removed call to change power levels for cell B and C.

Source of change
NAS_TrackingArea_UG.ttcn

Before change:

  function f_TC_9_2_3_2_7_EUTRA() runs on EUTRA_PTC

  {

    /* @desc Combined tracking area update / Rejected / EPS services and non-EPS services not allowed */

    /* Test Purpose (TP)

     * (1)

     * with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

     * ensure that {

     *   when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'EPS services and non-EPS services not allowed' }

     *   then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

     * }

     * (2)

     * with { The UE is in the state EMM-DEREGISTERED }

     * ensure that {

     *   when { UE is powered up }

     *   then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI''}

     * }

     *

     * Pre-test conditions

     * -------------------

     * System Simulator:

     *  -   Cell A, Cell B and Cell C.

     *  -   If pc_UTRAN supported by UE, Cell 5.

     *  -   Cell 5 belongs to RAI-1(home PLMN)

     *  -   If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.

     *  -   Cell 24 belongs to RAI-1(home PLMN)

     *  -   Cell A is "Serving cell" and Cell B, Cell C, Cell 5 and Cell 24 are "non-Suitable cell".

     *  UE:

     *  -   The UE is configured to initiate combined EPS/IMSI attach.

     *  None.

     *  Preamble:

     *  -   The UE is in state Registered, Idle mode (state 2) on Cell A according to TS 36.508.

     */

    if (not f_EUTRA_NAS_InitOtherRAT(LTE_AllCellsOnSamePLMN, c9, c12)) { // @sic R5-112638 sic@

      f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c9);

    }

    f_UT_ConfigureCombinedAttach (UT); // @sic R5-103815 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def( eutra_CellB );

    f_EUTRA_CellConfig_SRBs_Only( eutra_CellC );

    if (not f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined)) { // @sic R5-112638 sic@

      f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined); // @sic R5s110176 sic@

    }

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellC, tsc_NonSuitableCellRS_EPRE );
    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_5_6and7_Body(tsc_Cause_EPSandNonEPSServNotAllowed);

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, Combined); // @sic R5s110176, R5-112121 sic@

  } // function f_TC_9_2_3_2_7_EUTRA

After change:

  function f_TC_9_2_3_2_7_EUTRA() runs on EUTRA_PTC

  {

    /* @desc Combined tracking area update / Rejected / EPS services and non-EPS services not allowed */

    /* Test Purpose (TP)

     * (1)

     * with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

     * ensure that {

     *   when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'EPS services and non-EPS services not allowed' }

     *   then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

     * }

     * (2)

     * with { The UE is in the state EMM-DEREGISTERED }

     * ensure that {

     *   when { UE is powered up }

     *   then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI''}

     * }

     *

     * Pre-test conditions

     * -------------------

     * System Simulator:

     *  -   Cell A, Cell B and Cell C.

     *  -   If pc_UTRAN supported by UE, Cell 5.

     *  -   Cell 5 belongs to RAI-1(home PLMN)

     *  -   If pc_GERAN and NOT pc_UTRAN supported by UE, Cell 24.

     *  -   Cell 24 belongs to RAI-1(home PLMN)

     *  -   Cell A is "Serving cell" and Cell B, Cell C, Cell 5 and Cell 24 are "non-Suitable cell".

     *  UE:

     *  -   The UE is configured to initiate combined EPS/IMSI attach.

     *  None.

     *  Preamble:

     *  -   The UE is in state Registered, Idle mode (state 2) on Cell A according to TS 36.508.

     */

    if (not f_EUTRA_NAS_InitOtherRAT(LTE_AllCellsOnSamePLMN, c9, c12)) { // @sic R5-112638 sic@

      f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c9);

    }

    f_UT_ConfigureCombinedAttach (UT); // @sic R5-103815 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def( eutra_CellB );

    f_EUTRA_CellConfig_SRBs_Only( eutra_CellC );

    if (not f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined)) { // @sic R5-112638 sic@

      f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, Combined); // @sic R5s110176 sic@

    }

    //f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableOffCellRS_EPRE );

    //f_EUTRA_SetCellPower ( eutra_CellC, tsc_NonSuitableOffCellRS_EPRE );
    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_5_6and7_Body(tsc_Cause_EPSandNonEPSServNotAllowed);

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED, Combined); // @sic R5s110176, R5-112121 sic@//Anite Change

  } // function f_TC_9_2_3_2_7_EUTRA

1.4 Change 4

Testcase name
9.2.3.2.5 , 9.2.3.2.6 and 9.2.3.2.7

Reason for change
As per the Prose at steps 1 , 5 and 7a1-7a2 Cells should be tsc_NonSuitableOffCellRS_EPRE instead of tsc_NonSuitableCellRS_EPRE

Summary of change
Changed the state of Cells from tsc_NonSuitableCellRS_EPRE to tsc_NonSuitableOffCellRS_EPRE at steps 1 , 5 and 7a1-7a2

Source of change
NAS_TrackingArea_UG.ttcn

Before change:

  function fl_TC_9_2_3_2_5_6and7_Body(B8_Type p_EmmCause ) runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(Combined); // @sic R5s110176 sic@

    var NAS_MSG_Indication_Type v_NasInd;

    //@siclog "Step 1" siclog@

    //+  Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_ServingCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE );
    //The following messages are to be observed on Cell B unless explicitly stated otherwise.

    //@siclog "Step 2" siclog@

    //+ The UE transmits a TRACKING AREA UPDATE REQUEST message.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                         cr_TAI_Any)));

    //@siclog "Step 3" siclog@

    //+  The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to:

    //TC 9.2.3.2.5 -> 'Illegal UE'

    //TC 9.2.3.2.6 -> 'Illegal ME'

    //TC 9.2.3.2.7 -> 'EPS services and non-EPS services not allowed'

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellB,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_NoSecurityProtection,

                                                cs_508_TRACKING_AREA_UPDATE_REJECT( p_EmmCause ))));

    //@siclog "Step 4" siclog@

    //+ The SS releases the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellB);

    //@siclog "Step 5" siclog@

    //+  Set the cell type of Cell B to the "non-Suitable cell". Set the cell type of Cell C to the "Serving cell".

    f_EUTRA_SetCellPower ( eutra_CellC, tsc_ServingCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE );
    // The following messages are to be observed on Cell C unless explicitly stated otherwise.

    //@siclog "Step 6" siclog@

    //+  Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds? [1,F]

    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellC, 30.0);

    // EXCEPTION:   Steps 7a1 to 7a2 describe behaviour that depends on the UE capability;

    //              the "lower case letter" identifies a step sequence that take place if a capability is supported

    //@siclog "Steps 7a1 - 7a2" siclog@

    f_EUTRA_SetCellPower ( eutra_CellC, tsc_NonSuitableCellRS_EPRE );
    f_EUTRA_SendTriggerToOtherRAT (true); // @sic R5-112638 sic@

    //@siclog "Step 8" siclog@

    //+  Set the cell type of the cell other than Cell A to the "non-Suitable cell".

    //   Set the cell type of Cell A to the "Serving cell".

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_ServingCellRS_EPRE );

    //The following messages are to be observed on Cell A unless explicitly stated otherwise.

    //@siclog "Step 9" siclog@

    //+ Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds? [1,F]

    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellA, 30.0);

    // @sic R5-112121 sic@

    //@siclog "Step 10" siclog@

    f_UT_SwitchOffUE (UT, false);

    //@siclog "Step 11" siclog@

    f_UT_SwitchOnUE(UT, false);

    //@siclog "Step 12" siclog@

    // Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking( tsc_SHT_NoSecurityProtection,

                                                                                  cdr_ATTACH_REQUEST_WithIMSI (f_GetEAttachType(Combined), // @sic R5-112121 sic@

                                                                                                               v_AdditionalUpdateType,

                                                                                                               f_Imsi2MobileIdentity(px_IMSI_Def)),

                                                                                  cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                  f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 12");

    //@siclog "Steps 13 - 24" siclog@

    // Steps 5 to 13 of the generic test procedure in TS 36.508 subclause 4.5.2.3 are performed.

    f_EUTRA_IdleUpdated_Step5_17( eutra_CellA, STATE2_IDLEUPDATE, Combined, v_NasInd);

    f_EUTRA_SendTriggerToOtherRAT (); // @sic R5-112638 sic@

  } // function fl_TC_9_2_3_2_5_6and7_Body

After change:

  function fl_TC_9_2_3_2_5_6and7_Body(B8_Type p_EmmCause ) runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(Combined); // @sic R5s110176 sic@

    var NAS_MSG_Indication_Type v_NasInd;

    //@siclog "Step 1" siclog@

    //+  Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_ServingCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_NonSuitableOffCellRS_EPRE ); //Anite Change
    //The following messages are to be observed on Cell B unless explicitly stated otherwise.

    //@siclog "Step 2" siclog@

    //+ The UE transmits a TRACKING AREA UPDATE REQUEST message.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                         cr_TAI_Any)));

    //@siclog "Step 3" siclog@

    //+  The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to:

    //TC 9.2.3.2.5 -> 'Illegal UE'

    //TC 9.2.3.2.6 -> 'Illegal ME'

    //TC 9.2.3.2.7 -> 'EPS services and non-EPS services not allowed'

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellB,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_NoSecurityProtection,

                                                cs_508_TRACKING_AREA_UPDATE_REJECT( p_EmmCause ))));

    //@siclog "Step 4" siclog@

    //+ The SS releases the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellB);

    //@siclog "Step 5" siclog@

    //+  Set the cell type of Cell B to the "non-Suitable cell". Set the cell type of Cell C to the "Serving cell".

    f_EUTRA_SetCellPower ( eutra_CellC, tsc_ServingCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableOffCellRS_EPRE ); //Anite Change
    // The following messages are to be observed on Cell C unless explicitly stated otherwise.

    //@siclog "Step 6" siclog@

    //+  Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds? [1,F]

    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellC, 30.0);

    // EXCEPTION:   Steps 7a1 to 7a2 describe behaviour that depends on the UE capability;

    //              the "lower case letter" identifies a step sequence that take place if a capability is supported

    //@siclog "Steps 7a1 - 7a2" siclog@

    f_EUTRA_SetCellPower ( eutra_CellC, tsc_NonSuitableOffCellRS_EPRE ); //Anite Change
    f_EUTRA_SendTriggerToOtherRAT (true); // @sic R5-112638 sic@

    //@siclog "Step 8" siclog@

    //+  Set the cell type of the cell other than Cell A to the "non-Suitable cell".

    //   Set the cell type of Cell A to the "Serving cell".

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_ServingCellRS_EPRE );

    //The following messages are to be observed on Cell A unless explicitly stated otherwise.

    //@siclog "Step 9" siclog@

    //+ Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds? [1,F]

    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellA, 30.0);

    // @sic R5-112121 sic@

    //@siclog "Step 10" siclog@

    f_UT_SwitchOffUE (UT, false);

    //@siclog "Step 11" siclog@

    f_UT_SwitchOnUE(UT, false);

    //@siclog "Step 12" siclog@

    // Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking( tsc_SHT_NoSecurityProtection,

                                                                                  cdr_ATTACH_REQUEST_WithIMSI (f_GetEAttachType(Combined), // @sic R5-112121 sic@

                                                                                                               v_AdditionalUpdateType,

                                                                                                               f_Imsi2MobileIdentity(px_IMSI_Def)),

                                                                                  cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                  f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 12");

    //@siclog "Steps 13 - 24" siclog@

    // Steps 5 to 13 of the generic test procedure in TS 36.508 subclause 4.5.2.3 are performed.

    f_EUTRA_IdleUpdated_Step5_17( eutra_CellA, STATE2_IDLEUPDATE, Combined, v_NasInd);

    f_EUTRA_SendTriggerToOtherRAT (); // @sic R5-112638 sic@

  } // function fl_TC_9_2_3_2_5_6and7_Body

1.5 Change 5

Testcase name
9.2.3.2.5 , 9.2.3.2.6 and 9.2.3.2.7

Reason for change
As per the Prose immediately after test body is set to true and at Step 8 Cell 9 should be tsc_AttenuationCellOFF instead of tsc_AttenuationNonSuitableCell

Summary of change
Removed call to change Cell 9 power at the beginning and set power of cell OFF after step 8..

Source of change
NAS_TrackingArea_UG_UTRAN.ttcn

Before change:

  function fl_TC_9_2_3_2_5_6_AND_7_Body () runs on UTRAN_PTC

  {

    f_UTRAN_Init(EUTRA_UTRAN);

    if (pc_UTRA and (px_RATComb_Tested == EUTRA_UTRA)) { //  @sic R5-112638 sic@

      f_UTRAN_SS_CreateCellDCH(utran_Cell9);

      f_UTRAN_SendDefSysInfo (utran_Cell9);

      f_UTRAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

      f_UTRAN_TestBody_Set( true );

      f_UTRAN_SetCellPower (utran_Cell9, tsc_AttenuationNonSuitableCell);
      //@siclog "Step 7a1" siclog@

      f_WaitForIRATCoOrd_Trigger(EUTRA); // Wait 2nd trigger from  EUTRAN side

      f_UTRAN_SetCellPower (utran_Cell9, tsc_AttenuationServingCell);

      //@siclog "Step 7a2" siclog@

      // Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5?

      f_UTRAN_CheckNoAttachOnCell (utran_Cell9, 30.0, "Step 7a2");

      //+ Set the cell type of cell 5 to the ''Non-Suitable cell''.

      //@siclog "Step 8" siclog@

      f_UTRAN_SetCellPower (utran_Cell9, tsc_AttenuationNonSuitableCell);
      f_SendIRATCoOrd (EUTRA, cms_IRAT_Trigger); // Send trigger to EUTRA side

      f_WaitForIRATCoOrd_Trigger(EUTRA); // Wait for trigger from  EUTRAN side

      // Test case now finished on UTRAN side

      f_UTRAN_TestBody_Set( false );

      f_UTRAN_ReleaseCell ( utran_Cell9, f_UTRAN_CellInfo_GetConfigType (utran_Cell9) ); // @sic R5s110176 sic@

    }

  } // fl_TC_9_2_3_2_5_6_AND_7_Body

After change:

  function fl_TC_9_2_3_2_5_6_AND_7_Body () runs on UTRAN_PTC

  {

    f_UTRAN_Init(EUTRA_UTRAN);

    if (pc_UTRA and (px_RATComb_Tested == EUTRA_UTRA)) { //  @sic R5-112638 sic@

      f_UTRAN_SS_CreateCellDCH(utran_Cell9);

      f_UTRAN_SendDefSysInfo (utran_Cell9);

      f_UTRAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

      f_UTRAN_TestBody_Set( true );

      //f_UTRAN_SetCellPower (utran_Cell9, tsc_AttenuationNonSuitableCell);
      //@siclog "Step 7a1" siclog@

      f_WaitForIRATCoOrd_Trigger(EUTRA); // Wait 2nd trigger from  EUTRAN side

      f_UTRAN_SetCellPower (utran_Cell9, tsc_AttenuationServingCell);

      //@siclog "Step 7a2" siclog@

      // Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5?

      f_UTRAN_CheckNoAttachOnCell (utran_Cell9, 30.0, "Step 7a2");

      //+ Set the cell type of cell 5 to the ''Non-Suitable cell''.

      //@siclog "Step 8" siclog@

      f_UTRAN_SetCellPower (utran_Cell9, tsc_AttenuationCellOFF);
      f_SendIRATCoOrd (EUTRA, cms_IRAT_Trigger); // Send trigger to EUTRA side

      f_WaitForIRATCoOrd_Trigger(EUTRA); // Wait for trigger from  EUTRAN side

      // Test case now finished on UTRAN side

      f_UTRAN_TestBody_Set( false );

      f_UTRAN_ReleaseCell ( utran_Cell9, f_UTRAN_CellInfo_GetConfigType (utran_Cell9) ); // @sic R5s110176 sic@

    }

  } // fl_TC_9_2_3_2_5_6_AND_7_Body

1.6 Change 6

Testcase name
9.2.3.2.5 , 9.2.3.2.6 and 9.2.3.2.7

Reason for change
As per the Prose just before the test body is set to true and at Step 8 Cell 24 should be tsc_GERAN_ChPwrLvl_Off instead of tsc_GERAN_NonSuitableCell

Summary of change
Removed call to change Cell 24 power at the beginning and set power of cell OFF after step 8.

Source of change
NAS_TrackingArea_UG_GERAN.ttcn

Before change:

  function fl_TC_9_2_3_2_5_6_AND_7_Body () runs on GERAN_PTC

  {

    if (pc_GERAN and (px_RATComb_Tested == EUTRA_GERAN)) { //  @sic R5-112638 sic@

      f_GERAN_Init(EUTRA_GERAN); // This is still only a 2 PTC test

      f_GERAN_CreateCell (geran_Cell24);

      f_GERAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

      f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_NonSuitableCell);
      f_GERAN_TestBody_Set( true );

      // First Trigger

      //@siclog "Step 7a1" siclog@

      // Set Cell 24 to "Serving Cell"

      f_WaitForIRATCoOrd_Trigger (EUTRA);

      f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_ServingCell);

      //@siclog "Step 7a2" siclog@

      // Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 24?

      f_GERAN_CheckNoAttachOnCell ( geran_Cell24, 30.0, "Step 7a2");

      //+  Set the cell type of cell 24 to the ''Non-Suitable cell''.

      //@siclog "Step 8" siclog@

      f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_NonSuitableCell);
      f_SendIRATCoOrd (EUTRA, cms_IRAT_Trigger);

      // Test case now finished on GERAN side, Finished here for now

      f_WaitForIRATCoOrd_Trigger (EUTRA);

      f_GERAN_TestBody_Set( false );

      f_GERAN_SS_CellRelease ( geran_Cell24 );

    } // UE doesn't support GERAN, or supports UTRAN too, so do nothing

  } // fl_TC_9_2_3_2_5_6_AND_7_Body

After change:

  function fl_TC_9_2_3_2_5_6_AND_7_Body () runs on GERAN_PTC

  {

    if (pc_GERAN and (px_RATComb_Tested == EUTRA_GERAN)) { //  @sic R5-112638 sic@

      f_GERAN_Init(EUTRA_GERAN); // This is still only a 2 PTC test

      f_GERAN_CreateCell (geran_Cell24);

      f_GERAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

      // f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_NonSuitableCell);
      f_GERAN_TestBody_Set( true );

      // First Trigger

      //@siclog "Step 7a1" siclog@

      // Set Cell 24 to "Serving Cell"

      f_WaitForIRATCoOrd_Trigger (EUTRA);

      f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_ServingCell);

      //@siclog "Step 7a2" siclog@

      // Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 24?

      f_GERAN_CheckNoAttachOnCell ( geran_Cell24, 30.0, "Step 7a2");

      //+  Set the cell type of cell 24 to the ''Non-Suitable cell''.

      //@siclog "Step 8" siclog@

      f_GERAN_SetCellPowerLevel (geran_Cell24, tsc_GERAN_ChPwrLvl_Off);
      f_SendIRATCoOrd (EUTRA, cms_IRAT_Trigger);

      // Test case now finished on GERAN side, Finished here for now

      f_WaitForIRATCoOrd_Trigger (EUTRA);

      f_GERAN_TestBody_Set( false );

      f_GERAN_SS_CellRelease ( geran_Cell24 );

    } // UE doesn't support GERAN, or supports UTRAN too, so do nothing

  } // fl_TC_9_2_3_2_5_6_AND_7_Body
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