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Overview

This document lists a TTCN change needed to correct a problem in ATS ‘iwd-EUTRA-B2011-03_D11wk23’.

Table of Contents

2Overview

Table of Contents
2
Corrections
2
Change 1 – Added call to Set Cell Power
2


Corrections 

Change 1 – Added call to Set Cell Power 

Function name
f_TC_9_2_3_1_26_EUTRA( )

Reason for change
Serving cell remains off as call to f_EUTRA_SetCellPower is missing

Summary of change
Added call to f_EUTRA_SetCellPower 

TTCN module
NAS_TrackingArea_EOnly.ttcn

MCC160 Comment


Before change

…

    var NAS_MSG_Indication_Type v_NasInd;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    // AT4 wireless: missing call to set cell power
    // Switch on UE

    f_UT_SwitchOnUE (UT, false);

    //@sic R5s110068 sic@

    // Activate DHCP and ICMPv6

    f_DHCPv4_Start(IP, px_IPv4_RemoteAddress, cs_DrbInfo_EUTRA(eutra_CellA, tsc_DRB1));   /* @sic R5s100135, R5s100189 sic@ */

    f_ICMPv6_Start(IP, px_IPv6_RemoteAddress, cs_DrbInfo_EUTRA(eutra_CellA, tsc_DRB1));   /* @sic R5-106675 IP and IMS support sic@ */

    // now to transmit T3402 to UE with value 2 minutes

    v_NasInd := f_EUTRA_IdleUpdated_Step1_4 (eutra_CellA, PREAMBLE, NORMAL); // @sic R5s110176, R5s100780 R5s110168 change 2.19 sic@

…


After change

    var NAS_MSG_Indication_Type v_NasInd;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ); 

    // Switch on UE

    f_UT_SwitchOnUE (UT, false);

    //@sic R5s110068 sic@

    // Activate DHCP and ICMPv6

    f_DHCPv4_Start(IP, px_IPv4_RemoteAddress, cs_DrbInfo_EUTRA(eutra_CellA, tsc_DRB1));   /* @sic R5s100135, R5s100189 sic@ */

    f_ICMPv6_Start(IP, px_IPv6_RemoteAddress, cs_DrbInfo_EUTRA(eutra_CellA, tsc_DRB1));   /* @sic R5-106675 IP and IMS support sic@ */

    // now to transmit T3402 to UE with value 2 minutes

    v_NasInd := f_EUTRA_IdleUpdated_Step1_4 (eutra_CellA, PREAMBLE, NORMAL); // @sic R5s110176, R5s100780 R5s110168 change 2.19 sic@
 …
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