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	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-114613
	Clarification on DCHSUPA dependence on MAC-i/is
	Qualcomm Incorporated
	25.306
	0328
	-
	F
	REL-9
	RANimp-DC_HSUPA

	R2-114614
	Clarification on DCHSUPA dependence on MAC-i/is
	Qualcomm Incorporated
	25.306
	0329
	-
	A
	REL-10
	RANimp-DC_HSUPA

	R2-114611
	Implicit HARQ memory partitioning for DC MIMO configurations
	Qualcomm Incorporated
	25.331
	4787
	-
	F
	REL-9
	RANimp-DC_MIMO

	R2-114612
	Implicit HARQ memory partitioning for DC MIMO configurations
	Qualcomm Incorporated
	25.331
	4788
	-
	F
	REL-10
	RANimp-DC_MIMO, 4C_HSDPA-Core

	R2-114714
	Clarification of the Pre-Redirection info setting after the redirection from E-UTRA
	NTT DOCOMO, INC.
	25.331
	4758
	1
	F
	REL-9
	TEI9

	R2-114715
	Clarification of the Pre-Redirection info setting after the redirection from E-UTRA
	NTT DOCOMO, INC.
	25.331
	4759
	1
	A
	REL-10
	TEI9


NOTE:
For CRs 4787 (R2-114611) and 4788  (R2-114612) to TS 25.331 company contributions are available in RP-111216 and RP-111217, respectively with the intention to 

replace CRs 4787/4788.
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