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	Reason for change:
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	According to the test case prose, at test step C UE is reset and all the three cells (Cell1, Cell 2 and Cell 3) are made active with different HCS parameters. According to section 6.1.2.3.4 , the Cell 2 is strongest among three cells. Since UE has been reset hence UE does the Cell Selection (without taking into account of the HCS parameter) and finds Cell 2 suitable to camp on. UE completes CS registration on Cell 2 and afterwards releases the radio link. Once radio link is released then UE goes to Idle mode and evaluates cells for Cell Reselection based on the HCS parameters. 

During idle mode evaluation after CS registration , according to current configuration Cell-2 has  –ve HCS (Hs* = -15) and Cell 1 has +ve HCS (Hs* = +10) which makes UE to reselect Cell 1 after evaluation as Cell 2 is not suitable due to –ve HCS. 

Initially after doing the CS registration on Cell-2 UE is supposed to do PS registration on Cell 2 but due to the current configuration UE reselects Cell 1, which is not desired.
UE going to Idle mode between CS and PS registration is casuing UE to reselect a new cell which is not desired from the test case.
It is proposed to change the test case from Manual attach to Auto attach as this change would not impact the actual test purpose and correct the above stated problem.
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	Test case applicability has been changed to .auto attach only. 
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	Test case will remain unreliable.
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	This is an update of R5-115416 and the outcome of 1 revision to this document.


<Start of Modified section >
…….

…….

	6.1.2.1
	Cell reselection
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.1a
	Cell reselection for inter-band operation
	R99
	C481
	UE supporting FDD and multiple FDD bands simultaneously
	1 Execution: CS+PS preferred

	6.1.2.2
	Cell reselection using Qhyst, Qoffset and Treselection
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.3
	HCS cell reselection
	R99
	
        CXXX
	UEs supporting FDD and Support of automatic PS attach procedure at switch on
	1 Execution: PS 

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.4
	HCS cell reselection using reselection timing parameters for the H criterion
	R99
	C01
	UEs supporting FDD.
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.5
	HCS Cell reselection using reselection timing parameters for the R criterion
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.6
	Emergency calls
	R99
	C04
	UEs supporting FDD and emergency speech call
	1 Execution: CS+PS preferred

	
	
	
	C208
	UEs supporting TDD and emergency speech call
	

	6.1.2.7
	Void
	
	
	
	

	
	
	
	
	
	

	6.1.2.8
	Cell reselection: Equivalent PLMN
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
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	C815
IF A.1/1 AND A.18a/46 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/23 OR A.18a.1b/24)  THEN R ELSE N/A

	C816
IF A.10/24 AND A.10/25 THEN R ELSE N/A

	C817
IF A.10/2x THEN R ELSE N/A

	C818
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.7/34 THEN R ELSE N/A

	CXXX      IF A.1/1 AND A.20/38 THEN R ELSE N/A


<End of Modified section >
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