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	Reason for change:
(

	In clause 4.7 of TS 25.306, the UE capability of supporting PS Handover to E-UTRA FDD/TDD are defined separately as follow:
Support of Inter-RAT PS Handover to E-UTRA FDD

Defines whether Inter-RAT PS Handover to E-UTRA FDD is supported or not.

Support of Inter-RAT PS Handover to E-UTRA TDD

Defines whether Inter-RAT PS Handover to E-UTRA TDD is supported or not.

However, in Table A.4.4-1 of TS 36.523-2, a common PICS is defined for PS Handover to E-UTRA FDD/TDD as follow:

8

Support of inter-RAT PS handover to E-UTRA from UTRA
25.306, 4.7
Rel-8

pc_HO_from_UTRA

Thus, current defined PICS “pc_HO_from_UTRA” is not align with the core specifciation.

	
	

	Summary of change:
(

	The following correction are:

· To include a separate PICS for PS Handover to E-UTRA FDD and PS Handover to E-UTRA TDD;
· To modify the condition “C37” such that either “pc_HO_from UTRA_to_eFDD” or “pc_HO_from UTRA_to_eTDD” should be supported to the affected TCs (8.4.2.2 & 8.4.2.4) in TS 36.523-1.
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	Current defined PICS is not align with core specification.
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Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF A.4.4-2/1 THEN R ELSE N/A

	C05
IF A.4.1-1/7 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF A.4.5-1/5 THEN R ELSE N/A

	C09
Void

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
Void

	C13
IF A.4.1-1/6 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18
IF A.4.5-1/3 THEN R ELSE N/A

	C19
IF A.4.5-1/6 AND A.4.5-1/7 THEN R ELSE N/A

	C20
IF A.4.1-1/7  AND A.4.5-1/16 AND A.4.5-1/23 THEN R ELSE N/A

	C21
IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C22
IF A.4.4-1/3 THEN R ELSE N/A

	C23
IF A.4.4-1/4 THEN R ELSE N/A

	C24
IF A.4.1-1/3 AND A.4.5-1/16 AND A.4.5-1/26 THEN R ELSE N/A

	C25
IF A.4.1-1/4 AND A.4.5-1/16 AND A.4.5-1/24 THEN R ELSE N/A

	C26
IF A.4.2.1.1-1/1 THEN R ELSE N/A

	C27
IF (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/5 THEN R ELSE N/A

	C28
IF A.4.5-1/1 THEN R ELSE N/A

	C29
IF (A.4.5-1/1 AND A.4.5-1/7) THEN R ELSE N/A

	C30
IF (A.4.5-1/1 AND A.4.5-1/20) THEN R ELSE N/A

	C31
IF (A.4.5-1/1 AND A.4.5-1/7 AND A.4.5-1/20) THEN R ELSE N/A

	C32
IF (A.4.5/7 AND A.4.5/20) THEN R ELSE N/A

	C33
IF A.4.5/20 THEN R ELSE N/A

	C34
IF A.4.4-1/6 AND A.4.4-1/7 THEN R ELSE N/A

	C35
IF A.4.4-1/6 THEN R ELSE N/A

	C36
IF A.4.1-1/6 AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C37
IF A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/XX) AND A.4.5-2/2 THEN R ELSE N/A

	C38
IF A.4.1-1/7 AND A.4.5-1/10 AND A.4.5-1/23 THEN R ELSE N/A

	C39
IF A.4.1-1/6 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/22 THEN R ELSE N/A

	C40
IF A.4.1-1/7 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/23 THEN R ELSE N/A

	C41
IF A.4.1-1/4 AND A.4.2.1.1-1/3 THEN R ELSE N/A

	C42
IF A.4.1-1/3 AND A.4.5-1/12 AND A.4.5-1/26 THEN R ELSE N/A

	C44
IF A.4.1-1/3 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/26 THEN R ELSE N/A

	C45
IF A.4.1-1/4 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/24 THEN R ELSE N/A

	C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

	C47
IF A.4.4-1/2 AND A.4.4-2/1THEN R ELSE N/A

	C48
IF A.4.1-1/6 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C49
IF A.4.4-1/6 AND A.4.4-1/10 THEN R ELSE N/A

	C50
Void

	C51
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/9 AND (A.4.4-1/12 OR A.4.4-1/13 OR A.4.4-1/14 OR A.4.4-1/15) THEN R ELSE N/A

	C52
IF A.4.1-1/4 AND A.4.4-1/16 THEN R ELSE N/A

	C53
IF A.4.4-1/17 THEN R ELSE N/A

	C54
IF A.4.4-1/18 THEN R ELSE N/A

	C55
IF A.4.4-1/19 THEN R ELSE N/A

	C56
IF (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) THEN R ELSE N/A

	C57
IF (A4.1-1/1 OR A.4.1-1/2) AND A4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C58
IF A.4.5-1/21 THEN R ELSE N/A

	C59
IF A.4.1-1/6 AND A.4.4-1/5 AND NOT (A.4.2.1.1-1/1) THEN R ELSE N/A

	C60
IF A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C61
IF A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1/16 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C62
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.1-1/7 THEN R ELSE N/A

	C63
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.5-1/30 THEN R ELSE N/A

	C64
IF A.4.4-1/20 THEN R ELSE N/A

	C65
Void

	C66
IF [8]A.1/4 AND A.4.4-1/21 THEN R ELSE N/A

	C67
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C68
IF A.4.4-1/6 AND A.4.4-1/22 THEN R ELSE N/A

	C69
IF A.4.4-1/6 AND A.4.4-1/23 THEN R ELSE N/A

	C70
IF A.4.4-1/24 THEN R ELSE N/A

	C71
IF A.4.2.1.1-1/4 THEN R ELSE N/A

	C72
IF [8]A.1/1 AND A.4.4-1/2 THEN O ELSE N/A 

	C73
IF [8]A.1/1 AND A.4.4-1/2 THEN R ELSE N/A

	C74
IF A.4.4-1/26 THEN R ELSE N/A

	C75
IF A.4.1-1/6 AND A.4.4-1/2 THEN O ELSE N/A

	C76
IF A.4.1-1/6 AND A.4.4-1/2 THEN R ELSE N/A

	C77
IF A.4.1-1/6 AND A.4.5-2/1THEN R ELSE N/A

	C78
IF A.4.1-1/6 AND A.4.5-2/2 THEN R ELSE N/A

	C79
IF A.4.4-1/2 THEN O ELSE N/A

	C80
IF A.4.4-1/2 THEN R ELSE N/A

	C81
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C82
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-2/1THEN O ELSE N/A

	C83
Void

	C84
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C85
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C86
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/4 THEN R ELSE N/A

	C87
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/5 THEN R ELSE N/A

	C88
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) AND  A.4.2.1.1-1/4  THEN R ELSE N/A

	C89
IF A.4.1-1/7 AND A.4.4-1/29 THEN R ELSE N/A

	C90
IF A.4.1-1/7  AND A.4.5-1/23 THEN R ELSE N/A

	C91
IF A.4.1-1/6 AND A.4.5-1/22 THEN R ELSE N/A

	C92
IF A.4.1-1/3 AND A.4.5-1/26 THEN R ELSE N/A

	C93
IF A.4.1-1/4 AND A.4.5-1/24 THEN R ELSE N/A

	C94
IF A.4.1-1/7 AND A.4.4-1/2 THEN O ELSE N/A

	C95
IF A.4.1-1/7 AND A.4.4-1/2 THEN R ELSE N/A

	C96
IF A.4.5-1/10 AND A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C97
IF A.4.4-1/30 THEN R ELSE N/A

	C98
IF (A.4.4-1/18  AND A.4.4-1/30) THEN R ELSE N/A

	C99
IF A.4.5-1/28 AND A.4.5-1/7 THEN R ELSE N/A

	C100
IF A.4.5-1/29 AND A.4.5-1/7 THEN R ELSE N/A

	C101
IF (A.4.2.1.1-1/1 OR A.4.2.1.1-1/3) THEN R ELSE N/A

	C102
IF (A.4.2.1.1-1/1 OR A.4.2.1.1-1/3 OR A.4.2.1.1-1/4) TEN R ELSE N/A

	C103
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.2-1/1 THEN R ELSE N/A

	C104
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND A.4.4-1/31 THEN R ELSE N/A

	C105
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C106
IF A.4.4-1/34 THEN R ELSE N/A

	C107
IF A.4.1-1/7 AND A.4.5-1/9 AND A.4.5-1/23 THEN R ELSE N/A

	C108
IF A.4.1-1/7 AND A.4.5-1/9 AND A.4.5-1/23 THEN R ELSE N/A

	C109
IF A.4.2.1.1-1/4 AND (4.4-1/35 OR 4.4-1/36 OR A.4.4-1/37) THEN R ELSE N/A

	C110
IF A.4.5-1/9 AND A.4.5-1/23 AND A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C111
IFA4.4-1/38 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.1-1/7 AND A.4.2.1.1-1/1 THEN R ELSE N/A

	C112
IF A.4.1-1/6 AND A.4.5-1/7 AND A.4.5-1/8 AND A.4.5-1/22 AND A.4.4-1/32 AND A.4.4-1/33 THEN R ELSE N/A

	C113
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/5 THEN R ELSE N/A

	C114
IF A.4.1-1/7 AND A.4.4-1/39 THEN R ELSE N/A

	C115
IF ( A.4.1-1/7 AND NOT  A.4.4-2/5 ) THEN R ELSE N/A

	C116
IF A.4.1-1/4 AND A.4.2.1.1-1/6 THEN R ELSE N/A

	C117
IF A.4.1-1/6 AND (([8]A.18a/14 AND [8]A.18a/18) OR  ([8]A.18b/10 AND [8]A.18b/14))  AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C118
IF A.4.4-1/2 AND A.4.5-1/25 THEN R ELSE N/A

	C119
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-1/22 THEN R ELSE N/A

	C120
IF A.4.5-1/3 AND A.4.5-1/7 AND A.4.4-1/40 AND A.4.4-1/41 THEN R ELSE N/A

	C121
IF A.4.4-2/2 AND A.4.1-1/6 THEN R ELSE N/A

	C122
IF A.4.1-1/7 AND A.4.4-1/5 THEN R ELSE N/A


…..

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	

	3
	Support of Short Message Service (SMS) MT over SGs
	23.272, 8.2.4, 8.2.5
	Rel-8
	pc_SMS_SGs_MT
	

	4
	Support of Short Message Service (SMS) MO over SGs
	23.272, 8.2.2, 8.2.3
	Rel-8
	pc_SMS_SGs_MO
	

	5
	Support of ISR
	23.401, 4.3.5.6
	Rel-8
	pc_ISR
	

	6
	Support of Mobility management based on Dual-Stack Mobile IPv6
	24.303
	Rel-8
	pc_DSMIPv6
	

	7
	Support for being configured to discover the Home Agent address via DNS
	24.303
	Rel-8
	pc_HAAddress_via_DNS
	

	8
	Support of inter-RAT PS handover to E-UTRA (FDD) from UTRA
	25.306, 4.7
	Rel-8
	pc_HO_from_UTRA_to_eFDD
	

	9
	Support of EMM information message
	24.301, 5.4.5.3
	Rel-8
	pc_EMM_Information
	

	10
	Support for being configured to discover the Home Agent address via DHCPv6
	24.303
	Rel-8
	pc_HAAddress_via_DHCPv6
	

	11
	Void
	
	
	
	

	12
	Upon reception of 'Full name for network' information the UE stores/updates the network full name
	24.301, 8.2.13
	Rel-8
	pc_FullNameNetwork
	

	13
	Upon reception of 'Short name for network' information the UE stores/updates the network short name
	24.301, 8.2.13
	Rel-8
	pc_ShortNameNetwork
	

	14
	Upon reception of 'Local time zone' information the UE stores/updates the local time zone
	24.301, 8.2.13
	Rel-8
	pc_LocalTimeZone
	

	15
	Upon reception of 'Universal time and local time zone' information the UE stores/updates the universal time and local time zone
	24.301, 8.2.13
	Rel-8
	pc_UniversalAndLocalTimeZone
	

	16
	Support of SRVCC from E-UTRA to 1xRTT (CS)
	23.216, 6.1.3
	Rel-8
	pc_SRVCC_1xRTT_CS
	

	17
	Support of switch on/off
	
	Rel-8
	pc_SwitchOnOff
	

	18
	Support of ESM UE requested bearer resource allocation procedure
	24.301, 6.5.3
	Rel-8
	pc_ESM_MO_Bearer_Allocation
	

	19
	Support of ESM UE requested bearer resource modification procedure
	24.301, 6.5.4
	Rel-8
	pc_ESM_MO_Bearer_Modification
	

	20
	Support of ETWS message
	23.401, 5.12.2
	Rel-8
	pc_ETWS_message
	

	21
	Supports E-UTRAN Neighbour Cell measurements and MS autonomous cell reselection to E-UTRAN
	24.008, 10.5.5.12a
	Rel-8
	pc_GERAN_2_E_UTRAN_meas
	

	22
	Support for being configured to request the IPv6 address of the Home Agent during Attach procedure
	24.303
	Rel-8
	pc_RequestIPv6HAAddress_DuringAttach
	

	23
	Support for being configured to request the IPv4 address of the Home Agent during Attach procedure
	24.303
	Rel-8
	pc_RequestIPv4HAAddress_DuringAttach
	

	24
	Support of ETWS message with security
	23.401, 5.12.2
	Rel-8
	pc_ETWS_message_security
	

	25
	Support of IMS
	24.229
	Rel-8
	pc_IMS
	

	26
	Supports of EPS capability disabled
	
	Rel-8
	pc_EPS_Disable
	

	27
	Support of automatic re-activation of the EPS bearer(s) during Network Initiated Detach with detach type set to “re-attach required”
	24.301, 5.5.2.3.2
	Rel-8
	pc_Automatic_Re_Attach
	

	28
	Support of Compressed mode
	25.306
	Rel-8
	pc_UTRA_CompressedModeRequired
	

	29
	Support of GERAN to E-UTRAN PS Handover
	24.008, 10.5.5.12a
	Rel-8
	pc_GERAN_2_E_UTRAN_PSHO
	

	30
	Support for multiple PDN connections
	23.401, 5.10
	Rel-8
	pc_Multiple_PDN
	

	31
	Support of use of the UTRA system information provided by RRCConnectionRelease upon redirection
	36.306
	Rel-9
	pc_eRedirectionUTRA
	

	32
	Support for SRVCC from E-UTRAN to GERAN/UTRAN
	24.301, 8.2.4
	Rel-8
	pc_SRVCC_GERAN_UTRAN
	

	33
	Support for GSMA PRD IR.92: "IMS Profile for Voice and SMS"
	GSMA PRD IR.92
	Rel-8
	pc_IR.92
	

	34
	Support of detach for non-EPS services
	24.301, 5.5.2.1
	Rel-8
	pc_IMSI_Detach
	

	35
	Support for establishing the emergency call using the CS domain in UTRA
	24.301, 5.5.1.2.5A
	Rel-9
	pc_CS_Em_Call_in_UTRA
	

	36
	Support for establishing the emergency call using the CS domain in GERAN
	24.301, 5.5.1.2.5A
	Rel-9
	pc_CS_Em_Call_in_GERAN
	

	37
	Support for establishing the emergency call using the CS domain in 1xRTT
	24.301, 5.5.1.2.5A
	Rel-9
	pc_CS_Em_Call_in_1xRTT
	

	38
	Support  for EDTM
	44.060 8.9.1.2
	Rel-8
	pc_EDTM
	

	39
	Supports CCN towards E-UTRAN, E-UTRAN Neighbour Cell measurement reporting and Network controlled cell reselection to E-UTRAN
	24.008, 10.5.5.12a
	Rel-8
	pc_GERAN_2_E_UTRAN_measreporting_CCN
	

	40
	Support for ROHC profile0x0001
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0001
	

	41
	Support for ROHC profile0x0002
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0002
	

	42
	Support for ROHC profile0x0003
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0003
	

	43
	Support for ROHC profile0x0004
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0004
	

	44
	Support for ROHC profile0x0006
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0006
	

	45
	Support for ROHC profile0x0101
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0101
	

	46
	Support for ROHC profile0x0102
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0102
	

	47
	Support for ROHC profile0x0103
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0103
	

	48
	Support for ROHC profile0x0104
	36.306, 4.3.1.1
	Rel-8
	pc_ROHC_profile0x0104
	

	XX
	Support of inter-RAT PS handover to E-UTRA (TDD) from UTRA
	25.306, 4.7
	Rel-8
	pc_HO_from_UTRA_to_eTDD
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