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	Reason for change:
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	- When establishing an emergency call, the Tester needs to trigger the MT dedicated bearer establishment at the AS level. This is not forseen in the current ASP definitions.

- Also bearer Ids for default and dedicated bearers for emergency calls are needed.

- For cell setup the frequency band should be sent to the SS to avoid manual SS configuration
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	Extended ASP DedicatedBearerReq with a new information element and
ASP CreateCellReq.
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	Test scripts for emergency calls will not be properly completed.

	
	

	Clauses affected:
(

	6.1, 8.1.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	This is an update of R5-115105 and the outcome of 1 revision to this document.


6.1
Control ASP

ASPs for configuring/controlling the SS are defined to operate in a pair of ASPs, Req (request) ASP and Cnf (Confirm) ASP of the blocking mode. The TTCN-3 execution after sending a Req ASP shall wait (be blocked) for the Cnf ASP.

Because the IMS Test Suite is radio access technology independent, few parameters are passed from the TTCN-3. Therefore the exact configuration procedures used are determined by the implementation.

The PIXIT px_RANTech (see below) is set by the operator according to the technology the UE supports and is passed through the TTCN to the SS. This is defined as an enumerated type and is used to specify which platform the test is to be run on (e.g. GERAN, UTRA or E-UTRA). E-UTRA shall be chosen if it is supported by the UE.

6.1.1
Cell Control

	Name
	CreateCellReq

	Port
	IPCANctl

	Comment
	ASP type for creating a cell

	Parameter Name
	Parameter Type
	Comment

	ranTech
	RANTech
	

	primaryFrequencyBand
	integer
	


<End of modified section>

<Start of modified section>
6.1.3
PDPContext

	Name
	PCORequest

	Port
	IPCANctl

	Comment
	ASP type which returns the contents of the ProtocolConfigurationOptions IE received in the ActivatePDPContextRequest / EPS Bearer Request to the TTCN

	Parameter Name
	Parameter Type
	Comment

	configOptList
	ConfigOptList
	

	bearerContextId
	integer
	


	Name
	PCOResponse

	Port
	IPCANctl

	Comment
	ASP type which sends back the ProtocolConfigurationOptions IE to the SS.

	Parameter Name
	Parameter Type
	Comment

	configOptList
	ConfigOptList
	

	bearerContextId
	integer
	


	Name
	DedicatedBearerReq

	Port
	IPCANctl

	Comment
	ASP type which requests the SS to establish a secondary PDP context / dedicated bearer; or informs the SS to expect the UE to request a secondary PDP context / dedicated bearer.  Includes the bearer info to be configured 

	Parameter Name
	Parameter Type
	Comment

	bearerContextId
	integer
	

	bearerInfo
	integer
	

	moFlag
	boolean
	Set  to true if the SS is requested to accept a mobile initiated dedicated bearer establishment procedure; set to false if the SS is to establish the dedicated bearer.


	Name
	DedicatedBearerCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of DedicatedBearerReq, when it is completed

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


<End of modified section>

<Start of modified section>
8.1.3
Bearer Information for E-UTRA

	BearerInfo
	RANTech = E-UTRA_FDD
	Description

	1
	36.508, clause 6.6.1 Reference default EPS bearer context #1
	For IMS Signalling and media text

	2
	36.508, clause 6.6.2 Reference dedicated EPS bearer context #1
	For IMS media voice and video 

	3
	36.508, clause 6.6.1 Reference default EPS bearer context #1, except that it is on the  Emergency Call PDN
	Default bearer for emergency call signalling

	4
	36.508, clause 6.6.2 Reference dedicated EPS bearer context #1
	Dedicated bearer for emergency voice media


<End of modified section>
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