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Introduction

Total Number of CRs agreed for this WI: 20. TSs being affected:

· 34.108 - 
  0 CR(s)

· 34.121-1 - 
10 CR(s)

· 34.121-2 - 
  2 CR(s)

· 34.123-1 - 
  5 CR(s)

· 34.123-2 - 
  3 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-115152
	34.121-1
	1361
	-
	F
	Rel-10
	10.0.0
	Annex changes for new ACLR test case for DC-HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115160
	34.121-1
	1364
	-
	F
	Rel-10
	10.0.0
	Transmit Intermodulation for DC-HSUPA - uncertainties and tolerances
	RANimp-DC_HSUPA_UEConTest

	R5-115805
	34.121-1
	1368
	-
	F
	Rel-10
	10.0.0
	Transmit Intermodulation for DC-HSUPA (new tc)
	RANimp-DC_HSUPA_UEConTest

	R5-115807
	34.121-1
	1370
	-
	F
	Rel-10
	10.0.0
	Connection diagram for transmit intermodulation for DC-HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115866
	34.121-1
	1386
	-
	F
	Rel-10
	10.0.0
	Introduction of new ACLR test case for DC-HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115867
	34.121-1
	1387
	-
	F
	Rel-10
	10.0.0
	CR New FDD transmitter TCs for Dual-Cell HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115868
	34.121-1
	1388
	-
	F
	Rel-10
	10.0.0
	CR update FDD Receiver TCs for Dual-Cell HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115869
	34.121-1
	1389
	-
	F
	Rel-10
	10.0.0
	New test case 5.9C, for DC-HSUPA spectrum emission
	RANimp-DC_HSUPA_UEConTest

	R5-115870
	34.121-1
	1390
	-
	F
	Rel-10
	10.0.0
	New test case 5.3A, for DC-HSUPA frequency error
	RANimp-DC_HSUPA_UEConTest

	R5-115871
	34.121-1
	1391
	-
	F
	Rel-10
	10.0.0
	Updates to annex of 34.121-1 to include DC-HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115153
	34.121-2
	0106
	-
	F
	Rel-10
	10.0.0
	Introduction of new ACLR test case for DC-HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115872
	34.121-2
	0114
	-
	F
	Rel-10
	10.0.0
	Transmit Intermodulation for DC-HSUPA (applicability)
	RANimp-DC_HSUPA_UEConTest

	R5-115608
	34.123-1
	3057
	-
	F
	Rel-9
	9.6.0
	New Radio Bearer Reconfiguration test case for DC-HSUPA and UL:QPSK DL:16QAM
	RANimp-DC_HSUPA_UEConTest

	R5-115609
	34.123-1
	3058
	-
	F
	Rel-9
	9.6.0
	New Radio Bearer Reconfiguration test case for DC-HSUPA and UL:QPSK DL:64QAM
	RANimp-DC_HSUPA_UEConTest

	R5-115610
	34.123-1
	3059
	-
	F
	Rel-9
	9.6.0
	Addition of new DC-HSUPA testcase: MAC-i/is multiplexing for Dual-Cell HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115611
	34.123-1
	3060
	-
	F
	Rel-9
	9.6.0
	Deactivation and activation of secondary uplink frequency using HS-SCCH orders
	RANimp-DC_HSUPA_UEConTest

	R5-115612
	34.123-1
	3061
	-
	F
	Rel-9
	9.6.0
	Active Set Update in Soft Handover: Radio Link addition/removal on the secondary E-DCH active set
	RANimp-DC_HSUPA_UEConTest

	R5-115613
	34.123-2
	0571
	-
	F
	Rel-9
	9.6.0
	Applicability of new Radio Bearer Reconfiguration test cases for DC-HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-115614
	34.123-2
	0572
	-
	F
	Rel-9
	9.6.0
	Addition of applicability for new DC-HSUPA related test cases
	RANimp-DC_HSUPA_UEConTest

	R5-115615
	34.123-2
	0573
	-
	F
	Rel-9
	9.6.0
	Addition of Applicability statement for new DC-HSUPA testcase 7.1.9.1
	RANimp-DC_HSUPA_UEConTest
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