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	In current TS 36.211, 
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 is the notation of SRS transmission comb instead of 
[image: image2.wmf]TC

k

, as specified that “
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 is given by the UE-specific parameter transmissionComb or transmissionComb-ap for periodic and each configuration of aperiodic transmission, respectively, provided by higher layers for the UE”. Accordingly, 36.213 CR 0364 (Rel-10,F)  has been agreed in R1-113545 to  change  
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  in RAN1#66bis. Therefore, TS 36.331 should be also aligned.
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” is changed to “
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”. 
Impact analysis

Impacted functionality

Radio resource control information elements
Inter-operability

Inter-operability:

1. If the network is implemented according to the CR and the UE is not, no issues are foreseen.
2. If UE implements the CR but the network does not, no issues are foreseen.
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	Other comments:
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	Isolated Impact Anlaysis:

This CR has isolated impact as it only affect the notation of SRS transmission comb. 


6.3.2
Radio resource control information elements
[Untouched text omitted]
–
SoundingRS-UL-Config

The IE SoundingRS-UL-Config is used to specify the uplink Sounding RS configuration for periodic and aperiodic sounding.
SoundingRS-UL-Config information element
-- ASN1START

SoundingRS-UL-ConfigCommon ::=

CHOICE {


release







NULL,


setup







SEQUENCE {



srs-BandwidthConfig




ENUMERATED {bw0, bw1, bw2, bw3, bw4, bw5, bw6, bw7},



srs-SubframeConfig




ENUMERATED {













sc0, sc1, sc2, sc3, sc4, sc5, sc6, sc7,













sc8, sc9, sc10, sc11, sc12, sc13, sc14, sc15},



ackNackSRS-SimultaneousTransmission
BOOLEAN,



srs-MaxUpPts





ENUMERATED {true}


OPTIONAL
-- Cond TDD


}

}

SoundingRS-UL-ConfigDedicated ::=
CHOICE{


release







NULL,


setup







SEQUENCE {



srs-Bandwidth





ENUMERATED {bw0, bw1, bw2, bw3},



srs-HoppingBandwidth



ENUMERATED {hbw0, hbw1, hbw2, hbw3},



freqDomainPosition




INTEGER (0..23),



duration






BOOLEAN,



srs-ConfigIndex





INTEGER (0..1023),



transmissionComb




INTEGER (0..1),



cyclicShift






ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}


}

}

SoundingRS-UL-ConfigDedicated-v1020 ::=
SEQUENCE {


srs-AntennaPort-r10




SRS-AntennaPort

}

SoundingRS-UL-ConfigDedicatedAperiodic-r10 ::=
CHOICE{


release







NULL,


setup







SEQUENCE {



srs-ConfigIndexAp-r10



INTEGER (0..31),



srs-ConfigApDCI-Format4-r10


SEQUENCE (SIZE (1..3)) OF SRS-ConfigAp-r10
OPTIONAL,--Need ON



srs-ActivateAp-r10




CHOICE {





release






NULL,





setup






SEQUENCE {






srs-ConfigApDCI-Format0-r10


SRS-ConfigAp-r10,






srs-ConfigApDCI-Format1a2b2c-r10

SRS-ConfigAp-r10,






...





}



}
















OPTIONAL
-- Need ON


}

}

SRS-ConfigAp-r10 ::= SEQUENCE {


srs-AntennaPortAp-r10



SRS-AntennaPort,


srs-BandwidthAp-r10




ENUMERATED {bw0, bw1, bw2, bw3},


freqDomainPositionAp-r10


INTEGER (0..23),


transmissionCombAp-r10



INTEGER (0..1),


cyclicShiftAp-r10




ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}

}

SRS-AntennaPort ::=




ENUMERATED {an1, an2, an4, spare1}

-- ASN1STOP

	SoundingRS-UL-Config field descriptions

	ackNackSRS-SimultaneousTransmission

Parameter: Simultaneous-AN-and-SRS, see TS 36.213 [23, 8.2]. For SCells this field is not applicable and the UE shall ignore the value.

	cyclicShift, cyclicShiftAp

Parameter: n_SRS for periodic and aperiodic sounding reference signal transmission respectively. See TS 36.211 [21, 5.5.3.1], where cs0 corresponds to 0 etc.

	duration

Parameter: Duration for periodic sounding reference signal transmission. See TS 36.213 [21, 8.2]. FALSE corresponds to “single” and value TRUE to “indefinite”.

	freqDomainPosition, freqDomainPositionAp

Parameter: 
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 for periodic and aperiodic sounding reference signal transmission respectively, see TS 36.211 [21, 5.5.3.2].

	srs-AntennaPort, srs-AntennaPortAp

Indicates the number of antenna ports used for periodic and aperiodic sounding reference signal transmission respectively, see TS 36.211 [21, 5.5.3]. UE shall release srs-AntennaPort if SoundingRS-UL-ConfigDedicated is released.

	srs-Bandwidth, srs-BandwidthAp

Parameter: 
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 for periodic and aperiodic sounding reference signal transmission respectively, see TS 36.211 [21, tables 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2-4].

	srs-BandwidthConfig

Parameter: SRS Bandwidth Configuration. See TS 36.211, [21, table 5.5.3.2-1, 5.5.3.2-2, 5.5.3.2-3 and 5.5.3.2-4]. Actual configuration depends on UL bandwidth. bw0 corresponds to value 0, bw1 to value 1 and so on.

	srs-ConfigApDCI-Format0 / srs-ConfigApDCI-Format1a2b2c / srs-ConfigApDCI-Format4

Parameters indicate the resource configurations for aperiodic sounding reference signal transmissions triggered by DCI formats 0, 1A, 2B, 2C, 4. See TS 36.213 [23, 8.2].

	srs-ConfigIndex, srs-ConfigIndexAp
Parameter: ISRS for periodic and aperiodic sounding reference signal transmission respectively. See TS 36.213 [23, table 8.2-1 and table 8.2-2] for periodic and TS 36.213 [23, table 8.2-4 and table 8.2-5] for aperiodic SRS transmission.

	srs-HoppingBandwidth

Parameter: SRS hopping bandwidth 
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 for periodic sounding reference signal transmission, see TS 36.211 [21, 5.5.3.2] where hbw0 corresponds to value 0, hbw1 to value 1 and so on.

	srs-MaxUpPts

Parameter: srsMaxUpPts, see TS 36.211 [21, 5.5.3.2]. If this field is present, reconfiguration of 
[image: image11.wmf]max

0

,

SRS

m

 applies for UpPts, otherwise reconfiguration does not apply.

	srs-SubframeConfig

Parameter: SRS SubframeConfiguration. See TS 36.211, [21, table 5.5.3.3-1] applies for FDD whereas TS 36.211, [21, table 5.5.3.3-2] applies for TDD. sc0 corresponds to value 0, sc1 to value 1 and so on.

	transmissionComb, transmissionCombAp

Parameter: 
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for periodic and aperiodic sounding reference signal transmission respectively, see TS 36.211 [21, 5.5.3.2].
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