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6.3.3
Inter-RAT cell reselection / From UTRA_Idle to E-UTRA RRC_IDLE CSG cell

6.3.3.1
Test Purpose (TP)

(1)

with { UE in UTRA IDLE state }

ensure that {

  when { Manual CSG ID selection is requested }

    then { UE select the suitable E-UTRAN CSG cell }

            }

(2)

with { UE in UTRA IDLE state and UE’s Allowed CSG list is not empty }

ensure that {

  when { UE detects a suitable E-UTRAN CSG cell previously visited }

    then { UE reselects the suitable previously visited E-UTRAN CSG cell irrespective of the EUTRAN cell reselection priority }

            }

<TEXT SKIPPED HERE>
6.3.3.3.2
Test procedure sequence

Tables 6.3.3.3.2-1 and 6.3.3.3.2-2 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1", "T2", "T3" and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.3.3.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	“Off”
	Power level “Off” is defined in TS36.508 Table 6.2.2.1-1.

	
	Qrxlevmin
	dBm
	-106
	-106
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	

	
	Srxlev*
	dB
	15
	21
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA


	T2
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	“Off”
	Power level “Off” is defined in TS 36.508 Table 6.2.2.1-1.


	
	Srxlev*
	dB
	N/A
	N/A
	S nonServingCell, Cell7 > Thresh Cell7,high

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	“Off”
	

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	

	
	Srxlev*
	dB
	15
	21
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA


	Note:
Srxlev is calculated in the UE


Table 6.3.3.3.2-2: Time instances of cell power level and parameter changes for UTRA cell

	
	Parameter
	Unit
	Cell 5
	Cell 7
	Remark

	T0
	CPICH_Ec
	dBm/3.84 MHz
	-60
	“Off”
	The power levels are such that camping on Cell 5 is guaranteed.

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	“Off”
	The power levels are such that camping on Cell 5 is guaranteed.

	
	Qrxlevmin (FDD)
	dBm
	-79
	-79
	Default value

	
	Qrxlevmin(TDD)
	dBm
	-81
	-81
	Default value

	
	Srxlev*
	dB
	19
	“Off”
	

	T1
	CPICH_Ec
	dBm/3.84 MHz
	-60
	“Off”
	

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	“Off”
	

	
	Srxlev*
	dB
	19
	“Off”
	

	T2
	CPICH_Ec
	dBm/3.84 MHz
	“Off”
	-60
	

	
	P-CCPCH
	dBm/1.28 MHz
	“Off”
	-62
	

	
	Srxlev*
	dB
	“Off”
	19
	

	T3
	CPICH_Ec
	dBm/3.84 MHz
	-60
	-70
	

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	-72
	

	
	Srxlev*
	dB
	19
	9
	

	T4
	CPICH_Ec
	dBm/3.84 MHz
	-60
	“Off”
	

	
	P-CCPCH
	dBm/1.28 MHz
	-62
	“Off”
	

	
	Srxlev*
	dB
	19
	“Off”
	

	Note :
Srxlev is calculated in the UE


Table 6.3.3.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2-13
	Steps 2 to 13 of the registration procedure described in TS 34.108 subclause 7.2.2.3.3 are performed on Cell 5.

NOTE: The UE performs registration and the RRC connection is released.
	-
	-
	-
	-

	14
	The SS changes Cell 1 and Cell 2 levels according to the row "T1" in table 6.3.3.3.2-1.
	-
	-
	-
	-

	15
	The UE is made to perform manual CSG ID selection and select Cell 2.
	-
	-
	-
	-

	16
	Check: Does the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-2 indicate that the UE is camped on E-UTRAN Cell 2?

NOTE: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	1
	-

	16A
	Wait for 6 s for UE to receive system information.
	-
	-
	-
	-

	17
	The SS changes Cell 1, Cell 2, Cell 5 and Cell 7 levels according to row "T2" in table 6.3.3.3.2-1 and table 6.3.3.3.2-2.
	-
	-
	-
	-

	18-27
	Steps 1 to 10 of the Routing Area Update procedure described in TS 36.508 subclause 6.4.2.8 are performed on Cell 7.

NOTE: The UE performs RAU and the RRC connection is released.
	-
	-
	-
	-

	28
	The SS changes Cell 1, Cell 5 and Cell 7 levels according to row "T3" in table 6.3.3.3.2-1 and table 6.3.3.3.2-2.
	-
	-
	-
	-

	29-38
	Steps 1 to 10 of the Routing Area Update procedure described in TS 36.508 subclause 6.4.2.8 are performed on Cell 5.

NOTE: The UE performs RAU and the RRC connection is released.
	-
	-
	-
	-

	39
	The SS changes Cell 1, Cell 2 and Cell 7 level according to row "T4" in table 6.3.3.3.2-1 and table 6.3.3.3.2-2.
	-
	-
	-
	-

	40-46
	Check: Does the test result of Steps 1 to 7 of generic test procedure in TS 36.508 Table 6.4.2.7A-1 indicate that the UE is camped on E-UTRAN Cell 2 within 6 mins from "T4" to the time RRCConnectionRequest received by SS?
NOTE: The UE performs a TAU procedure.
	-
	-
	2
	-


6.3.3.3.3 Specific message contents
<TEXT SKIPPED HERE>
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