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1.  Change 1 – TC_14_7_6b
TTCN Object
TC_14_7_6b

Reason for change
According to CR (R5-104570) to omit the E_RGCH information in the RB setup message. The change is implemented in ts_HSUPA_Cfg_Setup_r7 but is not reflected in test case 14_7_6b. 

The following test steps are used for RB setup for TC 14_7_6b below: 
ts_RRC_RB_SetupA22_RAB -> cs_RB_SetUpHSU_A22_Loopback_r7 -> c_DL_InfoPerRL_HSUwithFDPCH_r7 -> c_E_RGCH_Info 


Summary of change
In constraint cs_RB_SetUpHSU_A22_Loopback_r7 use c_DL_InfoPerRL_HSUwithFDPCH_NoERGCH_r7 instead of c_DL_InfoPerRL_HSUwithFDPCH_r7

Before
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Constraint Name:  cs_RB_SelUpHSU_A22_Loopback_17
D_integribino : IntegrityCheckinfa;
p_RRC_Ti: RRC_Transactionldentifer,
p_Activetime : ActivationTime;
p_UL_SeramblingCode : UL_ScramblingCode;
p_PrimScramblingCote : PrimanySeramblingCade;
p_HSDPA_Config :HSDPA_ConfigType;
p_HSUPA_Config : HSUPA_ConfiType ;
p_Rel7_Config: Rel7_ConfigType;
p_RIcCig : HSUPA_RIcParamType;
p_FDPCH_SIofFormat : FOPCH_SlotFormat)

Group,

PDU Name: DL_DCCH_Message

Derivation Path;

Encoding Rule Narme:

Encotling Variation

Comments: Radio Bearer Setup message for condition A22 acc.to T5 34108 ch g
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