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Reason for change:
(

SRB0 is associated with RLC in TM mode and there is no PDCP associated with SRB0. Secondly, the re-establishment of the SS SRB0 effectively involves no reset of any state variables or timers.

There are use cases (e.g. test case 7.3.4.1 / 2 involving intra-cell RRC Connection Re-establishment due to integrity failure), when an SS RB’s reset can be immediately followed by a reception of an UL message on SRB0. In such a case the reception on SRB0 will interfere with the resetting.




Summary of change:
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Reset, release and config of SRB0 were removed  from the following functions:

- f_EUTRA_SS_SRBs_DRBs_Reset  (Removal of SRB0 reset)

- f_EUTRA_SS_SRBs_DRBs_Release (Removal of SRB0 release)

- f_EUTRA_SS_SRBs_DRBs_Config (Removal of SRB0 config)
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Overview

This document lists a TTCN change needed to correct a problem in ATS ‘iwd-EUTRA-B2011-03_D11wk37’.

Corrections 

Change 1

Function name
f_EUTRA_SS_SRBs_DRBs_Reset, f_EUTRA_SS_SRBs_DRBs_Release, f_EUTRA_SS_SRBs_DRBs_Config

Reason for change
SRB0 is associated with RLC in TM mode and there is no PDCP associated with SRB0. Secondly, the re-establishment of the SS SRB0 effectively involves no reset of any state variables or timers.

On the other hand, there are use cases (e.g. test case 7.3.4.1/2 involving intra-cell RRCConnection Re-establishment due to integrity failure), when an SS RB’s reset can be immediately followed by a reception of UL message on SRB0. In such a case the reception on SRB0 may interfere with the resetting.

Summary of change
Reset, release and config of SRB0 is removed from the following functions:

- f_EUTRA_SS_SRBs_DRBs_Reset  (Removal of SRB0 reset)
  As this function makes use of the other ones it is sufficient to change only those.

- f_EUTRA_SS_SRBs_DRBs_Release (Removal of SRB0 release)

- f_EUTRA_SS_SRBs_DRBs_Config (Removal of SRB0 config)

TTCN module
EUTRA_ConfigurationSteps.ttcn

MCC160 Comment


Before:

  function f_EUTRA_SS_SRBs_DRBs_Release ( CellId_Type  p_CellId,
                                          template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                          DRB_IdentityList_Type p_DrbList := tsc_DrbList_Def,
                                          boolean p_CnfFlag := tsc_CnfReq) runs on EUTRA_PTC
  { /* @sic R5s100801: optional parameter p_CnfFlag sic@ */
    var template (value) RadioBearerList_Type v_SrbDrbList := {
      cs_SRB_Release(tsc_SRB0),
      cs_SRB_Release(tsc_SRB1),
      cs_SRB_Release(tsc_SRB2)
    };
…

  function f_EUTRA_SS_SRBs_DRBs_Config ( CellId_Type  p_CellId,
                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                         template (value) RadioBearerList_Type p_DrbConfigList := cs_DrbConfigList_Def,
                                         boolean p_CnfFlag := tsc_CnfReq ) runs on EUTRA_PTC
  { /* @sic R5s100801: optional parameter p_CnfFlag sic@ */
    var template (value) RadioBearerList_Type v_SrbDrbList := {
      cs_SRB0_ConfigDef,
      cs_SRB1_ConfigDef,
      cs_SRB2_ConfigDef
    };

…
After:

  function f_EUTRA_SS_SRBs_DRBs_Release ( CellId_Type  p_CellId,
                                          template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                          DRB_IdentityList_Type p_DrbList := tsc_DrbList_Def,
                                          boolean p_CnfFlag := tsc_CnfReq) runs on EUTRA_PTC
  { /* @sic R5s100801: optional parameter p_CnfFlag sic@ */
    var template (value) RadioBearerList_Type v_SrbDrbList := {
      cs_SRB_Release(tsc_SRB1),
      cs_SRB_Release(tsc_SRB2)
    };
…

  function f_EUTRA_SS_SRBs_DRBs_Config ( CellId_Type  p_CellId,
                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                         template (value) RadioBearerList_Type p_DrbConfigList := cs_DrbConfigList_Def,
                                         boolean p_CnfFlag := tsc_CnfReq ) runs on EUTRA_PTC
  { /* @sic R5s100801: optional parameter p_CnfFlag sic@ */
    var template (value) RadioBearerList_Type v_SrbDrbList := {
      cs_SRB1_ConfigDef,
      cs_SRB2_ConfigDef
    };

…
Additional MCC-TF160 comment:

f_EUTRA_SS_ConfigureSRB1_2 and f_EUTRA_SS_ReleaseSRB1_2 became superfluous and were removed.
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