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Reason for change:
(

As per 36.523-3 section 7.4.5 

‘Cells being switched off need not to be mapped to physical resources.’

In testcase 8.2.4.12 at step 1 the configuration of the SS for Cell 2 for preparation of handover is to be done. The TTCN CR R5s110505 actives the power at T0 for Cell 1 and 2 but it happens just before the TestBody is set to True. 

As per the above clause of the cell switched OFF is not mapped to physical resource then the preparation of SS for PDCP and RACH procedure on Cell 2 cannot be executed if the cell is not mapped to physical resources, as the implementation requires handover configuration to be done for Cell 2






Summary of change:
(

See below relevant sections




Consequences if 
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not approved:
Testcase cannot be executed on some SSs, even though they conform to 36.523-3 requirements
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Change 1

Testcase name
8.2.4.12

Reason for change
As per 36.523-3 section 7.4.5 

‘Cells being switched off need not to be mapped to physical resources.’

In testcase 8.2.4.12 at step 1 the configuration of the SS for Cell 2 for preparation of handover procedure is being done. The TTCN CR R5s110505 actives the power at T0 for Cell 1 and 2 but it happens just before the TestBody is set to True. 

As per the above clause of the cell switched OFF is not mapped to physical resource then the preparation of SS for PDCP and RACH procedure on Cell 2 cannot be executed if the cell is not mapped to physical resources, as the implementation requires handover configuration to be done for Cell 2



Summary of change
Moved the SetCell Power for Cell 1 and 2 just after the line v_Auth_Params := f_EUTRA_Security_Get ();  

Source of change
RRC_Handover.ttcn

Before change:

function f_TC_8_2_4_12_EUTRA ( ) runs on EUTRA_PTC {

    var EUTRA_SecurityParams_Type v_Auth_Params;

    var NextHopChainingCount v_NextHopChainingCount := 0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT0; //Anite Changes
    var template (value) CellPowerList_Type v_CellPowerList_AtT1; //Anite Changes
    ….

    ….

    //Bring UE to initial state

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def (eutra_Cell1);

    //Anite Changes 

    v_CellPowerList_AtT0 := {

      cs_CellPower (eutra_Cell1, -91),

      cs_CellPower (eutra_Cell2, -85)

    };

    v_CellPowerList_AtT1:= {

      cs_CellPower (eutra_Cell1, -85),

      cs_CellPower (eutra_Cell2, -91)

    };
    //Get security parameters

    v_Auth_Params := f_EUTRA_Security_Get ();    

    ….

    ….

    f_EUTRA_SetCellPowerList (v_CellPowerList_AtT0);//Anite Changes
    f_EUTRA_TestBody_Set (true);    

    ….

    //@siclog "Step 4-5" siclog@

    //Step 4: Transmit an RRCConnectionReconfiguration message to order the UE to perform intra frequency handover to Cell 1

    //Step 5: Receive an RRCConnectionReconfigurationComplete message on Cell 1

    f_EUTRA_SetCellPowerList (v_CellPowerList_AtT1);
    f_EUTRA_508RRC_IntraLTE_HO_InterCell (eutra_Cell2, eutra_Cell1);

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 8.2.4.12 Step 5");

This is an incorrect as the f_EUTRA_SetCellPowerList (v_CellPowerList_AtT0) should be moved before any information is sent to Cell2 as follows per 36523-3 section 7.4.5.

After change:

function f_TC_8_2_4_12_EUTRA ( ) runs on EUTRA_PTC {

    var EUTRA_SecurityParams_Type v_Auth_Params;

    var NextHopChainingCount v_NextHopChainingCount := 0;

    var template (value) CellPowerList_Type v_CellPowerList_AtT0;
    var template (value) CellPowerList_Type v_CellPowerList_AtT1; 
    ….

    ….

    //Bring UE to initial state

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def (eutra_Cell1);

    //Anite Changes 

    v_CellPowerList_AtT0 := {

      cs_CellPower (eutra_Cell1, -91),

      cs_CellPower (eutra_Cell2, -85)

    };

    v_CellPowerList_AtT1:= {

      cs_CellPower (eutra_Cell1, -85),

      cs_CellPower (eutra_Cell2, -91)

    };
    //Get security parameters

    v_Auth_Params := f_EUTRA_Security_Get ();  

    f_EUTRA_SetCellPowerList (v_CellPowerList_AtT0);
    //Inform the SS about the HO and about the source cell id

    f_EUTRA_SS_PdcpHandoverCtrl(eutra_Cell2, cas_PdcpHandoverInit_REQ(eutra_Cell1, eutra_Cell2));

    ….

    ….

    f_EUTRA_TestBody_Set (true);    

    ….

    //@siclog "Step 4-5" siclog@

    //Step 4: Transmit an RRCConnectionReconfiguration message to order the UE to perform intra frequency handover to Cell 1

    //Step 5: Receive an RRCConnectionReconfigurationComplete message on Cell 1

    f_EUTRA_SetCellPowerList (v_CellPowerList_AtT1);//
    f_EUTRA_508RRC_IntraLTE_HO_InterCell (eutra_Cell2, eutra_Cell1);

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 8.2.4.12 Step 5");
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