Page 1



3GPP TSG RAN WG5 Testing
(
 R5s110705

01 Jan – 31 Dec 2011

CR-Form-v9.9

CHANGE REQUEST



(

36.523-3
CR
0887
(

rev
-
(

Current version:
9.1.0
(




For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.



Proposed change affects:
(

UICC apps(


ME

Radio Access Network

Core Network




Title:
(

Correction to EMM test case 9.2.3.2.14






Source to WG:
(

Anite

Source to TSG:
(

R5




Work item code:
(

LTE-UEConTest_SIG

Date: (

10/11/2011







Category:
(

F

Release: (

Rel-9


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)




Reason for change:
(

1)    Function f_UTRAN_CellInfo_GetNMO will return a bitstring of length 8 bits but v_NMO variable is B2_Type type of length 2 bits.So it needs to define as B8_Type type.              

2)   ELSE part of if statement is missing.




Summary of change:
(

This document lists all changes applied to idle mode testcase 9_2_3_2_14 required for approval




Consequences if 
(

not approved:
1)    v_NMO variable changed to B8_Type type .                                              One new variable tsc_NMO_II_B8 of type B8_type and assigned value ‘00000001’B is created. And this variable is used for checking NMO_ll mode.

2) ELSE part is added.
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Change 1

Testcase name
9.2.3.2.14

Reason for change
1) Function f_UTRAN_CellInfo_GetNMO will return a bitstring of length 8 bits but v_NMO variable is B2_Type type of length 2 bits.So it needs to define as B8_Type type.              

2) ELSE part of if statement is missing.

Summary of change
1) v_NMO variable changed to B8_Type type . One new variable tsc_NMO_II_B8 of type B8_type and assigned value ‘00000001’B is created. And this variable is used for checking NMO_ll mode.

2)    ELSE part is added.

Source of change
UTRAN_CommonFunctions

Before change:

function f_UTRAN_GMMOnly_Attach(UTRAN_CellId_Type p_CellId) runs on UTRAN_PTC

  {

    var START_Value v_START_Value_ps := '00000000000000000000'B;

    var START_Value v_START_Value_cs := '00000000000000000000'B;

    var RB_ConfigType v_CellConfig;

    var RRC_DATA_IND v_RRC_DataInd;

    var boolean v_NewKeyFlag := true;

    var B2_Type v_NMO := f_UTRAN_CellInfo_GetNMO(p_CellId);

    f_UTRAN_RRC_ConnEst(p_CellId); // Establish RRC connection

    v_CellConfig := f_UTRAN_CellInfo_GetConfigType(p_CellId);  // Updated in RRC Conn Est

    alt {

…..

…..

      [ pc_SupportOpModeA and ((v_NMO == tsc_NMO_II) or not pc_AutomaticAttachSwitchON)] U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_LocationUpdatingRequest))

        -> value v_RRC_DataInd {

        v_START_Value_cs := v_RRC_DataInd.ttcn_start;

        f_UTRAN_SS_SecurityDownloadStart(cs_domain, v_START_Value_cs);

        if ((v_NMO == tsc_NMO_II) and  pc_AutomaticAttachSwitchON) { // need to wait for Attach Req before finishing LAU

            U_Dc.receive(car_PS_InitDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_AttachReq(cr_AttachType(?, (tsc_I_AttachTypeGPRSAtt, tsc_I_AttachTypeCombined)),

                                                                                                         cr_MobileIdAny(omit),

                                                                                                         cr_RAI(omit),

                                                                                                         ?) ))

                    -> value v_RRC_DataInd;

            v_START_Value_ps := v_RRC_DataInd.ttcn_start;

            f_UTRAN_SS_SecurityDownloadStart(ps_domain, v_START_Value_ps);

          f_UTRAN_LocationUpdate_WithoutLAUReq(p_CellId, v_START_Value_cs, true);

        } // else finish LAU first

        f_UTRAN_LocationUpdate_WithoutLAUReq(p_CellId, v_START_Value_cs, true);
        // then trigger the Attach Req

….

…..

}

After change:

function f_UTRAN_GMMOnly_Attach(UTRAN_CellId_Type p_CellId) runs on UTRAN_PTC

  {

    var START_Value v_START_Value_ps := '00000000000000000000'B;

    var START_Value v_START_Value_cs := '00000000000000000000'B;

    var RB_ConfigType v_CellConfig;

    var RRC_DATA_IND v_RRC_DataInd;

    var boolean v_NewKeyFlag := true;

    var B8_Type v_NMO := f_UTRAN_CellInfo_GetNMO(p_CellId);  //Anite Change
    var B8_Type tsc_NMO_II_B8 := '00000001'B;    //Anite Change
    f_UTRAN_RRC_ConnEst(p_CellId); // Establish RRC connection

    v_CellConfig := f_UTRAN_CellInfo_GetConfigType(p_CellId);  // Updated in RRC Conn Est

    alt {

…..

…..

      [ pc_SupportOpModeA and ((v_NMO == tsc_NMO_II_B8) or not pc_AutomaticAttachSwitchON)] U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_LocationUpdatingRequest))

        -> value v_RRC_DataInd {

        v_START_Value_cs := v_RRC_DataInd.ttcn_start;

        f_UTRAN_SS_SecurityDownloadStart(cs_domain, v_START_Value_cs);

        if ((v_NMO == tsc_NMO_II_B8) and  pc_AutomaticAttachSwitchON) { // need to wait for Attach Req before finishing LAU

            U_Dc.receive(car_PS_InitDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_AttachReq(cr_AttachType(?, (tsc_I_AttachTypeGPRSAtt, tsc_I_AttachTypeCombined)),

                                                                                                         cr_MobileIdAny(omit),

                                                                                                         cr_RAI(omit),

                                                                                                         ?) ))

                    -> value v_RRC_DataInd;

            v_START_Value_ps := v_RRC_DataInd.ttcn_start;

            f_UTRAN_SS_SecurityDownloadStart(ps_domain, v_START_Value_ps);

        f_UTRAN_LocationUpdate_WithoutLAUReq(p_CellId, v_START_Value_cs, true);

        } // else finish LAU first

else             //Anite Change

{

        f_UTRAN_LocationUpdate_WithoutLAUReq(p_CellId, v_START_Value_cs, true);

 }       // then trigger the Attach Req
……

……

}
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