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Agenda Item
8.3.1

8.3.4.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-120231: TEI8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120231
	R3-120411
	The role of RNC in RNSAP Reset procedure
	25.423
	1736
	1
	F
	8.12.0
	TEI8
	Rel-8

	RP-120231
	R3-120412
	The role of RNC in RNSAP Reset procedure
	25.423
	1737
	1
	A
	9.8.0
	TEI8
	Rel-9

	RP-120231
	R3-120413
	The role of RNC in RNSAP Reset procedure
	25.423
	1731
	2
	A
	10.5.0
	TEI8
	Rel-10

	RP-120231
	R3-120414
	The role of RNC in RNSAP Reset procedure
	25.423
	1738
	1
	A
	11.0.0
	TEI8
	Rel-11


10.1


Closed REL-10 work items
RP-120232: Correction of unnecessary HO
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120232
	R3-120387
	Correction on unnecessary HO
	25.413
	1153
	1
	F
	10.4.0
	SONenh_LTE-Core
	Rel-10

	RP-120232
	R2-120922
	Correction on unnecessary HO
	36.300
	0433
	-
	F
	10.6.0
	SONenh_LTE-Core
	Rel-10

	RP-120232
	R2-120923
	Correction on unnecessary HO
	36.300
	0434
	-
	A
	11.0.0
	SONenh_LTE-Core
	Rel-11


RP-120233: Closed Rel-10 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120233
	R3-120378
	Corrections for SON Transfer RIM application
	36.413
	0956
	1
	F
	10.4.0
	SONenh_LTE-Core
	Rel-10


10.3


Small Technical Enhancements and Improvements for Rel-10 [TEI10]
RP-120234: TEI10 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120234
	R3-120375
	Correct of reset
	36.423
	0491
	1
	F
	10.4.0
	TEI10
	Rel-10

	RP-120234
	R3-120377
	Correct of reset
	36.443
	0062
	-
	F
	10.4.0
	TEI10
	Rel-10

	RP-120234
	R3-120408
	Correct of reset
	36.413
	0969
	2
	F
	10.4.0
	TEI10
	Rel-10

	RP-120234
	R3-120415
	Octet String of ECGI  
	36.413
	0978
	2
	F
	10.4.0
	TEI10
	Rel-10

	RP-120234
	R3-120342
	Correction of placement of Power Offset For S-CPICH for MIMO Request Indicator IE
	25.423
	1734
	-
	F
	10.5.0
	TEI10, RANimp-DC_MIMO
	Rel-10

	RP-120234
	R3-120343
	Correction of placement of Power Offset For S-CPICH for MIMO Request Indicator IE
	25.423
	1735
	-
	A
	11.0.0
	TEI10, RANimp-DC_MIMO
	Rel-11


11.3.1.1

Extending 850 MHz Upper Band (814 – 849 MHz) - Core part [500120, e850_UB-Core, 03/2012]

RP-120235: Band 26 for E850 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120235
	R3-120228
	Addition of new Band 26 for E850
	25.461
	0078
	-
	B
	10.3.0
	e850_UB-Core
	Rel-11

	RP-120235
	R3-120456
	Addition of new Band 26 for E850
	25.466
	0044
	1
	B
	10.3.0
	e850_UB-Core
	Rel-11

	RP-120235
	R3-120457
	Addition of new Band 26 for E850
	25.423
	1732
	1
	B
	11.0.0
	e850_UB-Core
	Rel-11


11.6


Small Technical Enhancements and Improvements for Rel-11 [TEI11]

RP-120236: TEI11 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120236
	R3-120458
	Correction on Reset
	36.444
	0027
	2
	D
	11.0.0
	MBMS_LTE, TEI11
	Rel-11

	RP-120236
	R3-120460
	Corrections on M3 Setup and MCE Configuration Update Procedures
	36.444
	0028
	2
	F
	11.0.0
	MBMS_LTE, TEI11
	Rel-11

	RP-120236
	R3-120397
	Addition of TAC to the neighbour information of a served cell for X2 setup and eNB update procedures
	36.423
	0487
	1
	C
	10.4.0
	TEI11
	Rel-11

	RP-120236
	R3-120459
	Correct of reset
	36.444
	0030
	3
	F
	11.0.0
	TEI11
	Rel-11
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