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Introduction

Total Number of CRs agreed for this WI: 16. TSs being affected:

· 36.508 - 
16 CR(s)

· 36.509 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)
· 36.523-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-120497
	36.508
	0266
	-
	F
	Rel-9
	9.7.0
	Correction of Physical Layer configurations
	LTE-UEConTest_SIG

	R5-120566
	36.508
	0267
	-
	F
	Rel-9
	9.7.0
	Correction of E2_T3440 state definition
	LTE-UEConTest_SIG

	R5-120572
	36.508
	0268
	-
	F
	Rel-9
	9.7.0
	Correction of default PCO value in some ESM messages
	LTE-UEConTest_SIG

	R5-120604
	36.508
	0269
	-
	F
	Rel-9
	9.7.0
	Correction to the default message content of GERAN carrier frequency group list for E-UTRA cells
	LTE-UEConTest_SIG

	R5-120616
	36.508
	0270
	-
	F
	Rel-9
	9.7.0
	Update of SystemInformationBlockType1
	LTE-UEConTest_SIG

	R5-120617
	36.508
	0271
	-
	F
	Rel-9
	9.7.0
	Update the default configuration of channel bandwidth for Band 39 for signalling testing
	LTE-UEConTest_SIG

	R5-120618
	36.508
	0272
	-
	F
	Rel-9
	9.7.0
	Correction for UE pre-registration on CDMA2000 system
	LTE-UEConTest_SIG

	R5-120619
	36.508
	0273
	-
	F
	Rel-9
	9.7.0
	Update to Reference default EPS bearer context #2
	LTE-UEConTest_SIG

	R5-120620
	36.508
	0274
	-
	F
	Rel-9
	9.7.0
	Correction to the default (UTRA) Physical Channel Reconfiguration message
	LTE-UEConTest_SIG

	R5-120621
	36.508
	0275
	-
	F
	Rel-9
	9.7.0
	Correction of default measurement gap offset
	LTE-UEConTest_SIG

	R5-120677
	36.508
	0276
	-
	F
	Rel-9
	9.7.0
	Correction to carrier bandwidth
	LTE-UEConTest_SIG

	R5-120752
	36.508
	0282
	-
	F
	Rel-9
	9.7.0
	Correction of UE Release in UE capability
	LTE-UEConTest_SIG

	R5-120753
	36.508
	0283
	-
	F
	Rel-9
	9.7.0
	Introduction of generic test procedure for SRVCC call handover to UTRA
	LTE-UEConTest_SIG

	R5-120754
	36.508
	0284
	-
	F
	Rel-9
	9.7.0
	Correction to test procedure sequence 6.4.2.7A for check that UE is camped on E-UTRAN cell upon mobility from another RAT
	LTE-UEConTest_SIG

	R5-120756
	36.508
	0285
	-
	F
	Rel-9
	9.7.0
	Addition of Default UTRA RRC Connection Request message
	LTE-UEConTest_SIG

	R5-120908
	36.508
	0287
	-
	F
	Rel-9
	9.7.0
	Remove IPv4viaNAS_TestMode
	LTE-UEConTest_SIG
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