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<Start of modified section>

9.2.1.1.25
Attach / Abnormal case / Mobile originated detach required 

9.2.1.1.25.1
Test Purpose (TP)

(1)

with { UE in EMM-REGISTERED-INITIATED state }

ensure that {

  when { the UE initiates mobile originated detach }

   then { the UE aborts the attach procedure }

}

9.2.1.1.25.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.1.2.6.

[TS 24.301, clause 5.5.1.2.6]

The following abnormal cases can be identified:

f)
Mobile originated detach required


The attach procedure shall be aborted, and the UE initiated detach procedure shall be performed.

9.2.1.1.25.3
Test description

9.2.1.1.25.3.1
Pre-test conditions

System Simulator:

-
cell A.

UE:

- 
None.

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.25.3.2
Test procedure sequence

Table 9.2.1.1.25.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message. 
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.


	<--
	AUTHENTICATION REQUEST
	-
	-

	4
	The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.


	-->
	AUTHENTICATION RESPONSE
	-
	-

	5
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	6
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.

	-->
	SECURITY MODE COMPLETE
	-
	-

	7
	The SS does not respond to ATTACH REQUEST message.
	-
	-
	-
	-

	7A
	Cause UE to initiate detach before the T3410 times out.
	-
	-
	-
	-

	8
	Check: Does the UE initiate mobile originated detach and abort the attach procedure while T3410 is running. 
	-->
	DETACH REQUEST
	1
	P

	9
	The SS transmits DETACH ACCEPT message. 
	<--
	DETACH ACCEPT
	-
	-

	10
	Check: Does the test result of CALL generic procedure "Test procedure for no response to paging (for NAS testing)" clause 6.4.2.5 [18] indicates that the UE responds to paging when paged with S-TMSI included in GUTI-1 and with CN domain indicator set to "PS"?
	-
	-
	1
	-

	11
	Void
	-
	-
	-
	-

	Note: T3410 value is specified as 15s in TS 24.301.


9.2.1.1.25.3.3
Specific message contents

Table 9.2.1.1.25.3.3-1: Message DETACH REQUEST (step 8, Table 9.2.1.1.25.3.2-1)

	Derivation path: 36.508 table 4.7.2-11

	Information Element
	Value/Remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	Normal detach
	


9.2.1.1.26
Attach / Abnormal case / Detach procedure collision

<End of modified section>
<Start of modified section>

9.2.2.1.7
UE initiated detach / Abnormal case / Detach procedure collision

9.2.2.1.7.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED-INITIATED state }

ensure that {

  when { the UE receives the DETACH REQUEST message from the network }

   then { the UE aborts the UE initiated detach procedure and completes the network initiated detach procedure }

}

(2)

with { UE in EMM-DEREGISTERED state }

ensure that {

  when { the UE has completed the network initiated detach procedure with re-attach required and the UE supports re-attach after DETACH collision }

   then { the UE initiates the attach procedure }

}

(3)

with { UE in EMM-DEREGISTERED state }

ensure that {

  when { the UE has completed the network initiated detach procedure with re-attach required and the UE does not support re-attach after DETACH collision }

   then { the UE does not initiate the attach procedure }

}

9.2.2.1.7.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.2.4 and 5.5.2.3.2.

[TS 24.301, clause 5.5.2.2.4]

The following abnormal cases can be identified:

…

d)
Detach procedure collision


If the UE receives a DETACH REQUEST message before the UE initiated detach procedure has been completed, it shall treat the message as specified in subclause 5.5.2.3.2 with the following modification: if the DETACH REQUEST message received by the UE contains detach type "re-attach required", and the UE initiated detach procedure is with detach type "EPS detach" or "combined EPS/IMSI detach", the UE need not initiate the attach or combined attach procedure.

[TS 24.301, clause 5.5.2.3.2]

When receiving the DETACH REQUEST message and the detach type indicates "re-attach required", the UE shall deactivate the EPS bearer context(s) including the default EPS bearer context locally without peer-to-peer signalling between the UE and the MME. The UE shall then send a DETACH ACCEPT message to the network and enter state EMM-DEREGISTERED. Furthermore, the UE shall, after the completion of the detach procedure, and the existing NAS signalling connection has been released, initiate an attach or combined attach procedure.

NOTE 1:
When detach type indicates "re-attach required", user interaction is necessary in some cases when the UE cannot re-activate the EPS bearer(s) automatically.
9.2.2.1.7.3
Test description

9.2.2.1.7.3.1
Pre-test conditions

System Simulator:

-
cell A.
UE:

none.

Preamble:

-
the UE is in state Registered, Idle mode (State 2) according to TS 36.508 [18].

9.2.2.1.7.3.2
Test procedure sequence

Table 9.2.2.1.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause UE to initiate detach. 
	-
	-
	-
	-

	2
	The UE transmits a DETACH REQUEST message. The UE starts timer T3421.
	-->
	DETACH REQUEST
	-
	-

	3
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	4
	With T3421 still running the SS shall send DETACH REQUEST message with the Detach type IE indicating "re-attach required".
	<--
	DETACH REQUEST
	-
	-

	5
	Check: Does the UE transmit a DETACH ACCEPT message?
	-->
	DETACH ACCEPT
	1
	P

	6
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 7a1-7b1 describe a behaviour which depends on the UE capability
	-
	-
	-
	-

	7a1
	Void
	
	
	
	

	7a2
	IF pc_EPC_AutomaticAttachSwitchOn THEN

Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	2
	P

	7a3-7a14
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	7a15
	Cause UE to initiate detach.
	-
	-
	-
	-

	7a16
	The UE transmits a DETACH REQUEST with the Detach Type IE indicating "normal detach" and "combined EPS/IMSI detach" or "EPS detach" depending on the UE configuration.
	-->
	DETACH REQUEST
	-
	-

	7a17
	The SS responds with DETACH ACCEPT message
	<--
	DETACH ACCEPT
	-
	-

	7a18
	The SS releases the RRC connection
	-
	-
	-
	-

	7b1
	ELSE IF NOT pc_Re_Attach_AfterDetachColl THEN Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message in the next 30s?
	-->
	ATTACH REQUEST
	3
	F

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA deregistered (E4) according to TS 36.508.
	-
	-
	-
	-


9.2.2.1.7.3.3
Specific message contents

Table 9.2.2.1.7.3.3-1: DETACH REQUEST (steps 2 and 7a16 Table 9.2.2.1.7.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	

	GUTI or IMSI
	GUTI-1
	
	


Table 9.2.2.1.7.3.3-2: DETACH REQUEST (step 4 Table 9.2.2.1.7.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-12

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001
	re-attach required
	


Table 9.2.2.1.7.3.3-3: Message ATTACH REQUEST (step a27, Table 9.2.2.1.7.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach type
	0001 or 0010
	EPS attach orcombined EPS/IMSI attach
	


9.2.2.1.8
UE initiated detach / Abnormal case / Detach and EMM common procedure collision

<End of modified section>
<Start of modified section>

9.2.2.2.2
NW initiated detach / IMSI detach

9.2.2.2.2.1
Test Purpose (TP)

(1)

with { UE in EMM-REGISTERED state}

ensure that {
  when { UE receives DETACH REQUEST message with the Detach type IE = “IMSI detach” }

   then { UE sends TRACKING AREA UPDATE REQUEST message with EPS update type IE = “Combined TA/LA updating with IMSI attach”  }

              }
(2)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {
  when { UE receives TRACKING AREA UPDATE ACCEPT message }

   then { UE enters EMM-REGISTERED and enters MM IDLE and sends TRACKING AREA UPDATE COMPLETE message }

             }
9.2.2.2.2.2
Conformance requirements
References: The conformance requirement covered in the present TC is specified in: 3GPP TS 24.301 clauses 5.5.2.3.2. 

[TS24.301 clause5.5.2.3.2]

...

When receiving the DETACH REQUEST message and the Detach type IE indicates "IMSI detach", the UE shall not deactivate the EPS bearer context(s) including the default EPS bearer context. The UE shall set the MM update status to U2 NOT UPDATED. A UE may send a DETACH ACCEPT message to the network, and shall re-attach to non-EPS services by performing the combined tracking area updating procedure according to subclause 5.5.3.3, sending a TRACKING AREA UPDATE REQUEST message with EPS update type IE indicating "combined TA/LA updating with IMSI attach".

…

If the detach type IE indicates "IMSI detach" or "re-attach required", then the UE shall ignore the EMM cause IE if received.

…

9.2.2.2.2.3
Test description

9.2.2.2.2.3.1
Pre-test conditions

System Simulator:

-
cell A.

UE:

-
the UE is configured to initiate combined EPS/IMSI attach.

Preamble:

-
the UE is in state Generic RB established (state 3) on cell A according to TS 36.508 [18].
9.2.2.2.2.3.2
Test procedure sequence
Table 9.2.2.2.2.3.2-1: Main Behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	Force the SS to initiate Detach procedure with the Detach Type IE “IMSI detach”
	<--
	DETACH REQUEST
	-
	-

	2
	The UE may send DETACH ACCEPT message.(Optional)
	-->
	DETACH ACCEPT
	-
	-

	3
	Check: Does the UE send TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	4
	Void
	-
	-
	-
	-

	5
	Void
	-
	-
	-
	-

	6
	The SS sends TRACKING AREA UPDATE ACCEPT message.


	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	7
	Check: Does the UE send TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	2
	P

	8
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 9 to 9E take place only if NOT pc_SMS_SGs
	-
	-
	-
	-

	9
	Check: Does the UE respond to paging on cell A with S-TMSI2 for CS domain?
	-
	-
	-
	-

	-
	EXCEPTION: Step 9Aa1 describes behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	9Aa1
	IF the UE needs to request upper layer input before accepting the CS fallback (see ICS), the incoming CS call is accepted at the UE through MMI or AT command.
	-
	-
	-
	-

	9B
	Check: Does the UE send EXTENDED SERVICE REQUEST message?
	-->
	EXTENDED SERVICE REQUEST
	3
	P

	9C
	The SS transmits SERVICE REJECT with cause #39 'CS domain temporarily not available' with T3442 = 60s.
	<--
	SERVICE REJECT
	
	

	9D
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: The behaviour in table 9.2.2.2.2.3.2-2 may occur in parallel with step 9E.
	-
	-
	-
	-

	9E
	The SS waits for 60 seconds (T3442)
	-
	-
	-
	-

	10
	Check: Does the UE respond to paging on cell A with S-TMSI2 for PS domain? 

Generic Procedure (TS36.508 subclause 6.4.2.4)
	-
	-
	2
	-


Table 9.2.2.2.2.3.2-2: Parallel Behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	2
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	3
	The SS releases the RRC connection.
	-
	-
	-
	-


9.2.2.2.2.3.3
Specific message contents
Table 9.2.2.2.2.3.3-1: Message DETACH REQUEST (step 1, Table 9.2.2.2.2.3.2-1)
	Derivation path: 36.508 table 4.7.2-12

	Information Element
	Value/Remark
	Comment
	Condition

	Detach type
	‘011’B
	“IMSI detach”
	


Table 9.2.2.2.2.3.3-2: Message TRACKING AREA UPDATE REQUEST (step 3, Table 9.2.2.2.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	
	
	

	EPS update type value
	‘010’B
	“Combined TA/LA updating with IMSI attach”
	

	Old GUTI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	

	Old location area identification
	Not Present
	
	

	TMSI status
	‘0’B
	" no valid TMSI available"
	


Table 9.2.2.2.2.3.3-3: Message TRACKING AREA UPDATE ACCEPT (step 6, Table 9.2.2.2.2.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	‘00001000’B
	
	

	  Number of elements
	‘00000’B
	
	

	  Type of list
	‘00’B
	“list of TACs belonging to one PLMN, with non-consecutive TAC values”
	

	  Partial tracking area identity list 
	
	
	

	MCC

MNC

TAC 1
	TAI-1
	
	

	Location area identification
	LAI-1
	
	

	MS identity
	TMSI-1
	
	


Table 9.2.2.2.2.3.3-4: Message EXTENDED SERVICE REQUEST (step 9A, Table 9.2.2.2.2.3.2-1)
	Derivation Path: 36.508 table 4.7.2.-14A

	Information Element
	Value/remark
	Comment
	Condition

	M-TMSI
	M-TMSI1
	''M-TMSI1 is a part of GUTI-1''
	


Table 9.2.2.2.2.3.3-5: Message SERVICE REJECT (step 9B, Table 9.2.2.2.2.3.2-1)
	Derivation Path: 36.508 table 4.7.2-22

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0010 0111'B
	#39 'CS domain temporarily not available'
	

	T3442 value
	'0010 0001'B 
	1 minute 
	


Table 9.2.2.2.2.3.3-6 Message TRACKING AREA UPDATE ACCEPT (step 2, Table 9.2.2.2.2.3.2-2)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	Not present
	
	

	MS identity
	Not present
	
	


9.2.2.2.3 to 9.2.2.2.13
Void

<End of modified section>
<Start of modified section>

9.2.3.1.4
Normal tracking area update / List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message

9.2.3.1.4.1
Test Purpose (TP)

(1)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message including a list of equivalent PLMNs }

   then { the UE stores correctly the list and considers a forbidden PLMN if the forbidden PLMN is included in the equivalent list }

}

(2)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message without a list of equivalent PLMNs }

   then { the UE deletes the stored list and applies a normal PLMN selection process }

}

9.2.3.1.4.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.3.2.4.

[TS 24.301, clause 5.5.3.2.4]

The MME may also include of list of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message. Each entry in the list contains a PLMN code (MCC+MNC). The UE shall store the list as provided by the network, after having removed from the list any PLMN code that is already in the list of forbidden PLMNs. In addition, the UE shall add to the stored list the PLMN code of the registered PLMN that sent the list. The UE shall replace the stored list on each receipt of the TRACKING AREA UPDATE ACCEPT message. If the TRACKING AREA UPDATE ACCEPT message does not contain a list, then the UE shall delete the stored list.

9.2.3.1.4.3
Test description

9.2.3.1.4.3.1
Pre-test conditions

System Simulator:

-
cell A (belongs to TAI-1, PLMN1);

-
cell B (belongs to TAI-2, PLMN1);

-
cell C (belongs to TAI-3, PLMN2);

-
cell D (belongs to TAI-4, PLMN3);

-
cell M (belongs to TAI-1, PLMN4); 

- system information combination 2 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cell B and C.
UE: 
-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE last attempted to register on cell D and received reject cause "forbidden PLMN" (so the "forbidden PLMN list" contains PLMN3).

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508[18].
9.2.3.1.4.3.2
Test procedure sequence

Table 9.2.3.1.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 
Set the cell type of cell B to the ''Serving cell''.
Set the cell type of cell C to the '' Non-Suitable off cell''
Set the cell type of cell D to the '' Non-Suitable off cell''
Set the cell type of cell M to the '' Non-Suitable off cell''
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message. 
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	Void
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	SS responds with a TRACKING AREA UPDATE ACCEPT message including PLMN2 and PLMN3 in the list of equivalent PLMNs. 
	<--
	TRACKING AREA UPDATE  ACCEPT
	-
	-

	6
	The UE transmits a TRACKING AREA UPDATE COMPLETE message
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	6A
	SS Releases the RRC Connection.
	-
	-
	-
	-

	7
	Set the cell type of cell A to the ''Non-Suitable off cell''. 

Set the cell type of cell B to the ''Non-Suitable cell''.
Set the cell type of cell C to the '' Suitable cell''.
Set the cell type of cell M to the '' Suitable cell''.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on cell C (PLMN2)?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	9
	Void.
	-
	-
	-
	-

	10
	Void.

	-
	-
	-
	-

	11
	The SS transmits a TRACKING AREA UPDATE ACCEPT message including PLMN1 and PLMN3 in the list of equivalent PLMNs.
	<--
	TRACKING AREA UPDATE  ACCEPT
	-
	-

	12
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	12A
	SS Releases the RRC Connection.
	-
	-
	-
	-

	13
	Set the cell type of cell C to the ''Non-Suitable cell''.
Set the cell type of cell D to the '' Serving cell''
Set the cell type of cell M to the '' Non-Suitable off cell''
Note: Cell D (PLMN3) belongs to the forbidden PLMN.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on cell D (PLMN3) in next 30 seconds?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	F

	15
	The UE is switched to manual PLMN selection mode and is made to select PLMN3 in order to remove PLMN3 in the forbidden PLMN list in the UE.
	-
	-
	-
	-

	16
	The UE transmits a TRACKING AREA UPDATE REQUEST message on cell D (PLMN3).
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	17
	Void
	-
	-
	-
	-

	18
	Void
	-
	-
	-
	-

	19
	The SS transmits a TRACKING AREA UPDATE ACCEPT message without the list of equivalent PLMNs.
	<--
	TRACKING AREA UPDATE  ACCEPT
	-
	-

	20
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	20A
	SS releases the RRC connection
	-
	-
	-
	-

	21
	The UE is switched back to automatic PLMN selection mode.  
	-
	-
	-
	-

	21A
	SS waits for 5 minutes to allow UE to complete automatic PLMN search
	
	
	
	

	22
	Set the cell type of cell D to the '' Non-Suitable cell''

Set the cell type of cell B to the ''Suitable cell''
Set the cell type of cell C to the ''Serving cell''
	-
	-
	-
	-

	23
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on Cell B (PLMN1)?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	24
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause “No suitable cells in tracking area”. 
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	24A
	SS Releases the RRC Connection.
	-
	-
	-
	-

	25
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message on Cell C (PLMN2)?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	26
	 Void
	-
	-
	-
	-

	27
	SS responds with TRACKING AREA UPDATE ACCEPT message
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	28
	The UE transmits a TRACKING AREA UPDATE COMPLETE message
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-


9.2.3.1.4.3.3
Specific message contents

Table 9.2.3.1.4.3.3-1: Void
Table 9.2.3.1.4.3.3-2: Void
Table 9.2.3.1.4.3.3-3: Message TRACKING AREA UPDATE ACCEPT (step 5, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	-
	Includes MCC and MNC digits for PLMN2 and PLMN3. 
	


Table 9.2.3.1.4.3.3-4: Message TRACKING AREA UPDATE ACCEPT (step 11, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	-
	Includes MCC and MNC digits for PLMN1 and PLMN3. 
	


Table 9.2.3.1.4.3.3-5: Message TRACKING AREA UPDATE REJECT (step 24, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-26

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	‘00001111’ B
	No suitable cells in tracking area
	


Table 9.2.3.1.4.3.3-6: Message TRACKING AREA UPDATE REQUEST (step 25, Table 9.2.3.1.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	
	
	

	EPS update type value
	'000'B
	''TA updating'' 
	TA_only

	
	‘010’B
	“combined TA/LA updating with IMSI attach”
	combined_TA_LA


9.2.3.1.5
Periodic tracking area update / Accepted

<End of modified section>
<Start of modified section>

9.2.3.1.22
Normal tracking area update / Abnormal case / access barred due to access class control or NAS signalling connection establishment rejected by the network

9.2.3.1.22.1
Test Purpose (TP)

(1)

with { The UE is in the state EMM-REGISTERED }

ensure that {

  when { Access is barred for signalling in the cell UE is camping [Access Class barred in System information] }

    then { the UE will not initiate the tracking area updating procedure on the current cell }

}

(2)

with { The UE is in the state EMM-REGISTERED }

ensure that {

  when { Access is barred for signalling in the cell UE is camping [T302 running due to RRCConnectionReject message reception] }

   then { the UE will not initiate the tracking area updating procedure on the current cell }

}

(3)

with { The UE is in the state EMM-REGISTERED }

ensure that {

  when { Access is not barred for signalling in the cell UE is camping }

    then { the UE will initiate the tracking area updating procedure on the current cell }

}

(4)

with { The UE is in the state EMM-REGISTERED }

ensure that {

  when { Access was barred for signalling in the cell and UE has reselected an new cell where access for "signalling" is granted }

    then { the UE will initiate the tracking area updating procedure on the new cell }
}
9.2.3.1.22.2
Conformance requirements 

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.3.2.6 and TS 36.331, clause 5.3.3.2
[TS 24.301, clause 5.5.3.2.6]
The following abnormal cases can be identified:

a)
Access barred because of access class barring or NAS signalling connection establishment rejected by the network

If access is barred for "signalling" (see 3GPP TS 36.331 [22]), the tracking area updating procedure shall not be started. The UE stays in the current serving cell and applies the normal cell reselection process. The tracking area updating procedure is started as soon as possible and if still necessary, e.g. when access for "signalling" is granted on the current cell or when the UE moves to a cell where access for "signalling" is granted.

[TS 36.331, clause 5.3.3.2]
…
1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;
9.2.3.1.22.3
Test description

9.2.3.1.22.3.1
Pre-test conditions

System Simulator: 

-
cell A and cell B are configured according to table 6.3.2.2-1 in TS 36.508 [18].
-
cell A belongs to TAI-1 (home PLMN)

-
cell B belongs to TAI-2 (home PLMN)
-
cell D belongs to TAI-4 (home PLMN)
UE:

None;
Preamble:
-
the UE is in state Registered, Idle Mode (state 2) on cell B according to TS 36.508 [18]. 

9.2.3.1.22.3.2
Test procedure sequence 

Table 9.2.3.1.22.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS sets the cell type of cell A to the ''Serving cell'', sets the cell type of cell B to the '' Non-Suitable cell'', and sets SystemInformationBlockType2 parameters as described below.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	Check: for 60 seconds if UE initiates the tracking area updating procedure on cell A?
	-
	-
	1
	F

	3
	The SS transmits a Paging message including systemInfoModification.
	-
	-
	-
	-

	4
	The SS changes SystemInformationBlockType2 parameters to default parameters defined in [18].
	-
	-
	-
	-

	5
	The UE transmits RRC Connection Request
	-
	-
	-
	-

	6
	SS responds with RRCConnectionReject message with IE waitTime set to 10 seconds(Max Value).
	-
	-
	-
	-

	7
	Check: for 10 seconds if UE initiates the tracking area updating procedure and hence transmits RRC Connection Request?
	-
	-
	2
	F

	8
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST?
	-->
	TRACKING AREA UPDATE REQUEST
	3
	P

	9
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	10
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-


	10A
	The SS releases the RRC connection.
	-
	-
	-
	-

	11
	The SS set SystemInformationBlockType1 and SystemInformationBlockType2 parameters as described below.
	-
	-
	-
	-

	12
	Void
	-
	-
	
	

	13
	The SS sets the cell type of cell B to the ''  serving cell'', cell A to “non-suitable off Cell” , and cell D to “Suitable neighbour intra-frequency cell”.
	
	
	
	

	13A
	Check: For 60 seconds if the UE initiates the tracking area update procedure on Cell B? 
	-
	-
	1
	F

	13B
	The SS sets the cell type of cell B to “Suitable neighbour intra-frequency cell” and cell D to “serving cell”
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell D unless explicitly stated otherwise.
	-
	-
	-
	-

	14
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST?
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	15
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	16
	The UE sends TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508
	-
	-
	-
	-


9.2.3.1.22.3.3
Specific message contents
Table 9.2.3.1.22.3.3-1: SystemInformationBlockType2 for Cell A (step 1, Table 9.2.3.1.22.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  accessBarringInformation SEQUENCE {
	
	
	

	    accessBarringForEmergencyCalls
	FALSE
	
	

	    accessBarringForSignalling SEQUENCE {
	
	
	

	      accessProbabilityFactor
	p00
	
	

	      accessBarringTime
	s4
	
	

	      accessClassBarringList SEQUENCE (SIZE (maxAC)) OF SEQUENCE {
	5 entries
	
	

	        accessClassBarring[1]
	TRUE
	
	

	        accessClassBarring[2]
	TRUE
	
	

	        accessClassBarring[3]
	TRUE
	
	

	        accessClassBarring[4]
	TRUE
	
	

	        accessClassBarring[5]
	TRUE
	
	

	      }
	
	
	

	    }
	
	
	

	    accessBarringForOriginatingCalls
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.3.1.22.3.3-2: SystemInformationBlockType2 for Cell B (step 11, Table 9.2.3.1.22.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  accessBarringInformation SEQUENCE {
	
	
	

	    accessBarringForEmergencyCalls
	FALSE
	
	

	    accessBarringForSignalling SEQUENCE {
	
	
	

	      accessProbabilityFactor
	p00
	
	

	      accessBarringTime
	s4
	
	

	      accessClassBarringList SEQUENCE (SIZE (maxAC)) OF SEQUENCE {
	5 entries
	
	

	        accessClassBarring[1]
	TRUE
	
	

	        accessClassBarring[2]
	TRUE
	
	

	        accessClassBarring[3]
	TRUE
	
	

	        accessClassBarring[4]
	TRUE
	
	

	        accessClassBarring[5]
	TRUE
	
	

	      }
	
	
	

	    }
	
	
	

	    accessBarringForOriginatingCalls
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.3.1.22.3.3-3: SystemInformationBlockType1 for Cell B (step 11, Table 9.2.3.1.22.3.2-1)

	Derivation Path: 36.508, Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	   intraFreqReselection
	allowed
	
	

	    }
	
	
	

	}
	
	
	


9.2.3.1.23
Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED / TA does not belong to TAI list or status is not UPDATED

<End of modified section>
<Start of modified section>

9.2.3.1.26
Normal tracking area update / Abnormal case / TRACKING AREA UPDATE REJECT
9.2.3.1.26.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #95"semantically incorrect message" }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}
(2)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #96" invalid mandatory information"  }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}
(3)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #97"message type non-existent or not implemented" }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}
(4)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #99"information element non-existent or not implemented" }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}
(5)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #111"protocol error, unspecified" }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}

9.2.3.1.26.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.6.

[TS24.301 clause5.5.3.2.6]
...
d)
TRACKING AREA UPDATE REJECT, other causes than those treated in subclause 5.5.3.2.5

Upon reception of the EMM causes #95, #96, #97, #99 and #111 the UE should set the tracking area updating attempt counter to 5. The UE shall proceed as described below.

If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU2 NOT UPDATED, shall delete the list of equivalent PLMNs and shall change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to EMM-REGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].

9.2.3.1.26.3
Test description

9.2.3.1.26.3.1
Pre-test conditions

System Simulator:

-
cell A. 

UE:

-
the UE is configured to initiate EPS attach.
Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18] except for those shown in table 9.2.3.1.26.3.3-6;
9.2.3.1.26.3.2
Test procedure sequence

Table 9.2.3.1.26.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	 The SS waits for T3412 to elapse.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #95"semantically incorrect message" as specified.(Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	6
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	7
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	7A
	The SS releases the RRC connection.
	-
	-
	-
	-

	8
	 The SS waits for T3412 to elapse.
	-
	-
	-
	-

	9
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	10
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause   #96" invalid mandatory information" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	11
	The SS releases the RRC connection.
	-
	-
	-
	-

	12
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	13
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	14
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	14A
	The SS releases the RRC connection.
	-
	-
	-
	-

	15
	The SS waits for T3412 to elapse.
	-
	-
	-
	-

	16
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	17
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #97"message type non-existent or not implemented".(Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	19
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	3
	P

	20
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	21
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	21A
	The SS releases the RRC connection.
	-
	-
	-
	-

	22
	 The SS waits for T3412 to elapse.
	-
	-
	-
	-

	23
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	24
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #99"information element non-existent or not implemented" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	25
	The SS releases the RRC connection.
	-
	-
	-
	-

	26
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	27
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	28
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	28A
	The SS releases the RRC connection.
	-
	-
	-
	-

	29
	 The SS waits for T3412 to elapse.
	-
	-
	-
	-

	30
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	31
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #111"protocol error, unspecified" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	32
	The SS releases the RRC connection.
	-
	-
	-
	-

	33
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	5
	P

	34
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	35
	the UE transmit a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-

	Note:
Upon reception of TRACKING AREA UPDATE REJECT message with EMM causes #95, #96, #97, #99 and #111, timer T3402 shall be started.


9.2.3.1.26.3.3
Specific message contents
Table 9.2.3.1.26.3.3-1: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01011111
	#95 "semantically incorrect message "
	


Table 9.2.3.1.26.3.3-2: Message TRACKING AREA UPDATE REJECT (step 10, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100000
	#96 " invalid mandatory information "
	


Table 9.2.3.1.26.3.3-3: Message TRACKING AREA UPDATE REJECT (step 17, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100001
	#97 " message type non-existent or not implemented "
	


Table 9.2.3.1.26.3.3-4: Message TRACKING AREA UPDATE REJECT (step 24, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100011
	#99 " information element non-existent or not implemented "
	


Table 9.2.3.1.26.3.3-5: Message TRACKING AREA UPDATE REJECT (step 31, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01101111
	#111 " protocol error, unspecified "
	


Table 9.2.3.1.26.3.3-6: Message ATTACH ACCEPT (For the UE registration procedure in TS 36.508 clause 4.5.2.3)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	1 minute
	

	  Timer value
	'00001'B
	
	

	  Unit
	'001'B
	
	

	T3402 value
	
	30 seconds
	

	  Timer value
	‘01111’B
	
	

	  Unit
	‘000’B
	
	


Table 9.2.3.1.26.3.3-7: Message TRACKING AREA UPDATE ACCEPT (steps 6,13,20,27,34, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	1 minute
	

	  Timer value
	'00001'B
	
	

	  Unit
	'001'B
	
	

	T3402 value
	
	30  seconds
	

	  Timer value
	‘01111’B
	
	

	  Unit
	‘000’B
	
	


9.2.3.1.27
Normal tracking area update / Abnormal case / Change of cell into a new tracking area
<End of modified section>
<Start of modified section>

9.2.3.2.12
Combined tracking area update / Rejected / Tracking area not allowed

9.2.3.2.12.1
Test Purpose (TP)

(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Tracking Area not allowed' }
    then { UE sets the EPS update status to EU3 ROAMING NOT ALLOWED, deletes any GUTI, last visited registered TAI, TAI List and KSI, enters the state EMM-DEREGISTERED.LIMITED-SERVICE and stores the current TAI in the list of "forbidden tracking areas for regional provision of service" }

            }

(2)

with { UE in EMM-DEREGISTERED.LIMITED-SERVICE state having the list of "forbidden tracking areas for regional provision of service" }

ensure that {
  when { serving cell belongs to TAI where UE was rejected }

    then { UE does not attempt to attach }

            }

(3)

with { UE in EMM-DEREGISTERED.LIMITED-SERVICE state having the list of "forbidden tracking areas for regional provision of service" }

ensure that {
  when { UE reselects a new cell which belongs to the TAI in the list of "forbidden tracking areas for regional provision of service" }

    then { UE does not attempt to attach }

            }

(4)

with { UE is powered off or switched off }

ensure that {
  when { UE is powered on or switched on in the cell belonging to the TAI which was in the list of "forbidden tracking areas for regional provision of service" before the UE was powered off or switched off }

    then { UE attempts to attach }

            }

(5)

with { UE is in EMM-DEREGISTERED.LIMITED-SERVICE state and the current TAI in the list of "forbidden tracking areas for regional provision of service"}

ensure that {

  when { UE reselects a new cell which does not belong to any of the TAI in the list of "forbidden tracking areas for regional provision of service""}

    then { UE initiates attach procedure with IMSI }

            }

9.2.3.2.12.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.3.5.

[TS 24.301, clause 5.5.3.3.5]

If the combined tracking area updating cannot be accepted by the network, the MME shall send a TRACKING AREA UPDATE REJECT message to the UE including an appropriate EMM cause value.
Upon receiving the TRACKING AREA UPDATE REJECT message, the UE shall stop timer T3430, stop any transmission of user data, enter state MM IDLE, and take the following actions depending on the EMM cause value received.

...
#12
(Tracking area not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI List and KSI. The UE shall reset the tracking area updating attempt counter and shall enter the state EMM-DEREGISTERED.LIMITED-SERVICE.


The UE shall store the current TAI in the list of "forbidden tracking areas for regional provision of service".


If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the MM parameters update status, TMSI, LAI, ciphering key sequence number and the location update attempt counter, and the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI, GPRS ciphering key sequence number and routing area updating attempt counter as specified in 3GPP TS 24.008 [13] for the case when the combined routing area updating procedure is rejected with the GMM cause with the same value.

...
9.2.3.2.12.3
Test description

9.2.3.2.12.3.1
Pre-test conditions

System Simulator:

-
cell A, cell B and cell M;
-
cell A is set to the "Non-suitable", and cell B set to the “Serving cell” and cell M is set to the "non-Suitable cell".

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
-
the UE is configured to initiate combined EPS/IMSI attach.

Preamble:
-
the UE is in state Registered, Idle mode (state 2) on cell B according to TS 36.508 [18].

9.2.3.2.12.3.2
Test procedure sequence

Table 9.2.3.2.12.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell B to the "Non-suitable". Set the cell type of Cell A to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Tracking Area not allowed'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	4A
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on Cell A?
	-->
	ATTACH REQUEST
	1,2
	F

	6
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell M to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell M unless explicitly stated otherwise.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds?
	-->
	ATTACH REQUEST
	3
	F

	8
	Set the cell type of Cell B to the "Serving cell". Set the cell type of Cell M to the "non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	8A
	Check: Does the UE transmit an ATTACH REQUEST message on cell B including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	1,5
	P

	8B-8N
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	9
	Void
	-
	-
	-
	-

	10
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	
	EXCEPTION: Step 10Aa1 describes behaviour that depends on the UE capability.
	
	
	
	

	10Aa1
	If pc_SwitchOnOff or pc_USIM_Removal then UE sends DETACH REQUEST message
	-->
	DETACH REQUEST
	-
	-

	
	Set the cell type of cell A to the '' Serving cell''. 
Set the cell type of cell B to the '' Non-Suitable cell''.
	
	
	
	

	11
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	4
	P

	13-24
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.2.3.2.12.3.3
Specific message contents
Table 9.2.3.2.12.3.3-1: TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.2.12.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1100'B
	Tracking Area not allowed
	


Table 9.2.3.2.12.3.3-2: ATTACH REQUEST (step 8A, Table 9.2.3.2.12.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	
	
	

	  NAS key set identifier
	'111'B
	no key is available
	

	  TSC
	Any allowed value
	TSC does not apply for NAS key set identifier value "111".
	

	Old GUTI or IMSI
	IMSI of the UE
	
	

	Last visited registered TAI
	Not present
	
	


Table 9.2.3.2.12.3.3-3: ATTACH REQUEST (step 12, Table 9.2.3.2.12.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	Old GUTI or IMSI
	GUTI-2
	
	

	Last visited registered TAI
	TAI-2
	
	


Note:
GUTI-2 and TAI-2 are GUTI and TAI allocated when the UE registered at Cell B in the preamble.
9.2.3.2.13
Combined tracking area update / Rejected / Roaming not allowed in this tracking area

<End of modified section>
<Start of modified section>

9.3.1.12a
Extended service request / Rejected / CS domain temporarily not available
9.3.1.12a.1
Test Purpose (TP)

(1)

with { UE has received a SERVICE REJECT message with the EMM cause set to 'CS domain temporarily not available' and T3442 expired }

ensure that {
  when { UE is requested to initiate a CS call }
    then { UE transmit EXTENDED SERVICE REQUEST message }

            }
9.3.1.12a.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.6.1.5.

[TS 24.301, clause 5.6.1.5]
If the service request cannot be accepted, the network shall return a SERVICE REJECT message to the UE including an appropriate EMM cause value. When the EMM cause value is #39 "CS domain temporarily not available", the MME shall include a value for timer T3442 in the SERVICE REJECT message.

On receipt of the SERVICE REJECT message, the UE shall stop timer T3417 and take the following actions depending on the received EMM cause value.
...

#39
(CS domain temporarily not available); 


The UE shall start timer T3442 and enter the state EMM-REGISTERED.NORMAL-SERVICE.

The UE shall not try to send an EXTENDED SERVICE REQUEST message for mobile originating services to the network, except for mobile originating CS fallback for emergency calls, until timer T3442 expires or the UE sends a TRACKING AREA UPDATE REQUEST message.
9.3.1.12a.3
Test description

9.3.1.12a.3.1
Pre-test conditions

System Simulator:

-
cell A.

UE:

none.

Preamble:
-
the UE is in state Registered, Idle Mode (state 2) according to TS 36.508 [18].
9.3.1.12a.3.2
Test procedure sequence

Table 9.3.1.12a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "CS".
	-
	-
	-
	-

	2
	The UE transmits an EXTENDED SERVICE REQUEST message.
	-->
	EXTENDED SERVICE REQUEST
	-
	-

	3
	The SS transmits a SERVICE REJECT message with the EMM cause set to 'CS domain temporarily not available' and T3442 = 60 seconds.
	<--
	SERVICE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: The behaviour in table 9.3.1.12a.3.2-2 may occur in parallel with step 4A.
	-
	-
	-
	-

	4A
	SS waits for 60 seconds (T3442)
	-
	-
	-
	-

	5
	Cause the UE to originate CS call. (Note 1)
	-
	-
	-
	-

	6
	Check: Does the UE transmit an EXTENDED SERVICE REQUEST message?
	-->
	EXTENDED SERVICE REQUEST
	1
	P

	6A
	The SS sends SERVICE REJECT message with the EMM cause set to 'CS domain temporarily not available' and T3442 = 60 seconds.
	<--
	SERVICE REJECT
	-
	-

	6B
	The SS releases the RRC Connection,
	-
	-
	-
	-

	-
	EXCEPTION: The behaviour in table 9.3.1.12a.3.2-2 may occur in parallel with step 6C.
	-
	-
	-
	-

	6C
	The SS waits for 60 seconds (T3442)
	-
	-
	-
	-

	7
	If possible (see ICS) switch off is performed or the USIM is removed. Otherwise the power is removed. (Note 2)
	-
	-
	-
	-

	Note 1:
The trigger in step 5 is the same as in the generic procedure in 36.508 clause 6.4.3.5.
Note 2:
The UE is powered off, switched off, or the USIM is removed because the UE may retry a transmission of an EXTENDED SERVICE REQUEST message depending on the UE implementation after timer T3442 expires. Additionally, it is not clear which postamble procedure is performed, since the UE may search the UTRAN/GERAN cell after step 3.


Table 9.3.1.12a.3.2-2: Parallel Behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	2
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	3
	The SS releases the RRC connection.
	-
	-
	-
	-


9.3.1.12a.3.3
Specific message contents
Table 9.3.1.12a.3.3-1: Message SERVICE REJECT (step 3 and 6A, Table 9.3.1.12a.3.2-1)

	Derivation Path: TS 36.508, Table 4.7.2-22

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0010 0111'B
	CS domain temporarily not available
	

	T3442 value
	
	
	

	  Timer value
	'0 0001'B
	1 minute
	

	  Unit
	'001'B
	value is incremented in multiples of 1 minute
	


Table 9.3.1.12a.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 2, Table 9.3.1.12a.3.2-2)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	Not present
	
	

	MS Identity
	Not Present
	
	


9.3.1.13
Void

<End of modified section>
<Start of modified section>

9.3.1.15
Service request / Abnormal case / Tracking area update procedure is triggered for CS Fallback

9.3.1.15.1
Test Purpose (TP)

(1)
Void
(2)

with { UE having sent a EXTENDED SERVICE REQUEST message }

ensure that {
  when { Tracking area updating procedure is triggered }

    then { The UE shall abort the service request procedure, stop timer T3417ext if running and perform the tracking area updating procedure. after the completion of tracking area update procedure, UE restart the CSFB procedure }

            }

9.3.1.15.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.6.1.6.

[TS 24.301, clause 5.6.1.6]

The following abnormal cases can be identified:

...
f)
Tracking area updating procedure is triggered


The UE shall abort the service request procedure, stop timer T3417 or T3417ext if running and perform the tracking area updating procedure. The "active" flag shall be set in the TRACKING AREA UPDATE REQUEST message. If the service request was initiated for CS fallback or 1xCS fallback, the UE shall send the EXTENDED SERVICE REQUEST message to the MME by using the existing NAS signalling connection after the completion of the tracking area updating procedure.

9.3.1.15.3
Test description

9.3.1.15.3.1
Pre-test conditions

System Simulator:

-
cell A, cell B.
-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells

UE:
none.
Preamble:

-
the UE is in state Generic RB established (state 3) on cell A according to TS 36.508 [18].
9.3.1.15.3.2
Test procedure sequence

Table 9.3.1.15.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-16
	Void
	-
	-
	-
	-

	17
	Force the UE to initiate CS Voice call. (Note 1)
	-
	
	-
	-

	18
	The UE transmits an EXTENDED SERVICE REQUEST message.
	-->
	EXTENDED SERVICE REQUEST
	-
	-

	19
	Void
	-
	-
	-
	-

	20
	Set the cell type of cell B to the '' Serving cell ''.
Set the cell type of cell A to the '' Suitable cell ''.
	-
	-
	-
	-

	20A
	The SS transmits an RRCConnectionReconfiguration message on Cell A to order the UE to perform intra frequency handover to Cell B.
	<--
	-
	-
	

	20B
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell B to confirm the successful completion of the intra frequency handover.
	-->
	-
	-
	

	21
	Void
	-
	-
	-
	-

	22
	Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message on cell B in the next 5 seconds?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	23
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	24
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	
	

	25
	Check: Does the UE transmit EXTENDED SERVICE REQUEST message on cell B?
	-->
	EXTENDED SERVICE REQUEST
	2
	P

	26
	The SS sends SERVICE REJECT message with cause #39 'CS domain temporarily not available' with T3442 =60s in order that the UE enters EMM-REGISTERED.NORMAL-SERVICE. 
	<--
	SERVICE REJECT
	-
	-

	27
	The SS releases the RRC connection.
	-
	-
	-
	-

	
	EXCEPTION: The behaviour in table 9.3.1.15.3.2-2 may occur in parallel with step 28.
	
	
	
	

	28
	The SS waits for 60 seconds (T3442).
	-
	-
	-
	-

	Note 1:
This could be done by e.g. MMI or by AT command.


Table 9.3.1.15.3.2-2: Parallel Behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	2
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	3
	The SS releases the RRC connection.
	-
	-
	-
	-


9.3.1.15.3.3
Specific message contents
Table 9.3.1.15.3.3-1: Void

Table 9.3.1.15.3.3-2: Void

Table 9.3.1.15.3.3-3: Message EXTENDED SERVICE REQUEST (step 18, Table 9.3.1.15.3.2-1)
	Derivation Path: 36.508 clause 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	'0000'B
	“mobile originating CS fallback”
	

	M-TMSI
	M-TMSI1
	
	

	CSFB response
	Not present
	
	


Table 9.3.1.15.3.3-4: Message TRACKING AREA UPDATE REQUEST (step 22, Table 9.3.1.15.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  Active Flag
	‘1’B
	
	

	Old GUTI
	GUTI-1
	''Old GUTI is included by UE if valid, IMSI otherwise''
	


Table 9.3.1.15.3.3-5: Message TRACKING AREA UPDATE ACCEPT (step 23, Table  9.3.1.15.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	'00001000'B
	
	

	  Partial tracking area identity list
	
	
	

	    Number of elements
	'00000'B
	
	

	    Type of list
	'00'B
	''list of TACs belonging to one PLMN, with non-consecutive TAC values''
	

	      MCC
      MNC
      TAC 1

	TAI-2
	
	


Table 9.3.1.15.3.3-6: Message EXTENDED SERVICE REQUEST (step 25, Table 9.3.1.15.3.2-1)
	Derivation Path: 36.508 clause 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	'0000'B
	“mobile originating CS fallback”
	

	M-TMSI
	M-TMS I2
	
	

	CSFB response
	Not present
	
	


Table 9.3.1.15.3.3-7: Message SERVICE REJECT (step 26, Table 9.3.1.15.3.2-1)
	Derivation Path: 36.508 clause 4.7.2-22

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0010 0111'B
	''CS domain temporarily not available''
	

	T3442 value
	'0010 0001'B
	1 minute
	


NOTE: This message is sent within SECURITY PROTECTED NAS MESSAGE message.
Table 9.3.1.15.3.3-8: RRCConnectionReconfiguration (step 20A, Table 9.3.1.15.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo SEQUENCE {
	MobilityControlInfo-HO
	
	

	          targetPhysCellId
	PhysicalCellIdentity of Cell B (see 36.508 clause 4.6.5)
	
	

	          carrierFreq
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.3.1.15.3.3-9 Message TRACKING AREA UPDATE ACCEPT (step 2, Table 9.3.1.15.3.2-2)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	Not present
	
	

	MS identity
	Not present
	
	


9.3.1.16
Service request / Abnormal case / Switch off

<End of modified section>
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