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<< Start of changes >>
5.4.4
Method of test

5.4.4.1
Initial conditions

The output power is a measure of the maximum power the UE can transmit in a bandwidth of at least (1+  times the chip rate of the radio access mode, for more information see 3GPP TS 34.122 chapter 5.2. The period of measurement shall be at least one timeslot. Also care should be taken that the noise floor of the measurement receiver is not disturbing the power measurement. Normally, the receiving device should be set accordingly so that the receiving signal will be at least 30dB higher than the system noise floor.
Test environment: normal; see 3GPP TS34.122-1 [13] clause G.2.1.

Frequencies to be tested: low range, mid range, high range; see TS34.122-1 [13] clause G.2.4.

1)
Set the SS downlink physical channels parameters. Set the DPCH power such that there will not be transmission gaps due to too low signal strength throughout the measurement.

2)
Power on the UE.

3)
A call is set up according to the Generic call setup procedure. The power control algorithm shall be set to Power Control Algorithm 2.

4)
Enter the UE into loopback test mode and start the loopback test.

5)
The measurement receiver shall be set to: zero span, video trigger and RMS detector. The RBW shall be at least (1+  times the chip rate of the radio access mode and the VBW at least 3 times bigger than the RBW. For 1.28Mcps TDD UE, the RBW shall be set to 3MHz, and VBW shall be set to 10MHz. 
See TS 34.108 [10] and TS 34.109 [11] for details regarding generic call setup procedure and loopback test. 
5.4.4.2
Procedure

1)
Send continuously Up power control commands to the UE.

2)
As the UE reaches maximum power, start sending PN15 data pattern.

3)
Position the UE against the SAM phantom.
4)
Measure the EIRPθand EIRPφwith a sample step of 15° in theta (θ) and phi (φ) directions using a test system having characteristics as described in Annex A.

5)
Calculate TRP using equations from chapter 5.4.1.

NOTE 1:
The measurement procedure is based on the measurement of the spherical radiation pattern of the DUT. The power radiated by the DUT is sampled in far field in a group of points located on a spherical surface enclosing the DUT. The EIRP samples are taken using a constant sample step of 15° both in theta (θ) and phi (φ) directions. In some cases a different sampling grid may be used to speed up the measurements (See Section 5.1.2). All the EIRP samples are taken with two orthogonal polarizations, θ- and φ- polarizations.

NOTE 2:
The noise floor of the measurement receiver shall not disturb the power measurement.

NOTE 3:
Non Standard settings: To speed up sensitivity measurements, power measurements may be done with non standard modulation. However to obtain TRP result the measured EIRP figures shall be normalized by
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where i EIRPstd i is power measurement done with standard setting. EIRPnstd i  is power measurement done with non standard modulation. n is amount of reference measurement points.

To ensure accuracy of TRP, the amount of reference points measured should be at least 4. It is recommended to spread the reference measurements equally during the measurement time.

<< Unchanged sections omitted >>
6.2
Total Radiated Sensitivity (TRS) for FDD UE

6.2.1
Definition and applicability

The Total Radiated Sensitivity is defined as:
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Where the effective isotropic sensitivity (EIS) is defined as the power available at the antenna output such as the sensitivity threshold is achieved for each polarization. 
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 is the solid angle describing the direction, 
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 is frequency. 
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 and 
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 are the orthogonal polarizations.
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<< Unchanged sections omitted >>
6.2.3
Test Purpose

The purpose of this test is to ensure that  
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of the UE is above specified limit. The lack of the reception sensitivity decreases the coverage area at the far side from Node B.

<< Unchanged sections omitted >>
6.3.3
Test Purpose

The purpose of this test is to ensure that
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 of the MS is above specified limit. The lack of the reception sensitivity decreases the coverage area at the far side from Base Station.

6.3.4
Method of test

6.3.4.1
Initial conditions

Test environment: normal condition; see TS51.010-1 [9] Annex A1.2.2.

A call is set up according to the generic call set up procedure on a TCH/FS with an ARFCN in the Mid ARFCN range, power control level set to maximum power.

The SS transmits Standard Test Signal C1 on the traffic channel, see TS51.010-1 [9] Annex A5.2.

The SS commands the MS to create traffic channel loop back signalling erased frames, see TS44.014 [34] clause 5.1.2.

6.3.4.2
Test procedure

1)
Position the MS against the SAM phantom

2)
The SS compares the data of the signal that it sends to the MS with the signal which is looped back from the receiver after demodulation and decoding, and checks the frame erasure indication.

3)
The SS determines the number of residual bit error events for the bits of class II, by examining sequences of at least the minimum number of samples of consecutive bits of class II. Bits are taken only from those frames not signalled as erased.

4)
Measure EIS from one measurement point. EIS is the power transmitted from one specific direction to the MS causing RBERII value of 2.00% ( 0.2%, see Annex E.19.2 

NOTE: To meet BER value target DL power level can be changed using user’s freely selectable algorithm. 

5)
Measure the EIS for every direction of selected sampling gird using two orthogonal polarizations to obtain TRS.

6)
Calculate TRS using equations from chapter  6.3.1.
7)
Steps 1) to 6) are repeated for TCH/FS with ARFCNs in the Low ARFCN range and the High ARFCN range.

NOTE 2:
Non standard settings:

To speed up sensitivity measurements non standard setting (i.e. data speed, PCL, BER target) can be used in the measurements. However to obtain TRS result the measured EIS figures shall be normalized by
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Where 
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 is sensitivity measurement done with standard setting. 
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EISnstd

 is sensitivity measurement done with non standard settings. 
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 is amount of reference measurement points.

To ensure accuracy of TRS, the amount of reference points measured should be at least 4. It is recommended to spread the reference measurements equally during the measurement time.

The measurement procedure is based on the measurement of the spherical sensitivity pattern of the DUT. The sensitivity values of the DUT at a predefined BER level are sampled in far field in a group of points located on a closed surface enclosing the DUT. The EIS samples are taken using a constant sample step of 30° both in theta (() and phi (() directions. All the EIS samples are taken with two orthogonal polarizations, 
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- and 
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-polarisations. The Total Radiated Sensitivity is calculated from the measured data by equation in chapter 6.3.1.

<< Unchanged sections omitted >>
6.4.3
Test Purpose

The purpose of this test is to ensure that 
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of the UE are above specified limit. The lack of the reception sensitivity decreases the coverage area at the far side from Node B.

<< End of changes >>
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