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Introduction

Total Number of CRs agreed for this WI: 38. TSs being affected:

· 36.508 - 
  1 CR(s)

· 36.521-1 - 
18 CR(s)

· 36.521-2 - 
  3 CR(s)

· 36.521-3 - 
  6 CR(s)

· 36.523-1 - 
  8 CR(s)

· 36.523-2 - 
  2 CR(s)

· 36.523-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-120726
	36.508
	0280
	-
	F
	Rel-9
	9.7.0
	Addition of the default value of Carrier Aggregation parameters
	LTE_CA-UEConTest

	R5-120343
	36.521-1
	0551
	-
	F
	Rel-10
	10.0.0
	Introduction of new maximum input level test case for CA
	LTE_CA-UEConTest

	R5-120351
	36.521-1
	0552
	-
	F
	Rel-10
	10.0.0
	CA RF - Changes in aggregated CC configurations
	LTE_CA-UEConTest

	R5-120355
	36.521-1
	0553
	-
	F
	Rel-10
	10.0.0
	CA RF - updates to 7.7A Spurious response for CA
	LTE_CA-UEConTest

	R5-120521
	36.521-1
	0556
	-
	F
	Rel-10
	10.0.0
	Introduction to Maximum Power Reduction for CA
	LTE_CA-UEConTest

	R5-120524
	36.521-1
	0557
	-
	F
	Rel-10
	10.0.0
	Introduction to Maximum Power Reduction for CA in Annex
	LTE_CA-UEConTest

	R5-120526
	36.521-1
	0558
	-
	F
	Rel-10
	10.0.0
	Introduction to Adjacent Channel Leakage power Ratio (ACLR) for CA in Annex
	LTE_CA-UEConTest

	R5-120825
	36.521-1
	0565
	-
	F
	Rel-10
	10.0.0
	Introduction of Chapter8 Single antenna port and Open loop spatial Multiplexing test cases for CA capable UE's.
	LTE_CA-UEConTest

	R5-120833
	36.521-1
	0567
	-
	F
	Rel-10
	10.0.0
	Addition of receiver image section 7.10
	LTE_CA-UEConTest

	R5-120837
	36.521-1
	0569
	-
	F
	Rel-10
	10.0.0
	Introduction to Adjacent Channel Leakage power Ratio (ACLR) for CA
	LTE_CA-UEConTest

	R5-120877
	36.521-1
	0577
	-
	F
	Rel-10
	10.0.0
	UE Transmit OFF power for CA
	LTE_CA-UEConTest

	R5-120878
	36.521-1
	0578
	-
	F
	Rel-10
	10.0.0
	Frequency error for Intraband CA
	LTE_CA-UEConTest

	R5-120879
	36.521-1
	0579
	-
	F
	Rel-10
	10.0.0
	Occupied bandwidth for intra-band contiguous CA
	LTE_CA-UEConTest

	R5-120880
	36.521-1
	0580
	-
	F
	Rel-10
	10.0.0
	Transmitter Spurious emissions for CA
	LTE_CA-UEConTest

	R5-120881
	36.521-1
	0581
	-
	F
	Rel-10
	10.0.0
	Reference sensitivity level for CA
	LTE_CA-UEConTest

	R5-120882
	36.521-1
	0582
	-
	F
	Rel-10
	10.0.0
	CA RF - Addition of test description to 6.2.2A MOP for intra-band CA
	LTE_CA-UEConTest

	R5-120884
	36.521-1
	0583
	-
	F
	Rel-10
	10.0.0
	CA RF - updates to 7.6.2A OOB blocking for CA
	LTE_CA-UEConTest

	R5-120885
	36.521-1
	0584
	-
	F
	Rel-10
	10.0.0
	CA RF - updates to 7.6.3A Narrow-band blocking for CA
	LTE_CA-UEConTest

	R5-120899
	36.521-1
	0585
	-
	F
	Rel-10
	10.0.0
	CA RF - updates to 7.6.1A In-band Blocking for CA
	LTE_CA-UEConTest

	R5-120534
	36.521-2
	0047
	-
	F
	Rel-10
	10.0.0
	Introduction to Applicability for RSRQ for E-UTRA Carrier Aggregation
	LTE_CA-UEConTest

	R5-120596
	36.521-2
	0048
	-
	F
	Rel-10
	10.0.0
	Updates to applicability for newly introduced CA feature chapter8 test cases in 36.521-2
	LTE_CA-UEConTest

	R5-120836
	36.521-2
	0052
	-
	F
	Rel-10
	10.0.0
	Introduction to CA Applicability for Transmitter Characteristics tests MPR and ACLR
	LTE_CA-UEConTest

	R5-120530
	36.521-3
	0529
	-
	F
	Rel-10
	9.7.0
	Introduction to FDD RSRQ for E-UTRA Carrier Aggregation
	LTE_CA-UEConTest

	R5-120531
	36.521-3
	0530
	-
	F
	Rel-10
	9.7.0
	Introduction to TDD RSRQ for E-UTRA Carrier Aggregation
	LTE_CA-UEConTest

	R5-120532
	36.521-3
	0531
	-
	F
	Rel-10
	9.7.0
	Introduction to FDD RSRQ for E-UTRA Carrier Aggregation in Annex
	LTE_CA-UEConTest

	R5-120533
	36.521-3
	0532
	-
	F
	Rel-10
	9.7.0
	Introduction to TDD RSRQ for E-UTRA Carrier Aggregation in Annex
	LTE_CA-UEConTest

	R5-120535
	36.521-3
	0533
	-
	F
	Rel-10
	9.7.0
	Introduction to Carrier Aggregation in Radio Resource Management
	LTE_CA-UEConTest

	R5-120536
	36.521-3
	0534
	-
	F
	Rel-10
	9.7.0
	Introduction to Carrier Aggregation in Default Message Contents
	LTE_CA-UEConTest

	R5-120727
	36.523-1
	1705
	-
	F
	Rel-10
	9.7.0
	CA / RRC connection reconfiguration / Carrier Aggregation / SCell addition/ modification/release / Success
	LTE_CA-UEConTest

	R5-120728
	36.523-1
	1706
	-
	F
	Rel-10
	9.7.0
	CA / RRC connection reconfiguration / Carrier Aggregation / SCell SI change / Success
	LTE_CA-UEConTest

	R5-120729
	36.523-1
	1707
	-
	F
	Rel-10
	9.7.0
	CA / RRC connection reconfiguration / SCell addition without UL
	LTE_CA-UEConTest

	R5-120730
	36.523-1
	1708
	-
	F
	Rel-10
	9.7.0
	CA / RRC connection reconfiguration / Handover / Success / SCell addition
	LTE_CA-UEConTest

	R5-120731
	36.523-1
	1709
	-
	F
	Rel-10
	9.7.0
	CA / RRC connection reconfiguration / Handover / Success / SCell becomes PCell
	LTE_CA-UEConTest

	R5-120732
	36.523-1
	1710
	-
	F
	Rel-10
	9.7.0
	CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A6
	LTE_CA-UEConTest

	R5-120733
	36.523-1
	1711
	-
	F
	Rel-10
	9.7.0
	CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Additional measurement reporting
	LTE_CA-UEConTest

	R5-120734
	36.523-1
	1712
	-
	F
	Rel-10
	9.7.0
	Addition of new Rel-10 test case 7.1.3.11 CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell
	LTE_CA-UEConTest

	R5-120348
	36.523-2
	0282
	-
	F
	Rel-10
	9.7.0
	Addition of applicability statement for new Rel-10 test case 7.1.3.11 CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell
	LTE_CA-UEConTest

	R5-120735
	36.523-2
	0292
	-
	F
	Rel-10
	9.7.0
	Applicability for new CA test cases
	LTE_CA-UEConTest
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