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1
Workplan related evaluation

1.1
History

	TSG meeting #
	TSG Tdoc number of status report
	TSG Tdoc number of work/study item description sheet as approved by TSG (if any)
	overall level of completion as decided by TSG
	completion date
as decided by TSG

	51
	WI started
	RP-110403
	0%
	Sept. 2012

	52
	RP-110578
	
	0%
	

	53
	RP-111030
	
	5%
	

	54
	RP-111508
	
	40%
	


NOTE:
The table covers all TSG meetings from the start of the WI/SI.

1.2
Status at this TSG meeting

NOTE:
This status reflects the conclusion of the leading WG (e.g. achieved by email). In case there was no consensus a corresponding range has to be provided and reason for missing consensus has to be mentioned.

1.2.1
Estimated of the level of completion of the work/study item

overall (mandatory to be provided):

45%



 
per WG (optional information):

WG4

45%
additional comments: 



1.2.2
Estimated completion date of the work/study item

The work/study item is planned to be 100% complete in:
Sept. 2012 

which is:
RAN #57
additional comments:




2.
Technical status related evaluation

2.1
Detailed Progress report since last TSG meeting (for all involved WGs)

RAN4 meeting#62
At RAN4 meeting#62, the inter-band CA TR was further updated in [1]. It was further clarified in [2] that both Δ TIB and Δ RIB  apply to small bandwidths 1.4 and 3MHz which are not part of the CA channel bandwidth considered in CA work.  
There were some discussions on whether RAN4 should allow UEs to only support a subset of bandwidth combinations for any band combination, which were summarized in [3]. However, there was no agreement.

No discussions occurred on the BS side. 
2.2
List of Completed elements (compare with open issues of last TSG)

Some clarification provided on the applicability of Δ TIB and Δ RIB  to small bandwidths 1.4 and 3MHz.
2.3
List of open issues

For one UL CC case, there seems to be some UE RX requirement such as out-of-band to be finalized, though it is not just relevant to this band combination. Currently in 36.101, it is stated “For the UE that supports inter-band CA, the out-of-bank blocking requirements are FFS.”
The two UL CCs case remains to be worked out.
3.
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