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<Start of modified section>
-
SystemInformationBlockType7

The IE SystemInformationBlockType7 contains information relevant only for inter-RAT cell re-selection i.e. information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for each frequency.
Table 4.4.3.3-6: SystemInformationBlockType7
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType7 ::= SEQUENCE {
	
	
	

	  t-ReselectionGERAN
	0
	
	

	  t-ReselectionGERAN-SF
	Not present
	
	

	  carrierFreqsInfoListSEQUENCE (SIZE (1..maxGNFG)) OF SEQUENCE {
	The same number of entries as the configured GERAN carriers

For Signalling test cases, see table 6.3.1.4-1
	n denotes the index of the entry
	

	    carrierFreqs [n] SEQUENCE {
	
	
	

	      startingARFCN[n]
	Set the corresponding starting ARFCN of the GERAN cells under test.

For Signalling test cases, see table 6.3.1.4-1
	
	

	      bandIndicator[n]
	Set according to the band used for GERAN cells under test 
	
	

	      followingARFCNs[n] CHOICE {
	
	
	

	        explicitListOfARFCNs[n]
	Set the corresponding ARFCN of GERAN cells under test

For Signalling test cases, see table 6.3.1.4-1
	
	

	      }
	
	
	

	    }
	
	
	

	    commonInfo[n] SEQUENCE {
	
	
	

	      cellReselectionPriority[n]
	2
	
	

	      ncc-Permitted[n]
	‘11111111'B
	
	

	      q-RxLevMin[n]
	2
	
	

	      p-MaxGERAN[n]
	0
	

	

	      threshX-High[n]
	2
	
	

	      threshX-Low[n]
	2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<Text skipped here>

6.3.1.4
GERAN carrier frequency group list in SIB7 for E-UTRA cells
GERAN carrier frequency group list for signalling test cases is defined in table 6.3.1.4-1. This table is referred to in the default contents of IE carrierFreqsInfoList in SystemInformationBlockType7 defined in table 4.4.3.3-6.
Table 6.3.1.4-1: GERAN carrier frequency group list for E-UTRA cells
	carrierFreqsInfoList

	number of entries
	index

(n)
	carrierFreqs[n]

	
	
	startingARFCN[n]
	explicitListOfARFCNs[n]

	
	
	
	number of entries
	ARFCN-ValueGERAN

	1
	1
	f11
	2
	 f12, f13

	
	
	
	
	 

	
	
	
	
	 



Table 6.3.1.4-2: Mapping of GERAN cells with TS 51.010-1 [25]
	GERAN cell
	Frequency
	GERAN cell in TS 51.010-1, clause 40

	Cell 24
	f11
	Cell A

	Cell 25
	f12
	Cell D

	Cell 26
	f13
	Cell B


NOTE 2:
Unless otherwise stated, GERAN cells 24/25/26 take the default values of GERAN cells A/B/D as defined in TS 51.010 clause 40.
<End of modified section>
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