Page 1



3GPP TSG-RAN WG5 Meeting #54
(
R5-120482
Dresden, Germany, 6-10 February 2012
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	1630
	(

rev
	-
	(

Current version:
	9.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Clarification on specifying parameter values without taking into account uncertainties

	
	

	Source to WG:
(

	Anritsu, Motorola Mobility

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	19/01/2012

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	In several TS 36.523-1 test cases values of parameters calculated by the UE are provided. In many cases, such as Srxlev, these values do not take into account allowed SS and UE uncertenties. It should be clarified that these values should therefore not be used directly in any further calculations, but such shall also take into account the not explicitly mentioned uncertanties.
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6.0.2
Other

Editor’s note: Other generic [FFS] information for idle mode testing to be added in this clause is as follows:

-
Default values of the system information fields for different methods and IEs specific to idle mode;

-
Requirements for FDD and TDD cells (check TS 36.331) in order for the UE to be able to identify a new detectable cell and camp on it (minimum channel power levels);

-
Generic test behaviour in case of combined E-UTRA/UTRA/GSM/HRPD/1xRTT tests: indication of access technology;

-
Test channel numbers used in test cases to associate a cell with a frequency for that cell.  If no channel is explicitly specified, the default value is Test Channel 1. The frequencies and RF signal levels for UTRA and GSM could be re-used from TS 34.123-1 clause 6. The frequencies and RF signal levels for E-UTRA test channels shall be based on TS 36.508 clauses 4.3.1.1, 4.3.1.2 and 4.3.4.

6.0.2.1
Values of parameters calculated by the UE

Values of some parameters calculated by the UE, such as Srxlev, are provided in the test case description without explicitly taking into account SS signal generation and UE measurement uncertainties.  These values are for information purpose only and therefore shall not be directly used to determine the UE behaviour; instead a range of values resulting from uncertainties specific for given test case conditions shall be considered.
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