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Reason for change:
(

In the last step 18 of the test case the UE will reselects back from Cell 3 to Cell 1 because the priority of Cell 1 is changed to 5 and priority of Cell 3 is left at 4.
However, because in Cell 1 system information still indicates that priorities of both Cell 1 and Cell 3 are equal (4), and Cell 3 actually has higher power, after step 18 the UE may sometimes performs measurements and reselect back to Cell 3 before the postamble (detach) is executed by TTCN in Cell 1. 

A draft prose CR will be raised at RAN5#54 meeting




Summary of change:
(

Change the absolute priority of cell 1 in SIB3 to priority 5 from default priority4
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not approved:
TTCN Implementation could result in failure of testcase on conformed UE
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Change 1

Testcase name
6.1.2.13

Reason for change
In the last step 18 of the test case the UE will reselects back from Cell 3 to Cell 1 because the priority of Cell 1 is changed to 5 and priority of Cell 3 is left at 4.
However, because in Cell 1 system information still indicates that priorities of both Cell 1 and Cell 3 are equal (4), and Cell 3 actually has higher power, after step 18 the UE may sometimes performs measurements and reselect back to Cell 3 before the postamble (detach) is executed by TTCN in Cell 1. 

A draft prose CR will be raised at RAN5#54 meeting

Summary of change
Change the absolute priority of cell 1 in SIB3 to priority 5 from default priority4

Source of change
\6_1\Idle_CellReselection.ttcn

Before change:

function f_TC_6_1_2_13_EUTRA ( ) runs on EUTRA_PTC

  {

….

    //Set SIB3 according to 6.1.2.13.3.3-2

    f_EUTRA_CellInfo_SetSIB3(eutra_Cell1,

                             cs_508_SystemInformationBlockType3_NonIntraSearch_Intrasearch(8, 11));

    f_EUTRA_CellInfo_SetSIB3(eutra_Cell2,

                             cs_508_SystemInformationBlockType3_NonIntraSearch_Intrasearch(8, 11));

    f_EUTRA_CellInfo_SetSIB3(eutra_Cell3,

                             cs_508_SystemInformationBlockType3_NonIntraSearch_Intrasearch(8, 11));

    //Set maximum cell powel level for cells in the test case

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell1, -79);

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell2, -79);

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell3, -79); //@sic R5s110042 : Cell 3 maximum reference power is initialised to -79 before preamble sic@

       

After change :

    //Set SIB3 according to 6.1.2.13.3.3-2

    f_EUTRA_CellInfo_SetSIB3(eutra_Cell1,

                             cs_508_SystemInformationBlockType3_NonIntraSearch_Intrasearch(8, 11));

    f_EUTRA_CellInfo_SetSIB3(eutra_Cell2,

                             cs_508_SystemInformationBlockType3_NonIntraSearch_Intrasearch(8, 11));

    f_EUTRA_CellInfo_SetSIB3(eutra_Cell3,

                             cs_508_SystemInformationBlockType3_NonIntraSearch_Intrasearch(8, 11));

    f_EUTRA_CellInfo_SetSysInfo_CellRes_Prio (eutra_Cell1, 5);  
    //Set maximum cell powel level for cells in the test case

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell1, -79);

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell2, -79);

    f_EUTRA_CellInfo_InitMaxReferencePower (eutra_Cell3, -79); //@sic R5s110042 : Cell 3 maximum reference power is initialised to -79 before preamble sic@
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