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Overview

This document lists a TTCN change needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D11wk42’.
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Corrections 

Change 1 – Correction to calls to f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8
Function name
f_TC_6_2_3_3_EUTRA

Reason for change
Calls to  f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8 produce an execution error as there is an access to v_UTRANSysInfo.Utran[0].FDD.Freq which is not defined for TDD or to v_UTRANSysInfo.Utran[0].TDD.Freq not defined for FDD.

This is because v_UTRANSysInfo gets the result of f_WaitForIRATCoOrd_SysInfo and the function that sends the cell info to the EUTRA component is f_UTRAN_Send_IR_SysInfoToEUTRA that clearly makes a distinction between UTRAN_FDD and UTRAN_TDD. Therefore, this leaves either the FDD bit or the TDD bit non initialized thus producing an execution error if both FDD and TDD bits are accessed. 

This can be avoided with a checking similar to what is done in test case 8.1.3.6 (see below) as well as other test cases like 13.1.2, 13.1.2a, 13.1.3, ..

//Set the Redirect Information in the RRCConnectionRelease message (step 1)

    if ( f_EUTRA_CellInfo_GetFDD_TDD ( eutra_Cell1 ) == FDD ) {//Since we do not have mixed FDD/TDD InterRat environment.

      v_RedirectedCarrierInfo := cs_RedirectionInfo_UtraFdd ( v_UTRANSysInfo.Utran[0].FDD.Freq );//[0] corresponds to Utran cell 5 according to the Init-function.

    }

    else {

      v_RedirectedCarrierInfo := cs_RedirectionInfo_UtraTdd ( v_UTRANSysInfo.Utran[0].TDD.Freq );

    }

Summary of change
Added FDD/TDD check condition to access v_UTRANSysInfo.Utran[0].FDD.Freq and v_UTRANSysInfo.Utran[0].TDD.Freq respectively.

Below an example for test case 6.2.3.3, but similar change is required for 13.1.2, 13.1.2a, 13.1.3, 13.1.4, 6.2.3.3, 6.2.3.4, 6.2.3.5, 6.2.3.6, 6.2.3.13, 6.2.3.31, 6.2.3.32, 6.3.3, 6.3.4, 6.3.7 and 6.3.8

TTCN module
InterRat_CellReSelection_EtoU.ttcn

MCC160 Comment


Before change

//Set SIB3 for Cell 1 according to Table 6.2.3.3.3.3-4
    f_EUTRA_CellInfo_SetSysInfo_CellRes_Prio (eutra_Cell1, v_CellRes_Prio_T0);
 

    //Coordinate with UTRAN component to receive UTRAN frequencies
    v_UTRANSysInfo := f_WaitForIRATCoOrd_SysInfo (UTRAN);
 

    //Set SIB6 for Cell 1 according to Table 6.2.3.3.3.3-6
    f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1, //@sic R5s110031 : Change 6.1 sic@
                                                cs_CarrierFreqUTRA_FDD_CRPrio (v_UTRANSysInfo.Utran[0].FDD.Freq,
                                                                               v_CellReselectionPriority_Cell5),
                                                cs_CarrierFreqUTRA_TDD_CRPrio (v_UTRANSysInfo.Utran[0].TDD.Freq,
                                                                               v_CellReselectionPriority_Cell5));                                     
    //Send the cell info to the UTRAN component
    f_IRAT_Send_EUTRA_SysInfoToOtherPort(UTRAN, f_EUTRA_CellInfo_GetEARFCN_DL(eutra_Cell1),
                                                f_ConvertDL_BandwidthToInteger (f_EUTRA_CellInfo_GetDL_ChBandwidth (eutra_Cell1)));
 



After change

//Set SIB3 for Cell 1 according to Table 6.2.3.3.3.3-4
    f_EUTRA_CellInfo_SetSysInfo_CellRes_Prio (eutra_Cell1, v_CellRes_Prio_T0);
 

    //Coordinate with UTRAN component to receive UTRAN frequencies
    v_UTRANSysInfo := f_WaitForIRATCoOrd_SysInfo (UTRAN);
 

    //Set SIB6 for Cell 1 according to Table 6.2.3.3.3.3-6
   if ( f_EUTRA_CellInfo_GetFDD_TDD ( eutra_Cell1 ) == FDD ) {//Since we do not have mixed FDD/TDD InterRat environment.
           f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,
                                                                                cs_CarrierFreqUTRA_FDD_CRPrio (v_UTRANSysInfo.Utran[0].FDD.Freq, v_CellReselectionPriority_Cell5));
    }
    else{
          f_EUTRA_SetSIB6_InterFreqCarrierFreqList_F8(eutra_Cell1,
                                                                               omit,
                                                                               cs_CarrierFreqUTRA_TDD_CRPrio (v_UTRANSysInfo.Utran[0].TDD.Freq,  v_CellReselectionPriority_Cell5));
    }
    //Send the cell info to the UTRAN component
    f_IRAT_Send_EUTRA_SysInfoToOtherPort(UTRAN, f_EUTRA_CellInfo_GetEARFCN_DL(eutra_Cell1),
                                                f_ConvertDL_BandwidthToInteger (f_EUTRA_CellInfo_GetDL_ChBandwidth (eutra_Cell1)));
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