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Reason for change:
(

In current implementation, there are two alt cases, one for steps 8Aa1, 8Ab1 and second one for step 9. This implementation assumes that step 8Aa1, 8Ab1 are mandatory and measurement for cell4 or for cell2 will be sent in any case. But according to the 36523-1-970_s08, the steps 8Aa1 and 8Ab1 describes only exception behaviour, depend on UE behavior

Therefore there must be only one alt case, which will be handle measurment from steps 8Aa1, 8Ab1 and also measurments from step 9.




Summary of change:
(

Concatenate two alt cases from steps 8Aa1, 8Ab1 and step9 to one alt case.
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Change 1

Testcase name
8.3.1.7

Reason for change
In current implementation, there are two alt cases, one for steps 8Aa1, 8Ab1 and second one for step 9. This implementation assumes that step 8Aa1, 8Ab1 are mandatory and measurement for cell4 or for cell2 will be sent in any case. But according to the 36523-1-970_s08, the steps 8Aa1 and 8Ab1 describes only exception behaviour, depend on UE behavior

Therefore there must be only one alt case, which will be handle measurment from steps 8Aa1, 8Ab1 and also measurments from step 9.

Summary of change
Concatenate two alt cases from steps 8Aa1, 8Ab1 and step9 to one alt case.

Source of change
\8_3\RRC_Measurement.ttcn

Before change:

function f_TC_8_3_1_7_EUTRA() runs on EUTRA_PTC

{ // Measurement configuration control and reporting / Intra E-UTRAN measurements / Blacklisting

…………….

…………….

    //@siclog "Steps 8Aa1 and 8Ab1" siclog@

    //Check: does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP values for Cell 1 and Cell 2 or Cell 1 and Cell 4?

    //@sic R5-115239 sic@

    alt {

      [] SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                         cr_MeasurementReport_8_3_1_7_Step6(v_PhysicalCellIdentity_Cell2))) {}

      [] SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                         cr_MeasurementReport_8_3_1_7_Step6(v_PhysicalCellIdentity_Cell4))) {}

    }
    //@siclog "Step 9" siclog@

    //Check: does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP values for Cell 1, Cell 2 and Cell 4?

    //@sic R5s110005, R5s110329 sic@

    alt {

      []SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                        cr_MeasurementReport_8_3_1_7_Step9(v_PhysicalCellIdentity_Cell2,

                                                                           v_PhysicalCellIdentity_Cell4))) {}

      []SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                        cr_MeasurementReport_8_3_1_7_Step9(v_PhysicalCellIdentity_Cell4,

                                                                           v_PhysicalCellIdentity_Cell2))) {}

    }

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.3.1.7 Step 9");

    //End TestBody

    //------------------------------------------------

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED); //@sic R5-103875 sic@

  } //end of testcase 8.3.1.7

After change :

function f_TC_8_3_1_7_EUTRA() runs on EUTRA_PTC

{ // Measurement configuration control and reporting / Intra E-UTRAN measurements / Blacklisting

…………….

…………….

    //@siclog "Steps 8Aa1 and 8Ab1" siclog@

    //Check: does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP values for Cell 1 and Cell 2 or Cell 1 and Cell 4?

    //@sic R5-115239 sic@

    //@siclog "Step 9" siclog@

    //Check: does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP values for Cell 1, Cell 2 and Cell 4?

    //@sic R5s110005, R5s110329 sic@

    //Anritsu Change 1

    alt {
      [] SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                         cr_MeasurementReport_8_3_1_7_Step6(v_PhysicalCellIdentity_Cell2))) 

{ 

         repeat;

}

      [] SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1, //Anritsu PTO TTCN CR required

                                         cr_MeasurementReport_8_3_1_7_Step6(v_PhysicalCellIdentity_Cell4))) 

       {

         repeat;

       }
      []SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                        cr_MeasurementReport_8_3_1_7_Step9(v_PhysicalCellIdentity_Cell2,

                                                                           v_PhysicalCellIdentity_Cell4))) {}

      []SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                        cr_MeasurementReport_8_3_1_7_Step9(v_PhysicalCellIdentity_Cell4,

                                                                           v_PhysicalCellIdentity_Cell2))) {}

    }
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.3.1.7 Step 9");

    //End TestBody

    //------------------------------------------------

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED); //@sic R5-103875 sic@

  } //end of testcase 8.3.1.7
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