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Overview

This document lists a TTCN change needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D11wk42’.
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Corrections 

Change 1 – Correction to f_UTRAN_RB_SetUp 

Function name
f_UTRAN_RB_SetUp 

Reason for change
Initializacion of variable v_CellInfoTDD is done before it is checked that according to f_UTRAN_CellInfo_GetFDD_TDD we are on an FDD or TDD scenario. 

Thus, on the FDD scenario, assignment of values obtained from a call to the function f_UTRAN_CellInfo_GetTDDSpecific produces an error as cellInfo_Specific_TDD parameters have not been initialized to a value different than omit.  

Summary of change
Initialize v_CellInfoTDD only after there is a check that we are on the UTRAN_TDD scenario.

TTCN module
UTRAN_RAB_Functions.ttcn

MCC160 Comment


Before change

/* @desc      To setup a RADIO BEARER and to reconfigure the SS accordingly.

   *            See TS 36.508 cl. 4.8.3 for more details what bearers are configured.

   * @param     p_CellId

   * @param     p_RbType

   * @param     p_USIM              (default value: true)

   * @status    APPROVED

   */

  function f_UTRAN_RB_SetUp (UTRAN_CellId_Type p_CellId,

                             RB_ConfigType     p_RbType,

                             boolean           p_USIM := true) //@sic R5s110210 sic@

    runs on UTRAN_PTC

  {

    var UTRAN_SecurityInfo_Type v_SecurityInfo := f_UTRAN_Security_Get();

    var UTRAN_CFN_Info_Type v_CfnInfo := f_CalculateActTime (p_CellId);

    var template (value) SS_ActivationTime v_SS_ActivationTime := cs_ActivateCFN (v_CfnInfo.actTime);

    var C_RNTI v_New_CRNTI := '1010101010101010'B;

    var UTRAN_CellInfo_Type_TDD v_CellInfoTDD := f_UTRAN_CellInfo_GetTDDSpecific ( p_CellId );
    var boolean v_CellIsFDD; //@sic R5s110210 Additional MCC160 changes sic@

    var boolean v_CnfReq := true; //@sic R5s110210 Additional MCC160 changes sic@

    select (f_UTRAN_CellInfo_GetFDD_TDD (p_CellId)) { //@sic R5s110210 Additional MCC160 changes sic@

      case (UTRAN_FDD) {

        v_CellIsFDD := true;

      }

      case (UTRAN_TDD) {

        v_CellIsFDD := false;

      }

      case else {

        FatalError(__FILE__, __LINE__, "Cell is neither FDD nor TDD");

      }

    }

After change

/* @desc      To setup a RADIO BEARER and to reconfigure the SS accordingly.

   *            See TS 36.508 cl. 4.8.3 for more details what bearers are configured.

   * @param     p_CellId

   * @param     p_RbType

   * @param     p_USIM              (default value: true)

   * @status    APPROVED

   */

  function f_UTRAN_RB_SetUp (UTRAN_CellId_Type p_CellId,

                             RB_ConfigType     p_RbType,

                             boolean           p_USIM := true) //@sic R5s110210 sic@

    runs on UTRAN_PTC

  {

    var UTRAN_SecurityInfo_Type v_SecurityInfo := f_UTRAN_Security_Get();

    var UTRAN_CFN_Info_Type v_CfnInfo := f_CalculateActTime (p_CellId);

    var template (value) SS_ActivationTime v_SS_ActivationTime := cs_ActivateCFN (v_CfnInfo.actTime);

    var C_RNTI v_New_CRNTI := '1010101010101010'B;

    var UTRAN_CellInfo_Type_TDD v_CellInfoTDD;
    var boolean v_CellIsFDD; //@sic R5s110210 Additional MCC160 changes sic@

    var boolean v_CnfReq := true; //@sic R5s110210 Additional MCC160 changes sic@

    select (f_UTRAN_CellInfo_GetFDD_TDD (p_CellId)) { //@sic R5s110210 Additional MCC160 changes sic@

      case (UTRAN_FDD) {

        v_CellIsFDD := true;

      }

      case (UTRAN_TDD) {

        v_CellIsFDD := false;

        v_CellInfoTDD := f_UTRAN_CellInfo_GetTDDSpecific ( p_CellId );
      }

      case else {

        FatalError(__FILE__, __LINE__, "Cell is neither FDD nor TDD");

      }

    }
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