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Reason for change:
(

In step 11b3 UE is paged with CS domain. 

As per  TS 23.272 cl.7.2:

5. If the MME did not return an "SMS-only" indication to the UE during Attach or Combined TA/LA Update procedures, ...
If the MME returned the "SMS-only" indication to the UE during Attach or Combined TA/LA Update procedures, the MME shall not send the paging to the eNodeBs and sends Paging Reject towards MSC to stop CS Paging procedure and this CSFB procedure stops.

So to cater to test purpose at this point (i.e. step 11b3) instead of paging, UE should be triggered for a CS MO call.

Note: Prose CR R5-120384 is submitted for this change.




Summary of change:
(

Step 11b3 corrected to ask user to initiate MO CS call instead of CS paging by SS.




Consequences if 
(

not approved:
A correctly implemented UE can fail the test case.
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1.1 Change 1

Testcase name
9.2.1.2.1b

Reason for change
In step 11b3 UE is paged with CS domain. 

As per  TS 23.272 cl.7.2:

5. If the MME did not return an "SMS-only" indication to the UE during Attach or Combined TA/LA Update procedures, ...
If the MME returned the "SMS-only" indication to the UE during Attach or Combined TA/LA Update procedures, the MME shall not send the paging to the eNodeBs and sends Paging Reject towards MSC to stop CS Paging procedure and this CSFB procedure stops.

So to cater to test purpose at this point (i.e. step 11b3) instead of paging, UE should be triggered for a CS MO call.

Note: Prose CR R5-120384 is submitted for this change.

Summary of change
In step 11b3 user requested to initiate CS MO call in UE, instead of CS paging by SS.

Source of change
NAS_ATTACH_UG.ttcn

Before change:

        function f_TC_9_2_1_2_1b_EUTRA ( ) runs on EUTRA_PTC

  {

        ...

        ...

  //@siclog "Step 11b3" siclog@

      // The SS transmits a paging on cellA with S-TMSI in GUTI-2 for CS domain.

     f_EUTRA_UE_Page(eutra_CellA,

                      cs_DomainNasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_Guti2_Params.MME_Code,

                                                                               v_Guti2_Params.M_TMSI),
                                                   cs));
    ...

    ...

    ...

}

After change:

function f_TC_9_2_1_2_1b_EUTRA ( ) runs on EUTRA_PTC

  {

        ...

        ...

  //@siclog "Step 11b3" siclog@

       //Initiate a CS call

       f_UT_RequestCSCall (UT);
          ...

    ...

    ...

}
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