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Reason for change:
(

The guard timer is not sufficient to pass these test cases.

As per 36.304 clause 5.2.4.4

>>>

If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under E-UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.

<<<

As in both the test cases UE stores the TAI in " forbidden tracking areas for roaming", hence UE will not camp on a desired cell which is not the highest power cell, and UE may take around 300 seconds to camp on desired cell






Summary of change:
(

Increase the guard timer.




Consequences if 
(

not approved:
Conformance UE may not pass the test case.
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Change 1

Testcase name
9.2.3.1.17

Reason for change
The guard timer is not sufficient to pass this test case.

As per 36.304 clause 5.2.4.4

>>>

If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under E-UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.

<<<

AS in both the test cases UE stores the TAI in " forbidden tracking areas for roaming", hence UE will not camp on a desired cell which is not the highest power cell, and UE may take around 300 seconds to camp on desired cell

Summary of change
Increase the guard timer.

Source of change
LTE_EPS_TS_Testcases_11wk49.ttcn




Before change:

  testcase TC_9_2_3_1_17() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   Normal tracking area update / Rejected / Roaming not allowed in this tracking area

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS        := null;

    timer t_GuardTimer := int2float(360);

    if (not( (px_RATComb_Tested==EUTRA_Only) or ((px_RATComb_Tested==EUTRA_UTRA) and pc_UTRA) or ((px_RATComb_Tested==EUTRA_GERAN) and pc_GERAN) )) {

      FatalError(__FILE__, __LINE__, "invalid value for px_RATComb_Tested");

    }

   ---

   ---

   ---

}

After change:

  testcase TC_9_2_3_1_17() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   Normal tracking area update / Rejected / Roaming not allowed in this tracking area

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS        := null;

    timer t_GuardTimer := int2float(720);

    if (not( (px_RATComb_Tested==EUTRA_Only) or ((px_RATComb_Tested==EUTRA_UTRA) and pc_UTRA) or ((px_RATComb_Tested==EUTRA_GERAN) and pc_GERAN) )) {

      FatalError(__FILE__, __LINE__, "invalid value for px_RATComb_Tested");

    }

   ---

   ---

   ---

}

Change 2

Testcase name
9.2.3.1.19

Reason for change
Same as above

Summary of change
Increase the guard timer.

Source of change
LTE_EPS_TS_Testcases_11wk49.ttcn




Before change:

testcase TC_9_2_3_1_19() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   Normal tracking area update / Rejected / No suitable cells in tracking area

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS        := null;

    timer t_GuardTimer := int2float(360);

    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_UTRAN, v_GERAN, v_CDMA2000, v_IMS);

    v_EUTRA.start(f_TC_9_2_3_1_19_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }

After change:

testcase TC_9_2_3_1_19() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   Normal tracking area update / Rejected / No suitable cells in tracking area

    var EUTRA_PTC    v_EUTRA      := null;

    var UTRAN_PTC    v_UTRAN      := null;

    var GERAN_PTC    v_GERAN      := null;

    var CDMA2000_PTC v_CDMA2000   := null;

    var IMS_PTC      v_IMS        := null;

    timer t_GuardTimer := int2float(720);

    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(v_EUTRA, v_UTRAN, v_GERAN, v_CDMA2000, v_IMS);

    v_EUTRA.start(f_TC_9_2_3_1_19_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop(t_GuardTimer);

  }
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