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Reason for change:
(

At step 22 cell B and C are configured on the same frequency and as per the expected sequence UE should camp to suitable cell. However due the high interference from Cell B, UE may not be able to camp to cell C.

Note: This problem occurred as result of Prose CR R5-115627.




Summary of change:
(

Cell type of cell B changed at step 22 from ''Suitable cell'' to “Suitable neighbour intra-frequency cell”
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not approved:
Conformant UE may not pass this test case.
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Change 1

Testcase name
fl_TC_9_2_3_1_4_Body

Reason for change
At step 22 cell B and C are configured on the same frequency and as per the expected sequence UE should camp to suitable cell. However due the high interference from Cell B, UE may not be able to camp to cell C.

Note: This problem occurred as result of Prose CR R5-115627.

Summary of change
Cell type of cell B changed at step 22 from ''Suitable cell'' to “Suitable neighbour intra-frequency cell”

Source of change
NAS_TrackingArea_EOnly.ttcn

Before change:

function fl_TC_9_2_3_1_4_Body() runs on EUTRA_PTC

  {

…

…

f_Delay(300.0);  // @sic R5-113810 sic@

…

…

    //@siclog "Step 22" siclog@

    //+   Set the cell type of cell B to the "Suitable cell"

    //+   Set the cell type of cell C to the "Serving cell"

    //+   Set the cell type of cell D to the "Non-Suitable cell"

    v_CellPowerList := {

      cs_CellPower ( eutra_CellD, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_SuitableCellRS_EPRE ),
      cs_CellPower ( eutra_CellC, tsc_ServingCellRS_EPRE )

    };

…

…

  } // function tc_9_2_3_1_4_EUTRA

After change:

function fl_TC_9_2_3_1_4_Body() runs on EUTRA_PTC

  {

…

…

f_Delay(300.0);  // @sic R5-113810 sic@

…

…

   //@siclog "Step 22" siclog@

    //+   Set the cell type of cell B to the "Suitable cell"

    //+   Set the cell type of cell C to the "Serving cell"

    //+   Set the cell type of cell D to the "Non-Suitable cell"

    v_CellPowerList := {

      cs_CellPower ( eutra_CellD, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_Suitable_NeighbourIntraFreq_CellRS_EPRE ),
      cs_CellPower ( eutra_CellC, tsc_ServingCellRS_EPRE )

    };

…

…

  } // function tc_9_2_3_1_4_EUTRA
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