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Overview

This document lists a TTCN change needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D11wk49’.
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Corrections 

Change 1 – Correction to specific template for TC 8.3.2.4 step 10

Template name
DL_DCCH_Message cs_RRCConnectionReconfiguration_RemoveMeasId_1Entry

Reason for change
TTCN function for reconfiguration of measurement gaps is not yet implemented in ATS_wk49. 

Hence TTCN reports an error in "f_EUTRA_SS_MeasGapCtrlConfig" when sending RrcConnectionReconfiguration with measurements gaps configuration in test step 10. This is because measurement gaps have already been configured via the RrcConnectionReconfiguration in the previous test step 1.

Summary of change
As the measurement gaps configuration is exactly the same in both, RrcConnectionReconfiguration messages, the measurement gaps configuration was removed from the template for RrcConnectionReconfiguration in test step 10.

TTCN module
EUTRA_Measurement_Specific_Templates.ttcn

MCC160 Comment


Before change

//------------------------------------------------
  //8.3.2.4, Step10
  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_RemoveMeasId_1Entry(RRC_TransactionIdentifier p_RRC_TI,
                                                                                       integer p_MeasId) :=
  /* @status    APPROVED */
  cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,
                                                    cs_MeasConfig(omit,
                                                                  omit,
                                                                  omit,
                                                                  omit,
                                                                  cs_MeasIdToRemoveList_1Entry( p_MeasId ),
                                                                  omit,
                                                                  cs_QuantityConfig(cs_QuantityConfigEUTRA( omit, omit ),
                                                                                    cs_QuantityConfigUTRA( cpich_EcN0, pccpch_RSCP, omit ),
                                                                                    omit,
                                                                                    omit ), // @sic CR R5-101039 sic@
                                                                  cs_508_MeasGapConfig_GP1 ) );
  //------------------------------------------------
  //8.3.2.5, Step1, condition UTRAN-FDD



After change

  //------------------------------------------------
  //8.3.2.4, Step10
  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_RemoveMeasId_1Entry(RRC_TransactionIdentifier p_RRC_TI,
                                                                                       integer p_MeasId) :=
  /* @status    APPROVED */
  cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,
                                                    cs_MeasConfig(omit,
                                                                  omit,
                                                                  omit,
                                                                  omit,
                                                                  cs_MeasIdToRemoveList_1Entry( p_MeasId ),
                                                                  omit,
                                                                  cs_QuantityConfig(cs_QuantityConfigEUTRA( omit, omit ),
                                                                                    cs_QuantityConfigUTRA( cpich_EcN0, pccpch_RSCP, omit ),
                                                                                    omit,
                                                                                    omit )));//, // @sic CR R5-101039 sic@
                                                                  //cs_508_MeasGapConfig_GP1 ) ); 
  //------------------------------------------------
//8.3.2.5, Step1, condition UTRAN-FDD



Change 2 – Correction to specific template for TC 8.3.3.2 step 5

Function name
DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_3_2_Step5_FDD

Reason for change
TTCN reports error in function "f_EUTRA_GetNextSendOccasion" (inside the postamble part) regarding simultaneous configuration of DRX and MeasGap.

As the gap configuration is exactly the same in both RrcConnectionReconfiguration messages sent in test steps 1 and 5, the template for RrcConnectionReconfiguration in test step 5 has been updated to remove the measurement gaps configuration.

Summary of change
Measurement gaps configuration has been removed from RrcConnectionReconfiguration in test step 5.

As DRX configuration is mandated by the test spec, the measurement gaps configuration has been removed just before calling the postamble functions.

TTCN module
EUTRA_Measurement_Specific_Templates.ttcn

MCC160 Comment


Before change

  //------------------------------------------------
  //8.3.3.2, Step5, condition UTRAN-FDD
  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_3_2_Step5_FDD(RRC_TransactionIdentifier p_RRC_TI,
                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,
                                                                                     PhysCellIdUTRA_FDD p_PhysCellIdUTRA_FDD ) :=
    /* @status    APPROVED */
    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,
                                           cs_MeasConfig(omit,
                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f8, //@sic Thomas R5-110719 sic@
                                                                                          cs_MeasObject_measObjectUTRA( p_EUTRA_DL_CarrierFreq, 0, omit, omit, { utra_FDD := p_PhysCellIdUTRA_FDD } ) ),
                                                         omit,
                                                         cs_ReportConfigToAddModList_1Entry(tsc_ReportConfigId_CGI,
                                                                                            cs_ReportConfig_reportConfigInterRAT_periodical( reportCGI, 1, ms1024, r1 ) ),
                                                         omit,
                                                         cs_MeasIdToAddModList_1Entry( 2, tsc_IdMeasObject_f8, tsc_ReportConfigId_CGI ), //@sic Thomas R5-110719 sic@
                                                         cs_QuantityConfig(cs_QuantityConfigEUTRA( omit, omit ),
                                                                           cs_QuantityConfigUTRA( cpich_EcN0, pccpch_RSCP, omit ),
                                                                           omit,
                                                                           omit ), // @sic R5-101039 sic@
                                                         cs_508_MeasGapConfig_GP1 ),
                                           omit,
                                           //@sic R5-105002 sic@
                                           cs_RadioResourceConfigDedicated(omit,
                                                                           omit,
                                                                           omit,
                                                                           cs_MAC_MainConfig_Explicit_DisableBSR_ReleasePHR(cds_DRX_Config_SF2560, infinity_)),  /* @sic R5s110176 BASELINE MOVING 2011, R5s110738 sic@ */
                                           omit );
  //------------------------------------------------
  //8.3.3.2, Step5, condition UTRAN-TDD



After change

//------------------------------------------------
  //8.3.3.2, Step5, condition UTRAN-FDD
  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_3_2_Step5_FDD(RRC_TransactionIdentifier p_RRC_TI,
                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,
                                                                                     PhysCellIdUTRA_FDD p_PhysCellIdUTRA_FDD ) :=
    /* @status    APPROVED */
    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,
                                           cs_MeasConfig(omit,
                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f8, //@sic Thomas R5-110719 sic@
                                                                                          cs_MeasObject_measObjectUTRA( p_EUTRA_DL_CarrierFreq, 0, omit, omit, { utra_FDD := p_PhysCellIdUTRA_FDD } ) ),
                                                         omit,
                                                         cs_ReportConfigToAddModList_1Entry(tsc_ReportConfigId_CGI,
                                                                                            cs_ReportConfig_reportConfigInterRAT_periodical( reportCGI, 1, ms1024, r1 ) ),
                                                         omit,
                                                         cs_MeasIdToAddModList_1Entry( 2, tsc_IdMeasObject_f8, tsc_ReportConfigId_CGI ), //@sic Thomas R5-110719 sic@
                                                         cs_QuantityConfig(cs_QuantityConfigEUTRA( omit, omit ),
                                                                           cs_QuantityConfigUTRA( cpich_EcN0, pccpch_RSCP, omit ),
                                                                           omit,
                                                                           omit )), // @sic R5-101039 sic@
                                                        // cs_508_MeasGapConfig_GP1 ), 
                                           omit,
                                           //@sic R5-105002 sic@
                                           cs_RadioResourceConfigDedicated(omit,
                                                                           omit,
                                                                           omit,
                                                                           cs_MAC_MainConfig_Explicit_DisableBSR_ReleasePHR(cds_DRX_Config_SF2560, infinity_)),  /* @sic R5s110176 BASELINE MOVING 2011, R5s110738 sic@ */
                                           omit );
  //------------------------------------------------
//8.3.3.2, Step5, condition UTRAN-TDD
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