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4.6.1
Contents of RRC messages
[text skipped here]
–
RRCConnectionReconfiguration
Table 4.6.1-8: RRCConnectionReconfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	
	MeasConfig-DEFAULT
	
	MEAS

	        mobilityControlInfo
	Not present
	
	

	
	MobilityControlInfo-HO
	
	HO, HO-TO-EUTRA

	        dedicatedInfoNASList
	Not present
	
	

	
	Set according to specific message content
	
	SRB2-DRB(n, m)

DRB(n, m)

SRB1-SRB2-DRB(n,m)

AM-DRB-ADD(bid)

UM-DRB-ADD(bid)

DRB-REL(bid)

DRB-Mod

	        radioResourceConfigDedicated
	Not present
	
	

	
	RadioResourceConfigDedicated-SRB2-DRB(n, m)
	
	SRB2-DRB(n, m)

	
	RadioResourceConfigDedicated-DRB(n, m)
	
	DRB(n, m)

	
	RadioResourceConfigDedicated-AM-DRB-ADD(bid)
	
	AM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-UM-DRB-ADD(bid)
	
	UM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-DRB-REL(bid)
	
	DRB-REL(bid)

	
	RadioResourceConfigDedicated-HO
	
	HO

	
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m)

	
	RadioResourceConfigDedicated-DRB-Mod
	
	DRB-Mod

	        securityConfigHO
	Not present
	
	

	
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            otherConfig-r9
	Not present
	
	

	            fullConfig-r9
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	
	FFS
	
	SCell_Rel

	              sCellToAddModList-r10
	Not present
	
	

	
	SCellToAddMod-r10-DEFAULT
	
	SCell_AddMod

	              nonCriticalExtension
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB2-DRB(n,m)
	Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including establishment of SRB2)

	DRB(n,m)
	Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be established)

	AM-DRB-ADD(bid)
	Establishment of a single additional AM DRB with bearer identity bid (SRB2 should already be established)

	UM-DRB-ADD(bid)
	Establishment of a single additional UM DRB with bearer identity bid (SRB2 should already be established)

	DRB-REL(bid)
	Release of the DRB with bearer identity bid

	HO
	Intra LTE handover

	MEAS
	A measurement is configured

	HO-TO-EUTRA(n,m)
	Inter-RAT handover to E-UTRA including the establishment of a SRB1, SRB2 and n x AM DRB plus m x UM DRB

	DRB-Mod
	Modification of already established DRB ID 2 and is used for sending Modify EPS Bearer Context Request message (SRB2 should already be established)

	SCell_Rel
	Release of SCell

	SCell_AddMod
	Addition or modification of SCell


4.6.3
Radio resource control information elements
–
AntennaInfoDedicated-r10-DEFAULT
Table 4.6.3-0A: AntennaInfoDedicated-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10
	FFS
	
	

	  codebookSubsetRestriction-r10
	FFS
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    setup
	openLoop
	
	

	  }
	
	
	

	}
	
	
	


–
AntennaInfoUL-r10-DEFAULT
Table 4.6.3-0B: AntennaInfoUL-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoUL-r10 ::= SEQUENCE {
	
	
	

	  transmissionModeUL-r10
	FFS
	
	

	  fourAntennaPortActivated-r10
	FFS
	
	

	}
	
	
	


–
BCCH-Config-DEFAULT

Table 4.6.3-1: BCCH-Config-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BCCH-Config-DEFAULT::= SEQUENCE {
	
	
	

	  modificationPeriodCoeff
	n4
	To provide reliable delivery of SI change notifications.
	

	    }
	
	
	


–
CQI-ReportAperiodic-r10-DEFAULT
Table 4.6.3-1A: CQI-ReportAperiodic-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportAperiodic-r10 ::=CHOICE {
	
	
	

	  release
	NULL
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-ReportModeAperiodic-r10
	FFS
	
	

	    aperiodicCSI-Trigger-r10 SEQUENCE {
	
	
	

	      trigger1-r10
	FFS
	
	

	      trigger2-r10
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CQI-ReportConfig-DEFAULT

Table 4.6.3-2: CQI-ReportConfig-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic
	Not present
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	CQI_PERIODIC

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	25
	(see Table 7.2.2-1A in TS 36.213)
	FDD

	
	24
	(see Table 7.2.2-1C in TS 36.213)
	TDD

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	483
	(see Table 7.2.2-1B in TS 36.213)
	FDD

	
	484
	(see Table 7.2.2-1B in TS 36.213) This value for TDD is selected together with cqi-pmi-ConfigIndex based on TDD configuration 1.
	TDD

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	CQI_PERIODIC
	When periodic CQI reporting should be enabled

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
CQI-ReportConfig-r10-DEFAULT
Table 4.6.3-2AA: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	CQI-ReportAperiodic-r10-DEFAULT
	
	

	  nomPDSCH-RS-EPRE-Offset
	FFS
	
	

	  cqi-ReportPeriodic-r10
	CQI-ReportPeriodic-r10-DEFAULT
	
	

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10
	Not present
	
	

	}
	
	
	


–
CQI-ReportConfigSCell-r10-DEFAULT
Table 4.6.3-2AB: CQI-ReportConfigSCell-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	FFS
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	FFS
	
	

	  cqi-ReportPeriodicSCell-r10
	CQI-ReportPeriodic-r10-DEFAULT
	
	

	  pmi-RI-Report-r10
	FFS
	
	

	}
	
	
	


–
CQI-ReportPeriodic-r10-DEFAULT

Table 4.6.3-2AC: CQI-ReportPeriodic-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	FFS
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	FFS
	
	

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	FFS
	
	

	      }
	
	
	

	      subbandCQI-r10 SEQUENCE {
	
	
	

	        k
	FFS
	
	

	        periodicityFactor-r10
	FFS
	
	

	      }
	
	
	

	    }
	
	
	

	    ri-ConfigIndex
	FFS
	
	

	    simultaneousAckNackAndCQI
	FFS
	
	

	    cqi-Mask-r9
	FFS
	
	

	    csi-ConfigIndex-r10 CHOICE {
	
	
	

	      release
	NULL
	
	

	      setup SEQUENCE {
	
	
	

	        cqi-pmi-ConfigIndex2-r10
	FFS
	
	

	        ri-ConfigIndex2-r10
	FFS
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CrossCarrierSchedulingConfig-r10-DEFAULT
Table 4.6.3-2AD: CrossCarrierSchedulingConfig-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CrossCarrierSchedulingConfig-r10 ::= SEQUENCE {
	
	
	

	  schedulingCellInfo-r10 CHOICE {
	
	
	

	    own-r10 SEQUENCE {
	
	
	

	      cif-Presence-r10
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CSI-RS-Config-r10-DEFAULT

Table 4.6.3-2AE: CSI-RS-Config-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE {
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	FFS
	
	

	      resourceConfig-r10
	FFS
	
	

	      subframeConfig-r10
	FFS
	
	

	      p-C-r10
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE {
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      zeroTxPowerResourceConfigList-r10
	FFS
	
	

	      zeroTxPowerSubframeConfig-r10
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
DRB-ToAddModList-RECONFIG
Table 4.6.3-2A: DRB-ToAddModList-RECONFIG
	Derivation Path:  36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddModList ::= SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	2 Entries
	
	

	  eps-BearerIdentity[1]
	Not present
	
	

	  drb-Identity[1]
	1
	
	

	  pdcp-Config[1]
	Not present
	
	

	  rlc-Config[1]
	RLC-Config-DRB-AM-RECONFIG
	
	

	  logicalChannelIdentity[1]
	Not present
	
	

	  logicalChannelConfig[1]
	Not present
	
	

	  eps-BearerIdentity[2]
	Not present
	
	

	  drb-Identity[2]
	2
	
	

	  pdcp-Config[2]
	Not present
	
	

	  rlc-Config[2]
	RLC-Config-DRB-AM-RECONFIG
	
	

	  logicalChannelIdentity[2]
	Not present
	
	

	  logicalChannelConfig[2]
	Not present
	
	

	}
	
	
	


 [text skipped here]
–
PDSCH-ConfigDedicated-DEFAULT

Table 4.6.3-6: PDSCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-3 for signalling test cases;

dB0 for others
	dB-3 for signalling test cases to reduce interference from PDSCH of intra-frequency neighbour cells
	1TX

	
	dB-3
	
	2TX

	}
	
	
	


–
PhysicalConfigDedicatedSCell-r10-DEFAULT
Table 4.6.3-6A: PhysicalConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfo-r10
	AntennaInfoDedicated-r10-DEFAULT
	
	

	    crossCarrierSchedulingConfig-r10
	CrossCarrierSchedulingConfig-r10-DEFAULT
	
	

	    csi-RS-Config-r10
	CSI-RS-Config-r10-DEFAULT
	
	

	    pdsch-ConfigDedicated-r10
	PDSCH-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfoUL-r10
	AntennaInfoUL-r10-DEFAULT
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	SoundingRS-UL-ConfigDedicated-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	SoundingRS-UL-ConfigDedicatedAperiodic-r10-DEFAULT
	
	

	  }
	
	
	

	}
	
	
	


–
PRACH-Config-DEFAULT

Table 4.6.3-7: PRACH-Config-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  rootSequenceIndex
	See clause 4.4.2, Table 4.4.2-1A and clause 6.3.2.2 Table 6.3.2.2-2
	See table 5.7.2-4 in TS 36.211for PRACH format 0-3
	FDD

	
	See clause 4.4.2, Table 4.4.2-1A and clause 6.3.2.2 Table 6.3.2.2-2
	See table 5.7.2-5 in TS 36.211 for PRACH format 4
	TDD

	  prach-ConfigInfo SEQUENCE {
	
	
	

	    prach-ConfigIndex
	3
	Typical value in real network for FDD (see table 5.7.1-1 and 5.7.1-2 in TS 36.211)
	FDD

	
	51
	Typical value in real network for TDD (see table 5.7.1-3 and 5.7.1-4 in TS 36.211)
	TDD

	    highSpeedFlag
	FALSE (Unrestricted set)
	High speed train configuration doesn’t apply by default.
	

	    zeroCorrelationZoneConfig
	5 (Ncs configuration = 5)
	Assuming cell radius is up to approximately 3 km.
	FDD

	
	4 (Ncs configuration = 4)
	Assuming cell radius is up to approximately 1 km.
	TDD

	    prach-FreqOffset
	See subclause 4.6.8
	Channel-bandwidth-dependent parameter
	

	  }
	
	
	

	}
	
	
	

	Note: Although PRACH format 0-3 is applicable for both FDD and TDD, the PRACH format 4 is used as default for testing for TDD.


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


[text skipped here]
–
PUCCH-ConfigDedicated-DEFAULT

Table 4.6.3-9: PUCCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Not present
	
	FDD

	
	multiplexing
	Multiplexing is selected as default to align with RAN4’s assumptions in RF tests. 
	TDD

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
PUCCH-ConfigDedicated-v1020-DEFAULT
Table 4.6.3-9A: PUCCH-ConfigDedicated-v1020-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-v1020 ::= SEQUENCE {
	
	
	

	  pucch-Format-r10 CHOICE {
	
	
	

	    format3-r10 SEQUENCE {
	
	
	

	      n3PUCCH-AN-List-r10 SEQUENCE (SIZE (1..4)) OF {INTEGER (0..549) }
	FFS
	
	

	      twoAntennaPortActivatedPUCCH-Format3-r10 CHOICE {
	
	
	

	        release
	NULL
	
	

	        setup SEQUENCE {
	
	
	

	          n3PUCCH-AN-ListP1-r10 SEQUENCE (SIZE (1..4)) OF {INTEGER (0.. 549) }
	FFS
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    channelSelection-r10 SEQUENCE {
	
	
	

	      n1PUCCH-AN-CS-r10 CHOICE {
	
	
	

	        release
	NULL
	
	

	        setup SEQUENCE {
	
	
	

	          n1PUCCH-AN-CS-List-r10 SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	

	            N1PUCCH-AN-CS-r10 SEQUENCE (SIZE (1..4)) OF {INTEGER (0.. 2047) }
	FFS
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  twoAntennaPortActivatedPUCCH-Format1a1b-r10
	FFS
	
	

	  simultaneousPUCCH-PUSCH-r10
	Not present
	
	

	  n1PUCCH-AN-RepP1-r10
	FFS
	
	

	}
	
	
	


–
PUSCH-ConfigCommon-DEFAULT

Table 4.6.3-10: PUSCH-ConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  pusch-ConfigBasic SEQUENCE {
	
	
	

	    n-SB
	1
	Typical configuration in real network
	

	    hoppingMode
	interSubFrame
	Typical configuration in real network
	

	    pusch-HoppingOffset
	See subclause 4.6.8
	Channel-bandwidth-dependent parameter
	

	    enable64QAM
	FALSE
	
	

	  }
	
	
	

	  ul-ReferenceSignalsPUSCH SEQUENCE {
	
	
	

	    groupHoppingEnabled
	TRUE
	In accordance with “the RAN5 LTE UE Feature list”.
	

	    groupAssignmentPUSCH
	0
	Typical value in real network
	

	    sequenceHoppingEnabled
	FALSE
	In accordance with “the RAN5 LTE UE Feature list”.
	

	    cyclicShift
	0
	
	

	  }
	
	
	

	}
	
	
	


–
PUSCH-ConfigDedicated-DEFAULT

Table 4.6.3-11: PUSCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  betaOffset-ACK-Index
	9
	
	

	  betaOffset-RI-Index
	6
	
	

	  betaOffset-CQI-Index
	6
	
	

	}
	
	
	


–
PUSCH-ConfigDedicated-v1020-DEFAULT
Table 4.6.3-11A: PUSCH-ConfigDedicated-v1020-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigDedicated-v1020 ::= SEQUENCE {
	
	
	

	  betaOffsetMC-r10 SEQUENCE {
	
	
	

	    betaOffset-ACK-Index-MC-r10
	FFS
	
	

	    betaOffset-RI-Index-MC-r10
	FFS
	
	

	    betaOffset-CQI-Index-MC-r10
	FFS
	
	

	  }
	
	
	

	  groupHoppingDisabled-r10
	Not present
	
	

	  dmrs-WithOCC-Activated-r10
	Not present
	
	

	}
	
	
	


–
RACH-ConfigCommon-DEFAULT

Table 4.6.3-12: RACH-ConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleInfo SEQUENCE {
	
	
	

	    numberOfRA-Preambles
	n52
	Assuming the number of dedicated preambles is 12.
	

	    preamblesGroupAConfig SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	  powerRampingParameters SEQUENCE {
	
	
	

	    powerRampingStep
	dB2
	
	

	    preambleInitialReceivedTargetPower
	dBm-104 (default)
	Thermal noise = -113 dBm

NF = 5 dB

IoT = 6 dB

Required SNR = -8 dB (See table 8.4.2-1 in TS 36.104 [30])

-> -110 dB

(default value is acceptable)
	

	  }
	
	
	

	  ra-SupervisionInfo SEQUENCE {
	
	
	

	    preambleTransMax
	n6
	Under the condition of Case 1 in RAN1 simulation assumptions, an UE with pathloss of CDF = 90% reaches the maximum transmit power in 4 successive retransmissions.

6 has been selected considering the margin of 2.
	

	    ra-ResponseWindowSize
	sf10
	The maximum value is preferable.
	

	    mac-ContentionResolutionTimer
	sf48
	Allows for a sufficient number of msg3 retransmissions.
	

	  }
	
	
	

	  maxHARQ-Msg3Tx
	4
	Under the condition of Target SIR = 2 dB, the probability of 2 transmissions is less than 1%. 4 has been selected considering the margin of 2.
	

	}
	
	
	


–
RadioResourceConfigCommon-DEFAULT
Table 4.6.3-13: RadioResourceConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  prach-Config
	PRACH-Config-DEFAULT
	
	

	  pdsch-ConfigCommon
	Not present
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  phich-Config
	Not present
	
	

	  pucch-ConfigCommon
	Not present
	
	

	  soundingRSUL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	Not present
	
	

	  antennaInfoCommon
	Not present
	
	

	  antennaInfoCommon SEQUENCE {
	
	
	2TX

	    antennaPortsCount
	an2
	
	

	  }
	
	
	

	  p-Max
	Not present
	
	

	  tdd-Config
	Not present
	
	FDD

	
	TDD-Config-DEFAULT
	
	TDD

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	UplinkPowerControlCommon-v1020-DEFAULT
	
	FFS

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	2TX
	Used for cells with two antenna ports


–
RadioResourceConfigCommonSCell-r10-DEFAULT

Table 4.6.3-13A: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	FFS
	
	

	    antennaInfoCommon-r10
	FFS
	
	

	    mbsfn-SubframeConfigList-r10
	Not present
	
	

	    phich-Config-r10
	PHICH-Config-DEFAULT
	
	

	    pdsch-ConfigCommon-r10
	PDSCH-ConfigCommon-DEFAULT
	
	

	    tdd-Config-r10
	Not present
	
	FDD

	
	TDD-Config-DEFAULT
	
	TDD

	  }
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	FFS
	
	

	      ul-Bandwidth-r10
	FFS
	
	

	      additionalSpectrumEmissionSCell-r10
	FFS
	
	

	    }
	
	
	

	    p-Max-r10
	FFS
	
	

	    uplinkPowerControlCommonSCell-r10
	UplinkPowerControlCommonSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigCommon-r10
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	    ul-CyclicPrefixLength-r10
	len1
	
	

	    prach-ConfigSCell-r10
	Not present
	
	FDD

	
	FFS
	
	TDD

	    pusch-ConfigCommon-r10
	PUSCH-ConfigCommon-DEFAULT
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
RadioResourceConfigCommonSIB-DEFAULT
Table 4.6.3-14: RadioResourceConfigCommonSIB-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  bcch-Config
	BCCH-Config-DEFAULT
	
	

	  pcch-Config
	PCCH-Config-DEFAULT
	
	

	  prach-Config
	PRACH-ConfigSIB-DEFAULT
	
	

	  pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	  soundingRS-UL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	Not present
	
	

	  uplinkPowerControlCommon-v1020 SEQUENCE {
	
	
	UL CA

	    deltaF-PUCCH-Format3-r10
	deltaF0
	
	RM coding

	
	deltaF4
	
	Dual RM coding

	    deltaF-PUCCH-Format1bCS-r10
	deltaF1
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.

	RM coding
	Used for Reed-Muller coding

	Dual RM coding
	Used for Dual Reed-Muller coding


–
RadioResourceConfigDedicated-SRB1
Table 4.6.3-15: RadioResourceConfigDedicated-SRB1

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB1 ::= SEQUENCE {
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {}
	1 entry, with value SRB-ToAddMod-DEFAULT using condition SRB1
	
	

	  drb-ToAddModList 
	Not present
	
	

	  drb-ToReleaseList 
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue
	MAC-MainConfig-SRB 
	See subclause 4.8.2
	

	  }
	
	
	

	  sps-Config
	Not present 
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated-DEFAULT using condition SRB1
	See subclause 4.8.2
	

	}
	
	
	


[text skipped here]
–
RadioResourceConfigDedicated-HO
Table 4.6.3-19: RadioResourceConfigDedicated-HO
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-HO ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated- DEFAULT using condition RBC-HO
	See subclause 4.8.2
	

	}
	
	
	


–
RadioResourceConfigDedicatedSCell-r10-DEFAULT
Table 4.6.3-19AA: RadioResourceConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10
	PhysicalConfigDedicatedSCell-r10-DEFAULT
	
	

	}
	
	
	


–
RLC-Config-DRB-AM-RECONFIG
Table 4.6.3-19A: RLC-Config-DRB-AM-RECONFIG
	Derivation Path: 36.508 table 4.8.2.1.3.2-1: RLC-Config-DRB-AM

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-DRB-AM-RECONFIG ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	

	    ul-AM-RLC SEQUENCE {
	
	
	

	      t-PollRetransmit
	ms855
	
	

	      pollPDU
	p64
	
	

	      pollByte
	kB250
	
	

	      maxRetxThreshold
	t8
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      t-Reordering
	ms85
	
	

	      t-StatusProhibit
	ms50
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


[text skipped here]
–
RLC-Config-SRB-AM-RECONFIG
Table 4.6.3-19C: RLC-Config-SRB-AM-RECONFIG
	Derivation Path: 36.331 clause 6.3.2, 9.2.1

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-SRB-AM-RECONFIG ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	

	    ul-AM-RLC SEQUENCE {
	
	
	

	      t-PollRetransmit
	ms50
	
	

	      pollPDU
	pInfinity
	Default
	

	      pollByte
	kBinfinity
	Default
	

	      maxRetxThreshold
	t6
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      t-Reordering
	ms40
	
	

	      t –StatusProhibit
	ms0
	Default
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SCellToAddMod-r10-DEFAULT

Table 4.6.3-19D: SCellToAddMod-r10-DEFAULT

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	FFS
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	FFS
	
	

	    dl-CarrierFreq-r10
	FFS
	
	

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-DEFAULT
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-DEFAULT
	
	

	  ...
	
	
	

	}
	
	
	


–
SchedulingRequest-Config-DEFAULT

Table 4.6.3-20: SchedulingRequest-Config-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	See subclause 4.6.8
	Channel-bandwidth-dependent parameter 
	

	    sr-ConfigIndex
	30
	
	FDD

	
	27
	
	TDD

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
SchedulingRequestConfig-v1020-DEFAULT
Table 4.6.3-20A: SchedulingRequestConfig-v1020-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestConfig-v1020 ::= SEQUENCE {
	
	
	

	  sr-PUCCH-ResourceIndexP1-r10
	FFS
	
	

	}
	
	
	


–
SoundingRS-UL-ConfigCommon-DEFAULT

Table 4.6.3-21: SoundingRS-UL-ConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    -srs-BandwidthConfig
	See subclause 4.6.8
	Channel-bandwidth-dependent parameter
	

	    srs-SubframeConfig
	sc0
	Assuming SRS density is high (see Table 5.5.3.3-1 in TS 36.211)
	FDD

	
	sc4
	Assuming SRS density is high
(see Table 5.5.3.3-2 in TS 36.211)
	TDD

	    ackNackSRS-SimultaneousTransmission
	TRUE
	Typical value in real network
	

	   srs-MaxUpPts
	Not Present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
SoundingRS-UL-ConfigDedicated-DEFAULT

Table 4.6.3-22: SoundingRS-UL-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicated-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    srs-Bandwidth
	bw0
	bw0 used with no frequency hopping. bw3 used with frequency hopping
	

	    srs-HoppingBandwidth
	hbw0
	
	

	    freqDomainPosition
	0
	
	

	    duration
	TRUE
	
	

	    srs-ConfigIndex
	20
	See Table 8.2-1 in TS 36.213
	FDD

	
	31
	INTEGER (0..1023)  See Table 8.2-2 in TS 36.213
	TDD

	    transmissionComb
	0
	
	

	    cyclicShift
	cs0
	
	

	  }
	
	
	

	 }
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
SoundingRS-UL-ConfigDedicated-v1020-DEFAULT
Table 4.6.3-22AA: SoundingRS-UL-ConfigDedicated-v1020-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicated-v1020 ::= SEQUENCE {
	
	
	

	  srs-AntennaPort-r10
	FFS
	
	

	}
	
	
	


–
SoundingRS-UL-ConfigDedicatedAperiodic-r10-DEFAULT
Table 4.6.3-22AB: SoundingRS-UL-ConfigDedicatedAperiodic-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicatedAperiodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    srs-ConfigIndexAp-r10
	10
	
	

	    srs-ConfigApDCI-Format4-r10 SEQUENCE (SIZE (1..3)) OF SEQUENCE {
	1 entry
	
	

	      srs-AntennaPortAp-r10[1]
	FFS
	
	

	      srs-BandwidthAp-r10[1]
	bw0
	
	

	      freqDomainPositionAp-r10[1]
	0
	
	

	      transmissionCombAp-r10[1]
	0
	
	

	      cyclicShiftAp-r10[1]
	cs0
	
	

	    }
	
	
	

	    srs-ActivateAp-r10 CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          srs-ConfigApDCI-Format0-r10 SEQUENCE {
	
	
	

	            srs-AntennaPortAp-r10
	FFS
	
	

	            srs-BandwidthAp-r10
	bw0
	
	

	            freqDomainPositionAp-r10
	0
	
	

	            transmissionCombAp-r10
	0
	
	

	            cyclicShiftAp-r10
	cs0
	
	

	          }
	
	
	

	          srs-ConfigApDCI-Format1a2b2c-r10 SEQUENCE {
	
	
	

	            srs-AntennaPortAp-r10
	FFS
	
	

	            srs-BandwidthAp-r10
	bw0
	
	

	            freqDomainPositionAp-r10
	0
	
	

	            transmissionCombAp-r10
	0
	
	

	            cyclicShiftAp-r10
	cs0
	
	

	          }
	
	
	

	        }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SRB-ToAddModList-RECONFIG
Table 4.6.3-22A: SRB-ToAddModList-RECONFIG
	Derivation Path:  36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRB-ToAddModList ::= SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	2 Entries
	
	

	  srb-Identity[1]
	1
	
	

	  rlc-Config[1] CHOICE {
	
	
	

	    explicitValue
	RLC-Config-SRB-AM-RECONFIG
	
	

	  logicalChannelConfig[1] CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  srb-Identity[2]
	2
	
	

	  rlc-Config[2] CHOICE {
	
	
	

	    explicitValue
	RLC-Config-SRB-AM-RECONFIG
	
	

	  }
	
	
	

	  logicalChannelConfig[2] CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	}
	
	
	


–
TDD-Config-DEFAULT

Table 4.6.3-23: TDD-Config-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	Ssp6
	
	

	}
	
	
	


[text skipped here]
–
UplinkPowerControlCommon-DEFAULT

Table 4.6.3-25: UplinkPowerControlCommon-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-NominalPUSCH
	-85 (-85 dBm)
	Typical value in real network
	

	  alpha
	al08 (0.8)
	Typical value in real network
	

	  p0-NominalPUCCH
	-117 (-117 dBm)
	Thermal noise = -121 dBm

NF = 5 dB

IoT = 6 dB

Required SNR = -7.5 dB (1-bit A/N)

-> -117 dB
	

	  deltaFList-PUCCH SEQUENCE {
	
	
	

	    deltaF-PUCCH-Format1
	deltaF0
	In accordance with RAN1 simulation results
	

	    deltaF-PUCCH-Format1b
	deltaF3
	In accordance with RAN1 simulation results
	

	    deltaF-PUCCH-Format2
	deltaF0
	In accordance with RAN1 simulation results
	

	    deltaF-PUCCH-Format2a
	deltaF0
	In accordance with RAN1 simulation results
	

	    deltaF-PUCCH-Format2b
	deltaF0
	In accordance with RAN1 simulation results
	

	  }
	
	
	

	  deltaPreambleMsg3
	4
	
	

	}
	
	
	


–
UplinkPowerControlCommonSCell-r10-DEFAULT
Table 4.6.3-25A: UplinkPowerControlCommonSCell-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  p0-NominalPUSCH-r10
	-85 (-85 dBm)
	
	

	  alpha-r10
	al08 (0.8)
	
	

	}
	
	
	


–
UplinkPowerControlDedicated-DEFAULT

Table 4.6.3-26: UplinkPowerControlDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH 
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-UE-PUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc4
	
	

	}
	
	
	


–
UplinkPowerControlDedicated-v1020-DEFAULT
Table 4.6.3-26A: UplinkPowerControlDedicated-v1020-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-v1020 ::= SEQUENCE {
	
	
	

	  deltaTxD-OffsetListPUCCH-r10
	Not Present
	
	

	  deltaTxD-OffsetListPUCCH-r10 SEQUENCE {
	
	
	TxD

	    deltaTxD-OffsetPUCCH-Format1-r10
	dB0
	
	

	    deltaTxD-OffsetPUCCH-Format1a1b-r10
	dB0
	
	

	    deltaTxD-OffsetPUCCH-Format22a2b-r10
	dB0
	
	

	    deltaTxD-OffsetPUCCH-Format3-r10
	dB0
	
	

	  }
	
	
	

	  pSRS-OffsetAp-r10
	7
	
	

	}
	
	
	


	Condition
	Explanation

	TxD
	When PUCCH Transmission Diversity is performed.


–
UplinkPowerControlDedicatedSCell-r10-DEFAULT
Table 4.6.3-26B: UplinkPowerControlDedicatedSCell-r10-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH-r10
	0
	
	

	  deltaMCS-Enabled-r10
	en0
	
	

	  accumulationEnabled-r10
	TRUE
	
	

	  pSRS-Offset-r10
	7
	
	

	  pSRS-OffsetAp-r10
	7
	
	

	  filterCoefficient-r10
	fc4
	
	

	  pathlossReferenceLinking-r10
	sCell
	
	

	}
	
	
	


-
RadioResourceConfigDedicated-DRB-Mod

Table 4.6.3-27: RadioResourceConfigDedicated-DRB-Mod

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-DRB ::= SEQUENCE {
	
	
	

	  srb-ToAddModList 
	Not present
	
	

	  drb-ToAddModList 
	DRB-ToAddModList-RECONFIG
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig
	Not present
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	Not present
	
	

	}
	
	
	


4.6.6
Measurement information elements
[text skipped here]
-
MeasObjectEUTRA-GENERIC
Table 4.6.6-2: MeasObjectEUTRA-GENERIC(Freq)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreq 
	Downlink EARFCN for Freq
	
	

	  allowedmeasBandwidth
	The number of the resource blocks for Freq 
	
	

	  presenceAntennaPort1
	FALSE
	
	

	  neighbourCellConfig
	'01'B (No MBSFN subframes are present in all neighbour cells)
	MBSFN doesn’t apply by default.
	

	  offsetFreq
	0 (dB 0)
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	  measCycleSCell-r10
	FFS
	
	FFS

	  measSubframePatternConfigNeigh-r10
	Not present
	
	FFS

	}
	
	
	


[text skipped here]
-
ReportConfigEUTRA-A3
Table 4.6.6-6: ReportConfigEUTRA-A3
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	0 (0 dB)
	To reduce interference between intra-frequency multiple cells
	

	          reportOnLeave
	FALSE
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms640
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	r1
	
	

	}
	
	
	


-
ReportConfigEUTRA-A6
Table 4.6.6-6A: ReportConfigEUTRA-A6
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A6 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA6-r10 SEQUENCE {
	
	
	

	          a6-Offset-r10
	FFS
	
	

	          a6-ReportOnLeave-r10
	FFS
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	FFS
	Same as other event, it is assumed as 0.
	

	      timeToTrigger
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	FFS
	Same as other event, it is assumed as rsrp.
	

	  reportQuantity
	FFS
	Same as other event, it is assumed as both.
	

	  maxReportCells
	FFS
	Same as other event, it is assumed as 1.
	

	  reportInterval
	FFS
	Same as other event, it is assumed as ms1024.
	

	  reportAmount
	FFS
	Same as other event, it is assumed as r1.
	

	  si-RequestForHO-r9
	FFS
	It is assumed as Not present.
	

	  ue-RxTxTimeDiffPeriodical-r9
	FFS
	It is assumed as Not present.
	

	  includeLocationInfo-r10
	FFS
	It is assumed as Not present.
	

	  reportAddNeighMeas-r10
	FFS
	
	

	}
	
	
	


-
ReportConfigEUTRA-PERIODICAL
Table 4.6.6-7: ReportConfigEUTRA-PERIODICAL
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportStrongestCells
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	infinity
	
	

	}
	
	
	


4.8.2.1.5
MAC configurations

Table 4.8.2.1.5-1: MAC-MainConfig-RBC
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	
	Infinity
	
	no_periodic_BSR_or_PHR

	    retxBSR-Timer
	sf320
	
	

	
	sf10240
	
	no_periodic_BSR_or_PHR

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config
	Not present
	
	NOT pc_FeatrGrp_5

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf100
	
	

	      drx-RetransmissionTimer
	psf16
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	4
	
	For SIG

	
	0
	
	For RF

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_L

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf6
	
	

	      drx-InactivityTimer
	psf1920
	
	

	      drx-RetransmissionTimer
	psf16
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	4
	
	For SIG

	
	0
	
	For RF

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf750
	
	

	  phr-Config CHOICE {
	
	
	no_periodic_BSR_or_PHR

	    release
	NULL
	
	

	   }
	
	
	

	  phr-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      periodicPHR-Timer
	sf500
	
	

	      prohibitPHR-Timer
	sf200
	
	

	      dl-PathlossChange
	dB3
	
	

	    }
	
	
	

	  }
	
	
	

	  sr-ProhibitTimer-r9
	FFS
	
	FFS

	  mac-MainConfig-v1020SEQUENCE {
	
	
	FFS

	    sCellDeactivationTimer-r10
	FFS
	
	

	    extendedBSR-Sizes-r10
	setup
	
	

	    extendedPHR-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


4.8.2.1.6
Physical Layer configurations

Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO

	 
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC or RBC-HO

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	See subclause 4.6.3
	SRB1

	
	CQI-ReportConfig- DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	RBC or RBC-HO

	  soundingRS-LU-ConfigDedicated
	Not present
	
	SRB1

	
	SoundingRS-ULl-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	RBC or RBC-HO

	  antennaInfo CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	2TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	'11'
	BIT STRING (SIZE (2))
	

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO

	
	Not present
	
	RBC

	  cqi-ReportConfig-v920
	Not present
	
	FFS

	  antennaInfo-v920
	Not present
	
	FFS

	  antennaInfo-r10
	AntennaInfoDedicated-r10-DEFAULT
	
	FFS

	  antennaInfoUL-r10
	Not present
	
	FFS

	  cif-Presence-r10
	FALSE
	
	FFS

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	FFS

	  csi-RS-Config-r10
	CSI-RS-Config-r10-DEFAULT
	
	FFS

	  pucch-ConfigDedicated-v1020
	PUCCH-ConfigDedicated-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  pusch-ConfigDedicated-v1020
	PUSCH-ConfigDedicated-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  schedulingRequestConfig-v1020
	SchedulingRequestConfig-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  soundingRS-UL-ConfigDedicated-v1020
	SoundingRS-UL-ConfigDedicated-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  soundingRS-UL-ConfigDedicatedAperiodic-r10
	SoundingRS-UL-ConfigDedicatedAperiodic-r10-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  uplinkPowerControlDedicated-v1020
	UplinkPowerControlDedicated-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  additionalSpectrumEmissionCA-r10 CHOICE {
	
	
	FFS

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      additionalSpectrumEmissionPCell-r10
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
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