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8.4.3.3.3.3
Specific message contents

Table 8.4.3.3.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.4.3.3.3.3-2: MeasConfig (step 1, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.4.3.3.3.3-3: MobilityFromEUTRACommand (step 5, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508 table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8::=SEQUENCE {
	
	
	

	        csFallbackIndicator
	False
	
	

	        purpose CHOICE {
	
	
	

	          cellChangeOrder::= SEQUENCE {
	
	
	

	            t304
	ms1000
	
	

	            targetRAT-Type CHOICE{
	
	
	

	              geran::= SEQUENCE {
	
	
	

	                physCellId
	0001H
	
	

	                  carrierFreq
::= SEQUENCE {
	
	
	

	                    arfcn
	Downlink ARFCN of Cell 24
	
	

	                    bandIndicator
	The same band indicator of the Cell 24
	
	

	                    }
	
	
	

	                  networkControlOrder
	00
	NC0: MS controlled cell re-selection, no measurement reporting
	

	                   SI-OrPSI-GERAN::= CHOICE{
	
	
	PS HO

	                            SystemInfoListGERAN ::= SEQUENCE{
	
	
	

	                              SYSTEM INFORMATION TYPE 1
	Set according to clause 4.4.5 in TS36.508.
	
	

	                              SYSTEM INFORMATION TYPE 3
	Set according to clause 4.4.5 in TS36.508.
	
	

	                              SYSTEM INFORMATION TYPE 13
	Set according to clause 4.4.5 in TS36.508.
	
	

	                  }
	
	
	

	                 }
	
	
	

	                }
	
	
	

	             }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.4.4
Void
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