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Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D12wk09’.
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Corrections 

Change 1 – Correction to Correction to f_EUTRA_IdleUpdated_Step14_15

	Test case name
	Correction to f_EUTRA_IdleUpdated_Step14_15

	Reason for change
	In function f_EUTRA_IdleUpdated_Step14_15 after the modifications introduced in wk09, the variable v_ESM_Cause is left not initialized unless pc_IPv6 and pc_IPv4 are true. 

	Summary of change
	Initialize v_ESM_Cause to omit like it was done in wk05 implementation to cater for the cases where it is not initialized to another value. 

	TTCN module
	EUTRA_CommonProcedures.ttcn

	MCC160 Comment
	


Before change:

	function f_EUTRA_IdleUpdated_Step14_15 (CellId_Type p_CellId,

                                          EUTRA_ATTACH_Type p_ForcedAttach,

                                          template (omit) AdditionalUpdateType p_AdditionalUpdateType,

                                          ProcedureTransactionIdentifier p_EPS_TI,

                                          boolean p_IPv4AllocationViaNasFlag,

                                          template (omit) ProtocolConfigOptions p_PcoToUE,

                                          template (omit) AccessPointName p_APN,

                                          PDN_TypeToBeUsed_Type p_PDN_TypeToBeUsed := pdnTypeAsSupportedByUE,

                                          template (value) GPRS_Timer p_T3412 := cs_GprsTimer_v(tsc_GprsTimerUnit_deact, tsc_Spare5),

                                          template (omit) GPRS_Timer p_T3402 := omit,

                                          template (omit) GPRS_Timer p_T3423 := omit,

                                          template (omit) PLMN_List p_EquivalentPlmnList := omit,

                                          template (omit) EmergNumList p_EmergNumList := omit,

                                          template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := cs_EPS_NwkFtSup_IMSVoice) runs on EUTRA_PTC

  { /* @sic R5-112600: IP address allocation sic@ */

    /* @sic R5-110796: split into f_EUTRA_IdleUpdated_Step5_13 and f_EUTRA_IdleUpdated_Step14_15 sic@ */

    /* @sic R5-120234, R5-120541, R5-120542 sic@ */

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(p_ForcedAttach); // @sic R5-103673, R5s100795 sic@

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(p_CellId);

    var template (value) MobileIdentity v_Guti := f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode ( p_CellId );

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, p_ForcedAttach); // @sic R5s110176 sic@

    var TrackingAreaCode v_TAC := f_EUTRA_CellInfo_GetTAC(p_CellId);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (p_ForcedAttach); // @sic R5-103673 sic@

    var template (value) PDN_Address v_PDN_Address := f_EUTRA_GetPDNAddress (p_IPv4AllocationViaNasFlag, -, p_PDN_TypeToBeUsed);

    var template (omit) ESM_Cause v_ESM_Cause;

    if (pc_IPv6 and pc_IPv4) {              /* @sic R5-120234, R5-120541, R5-120542 sic@ */

      select (p_PDN_TypeToBeUsed) {

        case (forceIPv4only)          { v_ESM_Cause := cs_ESM_Cause_tv('00110010'B); }     // PDN type IPv4 only allowed

        case (forceIPv6only)          { v_ESM_Cause := cs_ESM_Cause_tv('00110011'B); }     // PDN type IPv6 only allowed

        case (pdnTypeAsSupportedByUE) { v_ESM_Cause := omit; }

      }

    }

    f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams(p_CellId,

                                                                  tsc_EpsDefaultBearerId,

                                                                  tsc_RRC_TI_Def,

                                                                  p_EPS_TI,

                                                                  v_AttachType,

                                                                  v_PDN_Address,

                                                                  v_Guti,

                                                                  cs_TAIListNonConsecutive_lv (v_PLMN, {bit2oct(v_TAC)}),

                                                                  v_LAI,

                                                                  v_MSId,

                                                                  v_ESM_Cause, // @sic R5-104703 sic@

                                                                  p_APN,

                                                                  p_PcoToUE,

                                                                  f_GetAdditionalUpdateResult(p_AdditionalUpdateType, p_ForcedAttach), // @sic R5s110176 sic@

                                                                  p_T3412,

                                                                  p_T3402,

                                                                  p_T3423,

                                                                  p_EquivalentPlmnList,

                                                                  p_EmergNumList,

                                                                  p_NtwkFeatSupport);

  }


After change:

	function f_EUTRA_IdleUpdated_Step14_15 (CellId_Type p_CellId,

                                          EUTRA_ATTACH_Type p_ForcedAttach,

                                          template (omit) AdditionalUpdateType p_AdditionalUpdateType,

                                          ProcedureTransactionIdentifier p_EPS_TI,

                                          boolean p_IPv4AllocationViaNasFlag,

                                          template (omit) ProtocolConfigOptions p_PcoToUE,

                                          template (omit) AccessPointName p_APN,

                                          PDN_TypeToBeUsed_Type p_PDN_TypeToBeUsed := pdnTypeAsSupportedByUE,

                                          template (value) GPRS_Timer p_T3412 := cs_GprsTimer_v(tsc_GprsTimerUnit_deact, tsc_Spare5),

                                          template (omit) GPRS_Timer p_T3402 := omit,

                                          template (omit) GPRS_Timer p_T3423 := omit,

                                          template (omit) PLMN_List p_EquivalentPlmnList := omit,

                                          template (omit) EmergNumList p_EmergNumList := omit,

                                          template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := cs_EPS_NwkFtSup_IMSVoice) runs on EUTRA_PTC

  { /* @sic R5-112600: IP address allocation sic@ */

    /* @sic R5-110796: split into f_EUTRA_IdleUpdated_Step5_13 and f_EUTRA_IdleUpdated_Step14_15 sic@ */

    /* @sic R5-120234, R5-120541, R5-120542 sic@ */

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(p_ForcedAttach); // @sic R5-103673, R5s100795 sic@

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(p_CellId);

    var template (value) MobileIdentity v_Guti := f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode ( p_CellId );

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, p_ForcedAttach); // @sic R5s110176 sic@

    var TrackingAreaCode v_TAC := f_EUTRA_CellInfo_GetTAC(p_CellId);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (p_ForcedAttach); // @sic R5-103673 sic@

    var template (value) PDN_Address v_PDN_Address := f_EUTRA_GetPDNAddress (p_IPv4AllocationViaNasFlag, -, p_PDN_TypeToBeUsed);

    var template (omit) ESM_Cause v_ESM_Cause :=omit;
    if (pc_IPv6 and pc_IPv4) {              /* @sic R5-120234, R5-120541, R5-120542 sic@ */

      select (p_PDN_TypeToBeUsed) {

        case (forceIPv4only)          { v_ESM_Cause := cs_ESM_Cause_tv('00110010'B); }     // PDN type IPv4 only allowed

        case (forceIPv6only)          { v_ESM_Cause := cs_ESM_Cause_tv('00110011'B); }     // PDN type IPv6 only allowed

        case (pdnTypeAsSupportedByUE) { v_ESM_Cause := omit; }

      }

    }

    f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams(p_CellId,

                                                                  tsc_EpsDefaultBearerId,

                                                                  tsc_RRC_TI_Def,

                                                                  p_EPS_TI,

                                                                  v_AttachType,

                                                                  v_PDN_Address,

                                                                  v_Guti,

                                                                  cs_TAIListNonConsecutive_lv (v_PLMN, {bit2oct(v_TAC)}),

                                                                  v_LAI,

                                                                  v_MSId,

                                                                  v_ESM_Cause, // @sic R5-104703 sic@

                                                                  p_APN,

                                                                  p_PcoToUE,

                                                                  f_GetAdditionalUpdateResult(p_AdditionalUpdateType, p_ForcedAttach), // @sic R5s110176 sic@

                                                                  p_T3412,

                                                                  p_T3402,

                                                                  p_T3423,

                                                                  p_EquivalentPlmnList,

                                                                  p_EmergNumList,

                                                                  p_NtwkFeatSupport);

  }
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