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6.5.2B
Transmit modulation for UL- MIMO
6.5.2B.1
Error Vector Magnitude (EVM) for UL- MIMO
Editor’s notes: the following items are missing or incomplete:

- Connection Diagram
- Message Contents
- Test Tolerance
Editor’s notes: The initial conditions, test procedure and need for PRACH EVM test for UL- MIMO are subject to further investigation.
6.5.2B.1.1
Test Purpose

The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the IQ origin offset shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further modified by selecting the absolute phase and absolute amplitude of the Tx chain. The EVM result is defined after the front-end IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. 

When the PUSCH or PUCCH transmission slot is shortened due to multiplexing with SRS, the EVM measurement interval is reduced by one symbol, accordingly. The PUSCH or PUCCH EVM measurement interval is also reduced when the mean power, modulation or allocation between slots is expected to change. In the case of PUSCH transmission, the measurement interval is reduced by a time interval equal to the sum of 5 μs and the applicable exclusion period defined in subclause 6.3.4, adjacent to the boundary where the power change is expected to occur.  The PUSCH exclusion period is applied to the signal obtained after the front-end IDFT. In the case of PUCCH transmission, the PUCCH EVM measurement interval is reduced by one symbol adjacent to the slot boundary.
6.5.2B.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support UL-MIMO.
6.5.2B.1.3
Minimum conformance requirements

For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the Error Vector Magnitude requirements specified in Table 6.5.2.1.1-1 which is defined in sub-clause 6.5.2.1 apply to each transmit antenna connector with the UL-MIMO configurations specified in Table 6.2.2B-2.
The normative reference for this requirement is TS 36.101 [2] clause 6.5.2B.1.1.

6.5.2B.1.4
Test description

6.5.2B.1.4.1

Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.5.2B.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.2B.1.4.1-1: Test Configuration Table for PUSCH
	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC

	Test Frequencies

(as specified in TS36.508 [7] subclause 4.3.1)
	See Table 6.5.1.4.1-1

	Test Channel Bandwidths

(as specified in TS 36.508 [7] subclause 4.3.1)
	See Table 6.5.1.4.1-1

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	N/A for PUSCH EVM testing
	Mod’n
	RB allocation

	
	
	
	FDD
	TDD

	1.4MHz
	
	QPSK
	6
	6

	1.4MHz
	
	QPSK
	1
	1

	1.4MHz
	
	16QAM
	6
	6

	1.4MHz
	
	16QAM
	1
	1

	3MHz
	
	QPSK
	15
	15

	3MHz
	
	QPSK
	4
	4

	3MHz
	
	16QAM
	15
	15

	3MHz
	
	16QAM
	4
	4

	5MHz
	
	QPSK
	25
	25

	5MHz
	
	QPSK
	8
	8

	5MHz
	
	16QAM
	25
	25

	5MHz
	
	16QAM
	8
	8

	10MHz
	
	QPSK
	50
	50

	10MHz
	
	QPSK
	12
	12

	10MHz
	
	16QAM
	50

(Note 3)
	50

(Note 3)

	10MHz
	
	16QAM
	12
	12

	15MHz
	
	QPSK
	75
	75

	15MHz
	
	QPSK
	16
	16

	15MHz
	
	16QAM
	75

(Note 3)
	75

(Note 3)

	15MHz
	
	16QAM
	16
	16

	20MHz
	
	QPSK
	100
	100

	20MHz
	
	QPSK
	18
	18

	20MHz
	
	16QAM
	100

(Note 3)
	100

(Note 3)

	20MHz
	
	16QAM
	18
	18

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.
Note 2:
For partial RB allocation, the RBstart shall be RB #0 and RB# (max+1 - RB allocation) of the channel bandwidth.
Note 3:
Applies only for UE-Categories [FFS]


Table 6.5.2B.1.4.1-2: Test Configuration Table for PUCCH
	Initial Conditions

	Test Environment as specified in 
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS36.508 [7] subclause 4.3.1
	See Table 6.5.1.4.1-1

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	See Table 6.5.1.4.1-1

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod’n
	RB allocation
	FDD: PUCCH format = Format 1a
TDD: PUCCH format = Format 1a / 1b

	
	
	FDD
	TDD
	

	1.4MHz
	QPSK 
	3
	3
	

	3MHz
	QPSK
	4
	4
	

	5MHz
	QPSK 
	8
	8
	

	10MHz
	QPSK 
	16
	16
	

	15MHz
	QPSK 
	25
	25
	

	20MHz
	QPSK 
	30
	30
	

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.


1.
Connect the SS to the UE to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure [TBD].

2.
The parameter settings for the cell are set up according to TS 36.508[7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.
4.
The UL Reference Measurement channels are set according to in Table 6.5.2B.1.4.1-1.

5.
Propagation conditions are set according to Annex B.0
6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 6.5.2B.1.4.3.

6.5.2B.1.4.2
Test procedure
Test procedure for PUSCH:

1.1.SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 4 for C_RNTI to schedule the UL RMC according to Table 6.5.2B.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

1.2
Send continuously uplink power control “up” commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.

1.3
Measure the EVM and 
[image: image1.wmf]DMRS

EVM

 using Global In-Channel Tx-Test (Annex E).
1.4
Send  the appropriate TPC commands in the uplink scheduling information to the UE until UE output power is –36.8dBm ±3.2dB for carrier frequency f  ≤ 3.0GHz or -36.5dBm ±3.5 dB for carrier frequency 3.0GHz < f ≤ 4.2GHz.

1.5
Measure the EVM and 
[image: image2.wmf]DMRS

EVM

 using Global In-Channel Tx-Test (Annex E).

Test procedure for PUCCH:

2.1
PUCCH are set according to Table 6.5.2B.1.4.1-2.

2.2
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 6.5.2B.1.4.1-2. The SS sends downlink MAC padding bits on the DL RMC. The transmission of PDSCH will make the UE send uplink ACK/NACK using PUCCH. There is no PUSCH transmission.

2.3
SS send appropriate TPC commands for PUCCH to the UE until the UE transmit PUCCH at PUMAX  level.

2.4
Measure PUCCH EVM using Global In-Channel Tx-Test (Annex E).
2.5
Send the appropriate TPC commands for PUCCH to the UE until the UE transmits PUCCH at -36.8dBm ±3.2dB for carrier frequency f  ≤ 3.0GHz or -36.5dBm ±3.5 dB for carrier frequency 3.0GHz < f ≤ 4.2GHz.
2.6
Measure PUCCH EVM using Global In-Channel Tx-Test (Annex E).
6.5.2B.1.4.3
Message contents
FFS
6.5.2B.1.5
Test requirement
The requirements apply to each transmit antenna connector.
The PUSCH EVM derived in E.4.2 shall not exceed 17.5 % for QPSK and BPSK, 12.5% for 16 QAM.
The PUSCH
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 derived in E.4.6.2 shall not exceed [17.5 %] when embedded with data symbols of QPSK and BPSK, [12,5%] for 16 QAM.
The PUCCH EVM and derived in E.5.9.2 shall not exceed 17.5 %.
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