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8
E-UTRA ECID measurement requirements

8.1
UE Rx – Tx Time Difference

8.1.1
E-UTRAN FDD UE Rx – Tx time difference case

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· The Test Procedure in the case of LTE Bands that do not support 1.4MHz channel bandwidth needs further consideration
8.1.1.1
Test purpose

The purpose of this test is to verify that the E-UTRAN FDD UE Rx – Tx time difference measurement accuracy is within the specified limits in TS 36.133 [23] clause 9.1.9.
8.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward that supports ECID positioning.

8.1.1.3
Minimum conformance requirements

NOTE:
This measurement is used for UE positioning purposes. 

The UE RX-TX time difference is measured from the serving cell. 

The accuracy requirements in Table 8.1.1.3-1 are valid under the following conditions:


Cell specific reference signals are transmitted either from one, two or four antenna ports.


Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.


No changes to the uplink transmission timing are applied during the measurement period. 


RSRP|dBm according to clause E.1 for a corresponding Band.
Table 8.1.1.3-1: UE Rx – Tx time difference measurement accuracy

	Parameter
	 Downlink Bandwidth
[MHz]
	Unit
	 Accuracy [Ts]
	Conditions

	
	
	
	
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 41
	Bands 25
	Band 26
	Bands 3, 8, 12, 13, 14, 17, 20, 22
	Bands 9,  42, 43

	
	
	
	
	Io
	Io
	Io
	Io
	Io
	Io

	 UE RX-TX time difference for Ês/Iot ≥ -3dB
	≤ 3 MHz
	Ts
	±20
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118.5dBm/15kHz … -50dBm/ BWChannel3
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	
	≥ 5 MHz
	
	±10
	
	
	
	
	
	

	Note 1:
Io is assumed to have constant EPRE across the bandwidth. 

Note 2:
Ts is the basic timing unit defined in TS 36.211.

Note 3:
The condition is -119dBm/15kHz … -50dBm/BWChannel when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz

	
	

	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	



The reporting range of UE Rx - Tx time difference is defined from 0 to 20472Ts with 2Ts resolution for UE Rx - Tx time difference less than 4096Ts and 8Ts for UE Rx - Tx time difference equal to or greater than 4096Ts.
The mapping of measured quantity is defined in Table 8.1.1.3-2.

Table 8.1.1.3-2: UE Rx - Tx time difference measurement report mapping 

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx ( 2
	Ts

	RX-TX_TIME_DIFFERENCE_0001
	2 ( TUE Rx-Tx < 4
	Ts

	RX-TX_TIME_DIFFERENCE_0002
	4 ( TUE Rx-Tx < 6
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_2046
	4092 ( TUE Rx-Tx < 4094
	Ts

	RX-TX_TIME_DIFFERENCE_2047
	4094 ( TUE Rx-Tx < 4096
	Ts

	RX-TX_TIME_DIFFERENCE_2048
	4096 ( TUE Rx-Tx < 4104
	Ts

	RX-TX_TIME_DIFFERENCE_2049
	4104 ( TUE Rx-Tx < 4112
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_4093
	20456 ( TUE Rx-Tx < 20464
	Ts

	RX-TX_TIME_DIFFERENCE_4094
	20464 ( TUE Rx-Tx < 20472
	Ts

	RX-TX_TIME_DIFFERENCE_4095
	20472 ( TUE Rx-Tx
	Ts


The normative reference for this requirement is TS 36.133 [23] clause 9.1.9 and A.9.7.1.
< Many lines skipped here >
8.1.2
E-UTRAN TDD UE Rx – Tx time difference case

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· The Test Procedure in the case of LTE Bands that do not support 1.4MHz channel bandwidth needs further consideration
8.1.2.1
Test purpose

The purpose of this test is to verify that the E-UTRAN TDD UE Rx – Tx time difference measurement accuracy is within the specified limits in TS 36.133 [23] clause 9.1.9.
8.1.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward that supports ECID positioning.

8.1.2.3
Minimum conformance requirements

NOTE:
This measurement is used for UE positioning purposes. 

The UE RX-TX time difference is measured from the serving cell. 

The accuracy requirements in Table 8.1.2.3-1 are valid under the following conditions:


Cell specific reference signals are transmitted either from one, two or four antenna ports.


Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.


No changes to the uplink transmission timing are applied during the measurement period. 


RSRP|dBm according to clause E.1 for a corresponding Band.
Table 8.1.2.3-1: UE Rx – Tx time difference measurement accuracy
	Parameter
	 Downlink Bandwidth
[MHz]
	Unit
	 Accuracy [Ts]
	Conditions

	
	
	
	
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 41
	Bands 25
	Band 26
	Bands 3, 8, 12, 13, 14, 17, 20, 22
	Bands 9,  42, 43

	
	
	
	
	Io
	Io
	Io
	Io
	Io
	Io

	 UE RX-TX time difference for Ês/Iot ≥ -3dB
	≤ 3 MHz
	Ts
	±20
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118.5dBm/15kHz … -50dBm/ BWChannel3
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	
	≥ 5 MHz
	
	±10
	
	
	
	
	
	

	Note 1:
Io is assumed to have constant EPRE across the bandwidth. 

Note 2:
Ts is the basic timing unit defined in TS 36.211.

Note 3:
The condition is -119dBm/15kHz … -50dBm/BWChannel when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz

	
	

	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	



The reporting range of UE Rx - Tx time difference is defined from 0 to 20472Ts with 2Ts resolution for UE Rx - Tx time difference less than 4096Ts and 8Ts for UE Rx - Tx time difference equal to or greater than 4096Ts.
The mapping of measured quantity is defined in Table 8.1.2.3-2.

Table 8.1.2.3-2: UE Rx - Tx time difference measurement report mapping 

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx ( 2
	Ts

	RX-TX_TIME_DIFFERENCE_0001
	2 ( TUE Rx-Tx < 4
	Ts

	RX-TX_TIME_DIFFERENCE_0002
	4 ( TUE Rx-Tx < 6
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_2046
	4092 ( TUE Rx-Tx < 4094
	Ts

	RX-TX_TIME_DIFFERENCE_2047
	4094 ( TUE Rx-Tx < 4096
	Ts

	RX-TX_TIME_DIFFERENCE_2048
	4096 ( TUE Rx-Tx < 4104
	Ts

	RX-TX_TIME_DIFFERENCE_2049
	4104 ( TUE Rx-Tx < 4112
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_4093
	20456 ( TUE Rx-Tx < 20464
	Ts

	RX-TX_TIME_DIFFERENCE_4094
	20464 ( TUE Rx-Tx < 20472
	Ts

	RX-TX_TIME_DIFFERENCE_4095
	20472 ( TUE Rx-Tx
	Ts


The normative reference for this requirement is TS 36.133 [23] clause 9.1.9 and A.9.7.1.
< Many lines skipped here >
9.1.3
FDD RSTD Measurement Accuracy

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined.

· The Test tolerances applicable to this test are undefined.
· The test procedure requires further study as issues have been identified in the signalling in RAN 4 and RAN 2.
9.1.3.1
Test purpose

To verify that the RSTD FDD intra-frequency measurement accuracy is within the specified limits.

9.1.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward that supports UE-assisted OTDOA. 

9.1.3.3
Minimum conformance requirements

The accuracy requirements in Table 9.1.3.3-1 are valid under the following conditions:

Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to clause E.2 for a corresponding Band.

There are no measurement gaps overlapping with the PRS subframes of the measured cell. 

The parameter expectedRSTDUncertainty signalled over LPP as defined in 3GPP TS 36.355 [4] is less than 5 µs.

Table 9.1.3.3-1: RSTD measurement accuracy
	Parameter
	Minimum PRS 

bandwidth between the reference cell and the measured neighbour cell
[RB]
	Minimum number

of

available measurement subframes between the reference cell and the measured neighbour cell
	Unit
	Accuracy   [Ts]
	Conditions

	
	
	
	
	
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 41
	Band 25
	Band 26
	Bands

3, 8, 12, 13, 14, 17, 20, 22
	Bands

9, 42, 43

	
	
	
	
	
	Io
	Io
	Io
	Io
	Io
	Io

	RSTD for (PRS Ês/Iot)ref ≥ -6dB and  (PRS Ês/Iot)i ≥ -13dB
	(6
	6
	Ts
	±15
	-121dBm /15kHz
…
-50dBm/ BWChannel
	-119dBm /15kHz
…
-50dBm/ BWChannel
	-117.5dBm /15kHz
…

-50dBm/ BWChannel
	-118.5dBm /15kHz
…
-50dBm/ BWChannel4
	-118dBm /15kHz
…
-50dBm/ BWChannel
	-120dBm /15kHz
…
-50dBm/ BWChannel

	
	(25
	≥2
	
	±6
	
	
	
	
	
	

	
	(50
	≥1
	
	±5
	
	
	
	
	
	

	Note 1:
Io is assumed to have constant EPRE across the bandwidth. 

Note 2:
Ts is the basic timing unit defined in TS 36.211 [16].

Note 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

Note 4:
The condition is -119dBm/15kHz … -50dBm/BWChannel when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz

	
	


	

	
	
	
	

	
	
	
	
	
	
	
	
	

	


	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	


	


	


	


	



	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	



The reporting range of RSTD is defined from -15391Ts to 15391Ts with 1Ts resolution for absolute value of RSTD less or equal to 4096Ts and 5Ts for absolute value of RSTD greater than 4096Ts.

The mapping of measured quantity is defined in Table 9.1.3.3-2.

Table 9.1.3.3-2: RSTD report mapping 

	Reported Value
	Measured Quantity Value
	Unit

	RSTD_0000
	-15391 > RSTD
	Ts

	RSTD_0001
	-15391 ( RSTD < -15386
	Ts

	…
	(
	…

	RSTD_2258
	-4106 ( RSTD < -4101
	Ts

	RSTD_2259
	-4101 ( RSTD < -4096
	Ts

	RSTD_2260
	-4096 ( RSTD < -4095
	Ts

	RSTD_2261
	-4095 ( RSTD < -4094
	Ts

	(
	(
	…

	RSTD_6353
	-3 ( RSTD ( -2
	Ts

	RSTD_6354
	-2 ( RSTD ( -1
	Ts

	RSTD_6355
	-1 ( RSTD ( 0
	Ts

	RSTD_6356
	0 < RSTD ( 1
	Ts

	RSTD_6357
	1 < RSTD ( 2
	Ts

	RSTD_6358
	2 < RSTD ( 3
	Ts

	…
	…
	…

	RSTD_10450
	4094 < RSTD ( 4095
	Ts

	RSTD_10451
	4095 < RSTD ( 4096
	Ts

	RSTD_10452
	4096 < RSTD ( 4101
	Ts

	RSTD_10453
	4101 < RSTD ( 4106
	Ts

	…
	…
	…

	RSTD_12709
	15381 < RSTD ( 15386
	Ts

	RSTD_12710
	15386 < RSTD ( 15391
	Ts

	RSTD_12711
	15391 < RSTD
	Ts


The normative reference for this requirement is TS 36.133 [23] clause 9.1.10.1, 9.1.10.3, and A.9.8.1.
< Many lines skipped here >
9.1.4
TDD RSTD Measurement Accuracy

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined.

· The Test tolerances applicable to this test are undefined.
· The test procedure requires further study as issues have been identified in the signalling in RAN 4 and RAN 2.
9.1.4.1
Test purpose

To verify that the RSTD TDD intra-frequency measurement accuracy is within the specified limits.

9.1.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward that supports UE-assisted OTDOA. 

9.1.4.3
Minimum conformance requirements

The accuracy requirements in Table 9.1.4.3-1 are valid under the following conditions:

Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled. 

PRP 1,2|dBm according to clause E.2 for a corresponding Band.

There are no measurement gaps overlapping with the PRS subframes of the measured cell. 

The parameter expectedRSTDUncertainty signalled over LPP as defined in 3GPP TS 36.355 [4] is less than 5 µs.

Table 9.1.4.3-1: RSTD measurement accuracy
	Parameter
	Minimum PRS 

bandwidth between the reference cell and the measured neighbour cell
[RB]
	Minimum number

of

available measurement subframes between the reference cell and the measured neighbour cell
	Unit
	Accuracy   [Ts]
	Conditions

	
	
	
	
	
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 41
	Band 25
	Band 26
	Bands

3, 8, 12, 13, 14, 17, 20, 22
	Bands

9, 42, 43

	
	
	
	
	
	Io
	Io
	Io
	Io
	Io
	Io

	RSTD for (PRS Ês/Iot)ref ≥ -6dB and  (PRS Ês/Iot)i ≥ -13dB
	(6
	6
	Ts
	±15
	-121dBm /15kHz
…
-50dBm/ BWChannel
	-119dBm /15kHz
…
-50dBm/ BWChannel
	-117.5dBm /15kHz
…

-50dBm/ BWChannel
	-118.5dBm /15kHz
…
-50dBm/ BWChannel4
	-118dBm /15kHz
…
-50dBm/ BWChannel
	-120dBm /15kHz
…
-50dBm/ BWChannel

	
	(25
	≥2
	
	±6
	
	
	
	
	
	

	
	(50
	≥1
	
	±5
	
	
	
	
	
	

	Note 1:
Io is assumed to have constant EPRE across the bandwidth. 

Note 2:
Ts is the basic timing unit defined in TS 36.211 [16].

Note 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

Note 4:
The condition is -119dBm/15kHz … -50dBm/BWChannel when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz

	
	


	

	
	
	
	

	
	
	
	
	
	
	
	
	

	


	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	


	


	


	


	



	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	



The reporting range of RSTD is defined from -15391Ts to 15391Ts with 1Ts resolution for absolute value of RSTD less or equal to 4096Ts and 5Ts for absolute value of RSTD greater than 4096Ts.

The mapping of measured quantity is defined in Table 9.1.4.3-2.

Table 9.1.4.3-2: RSTD report mapping

	Reported Value
	Measured Quantity Value
	Unit

	RSTD_0000
	-15391 > RSTD
	Ts

	RSTD_0001
	-15391 ( RSTD < -15386
	Ts

	…
	(
	…

	RSTD_2258
	-4106 ( RSTD < -4101
	Ts

	RSTD_2259
	-4101 ( RSTD < -4096
	Ts

	RSTD_2260
	-4096 ( RSTD < -4095
	Ts

	RSTD_2261
	-4095 ( RSTD < -4094
	Ts

	(
	(
	…

	RSTD_6353
	-3 ( RSTD ( -2
	Ts

	RSTD_6354
	-2 ( RSTD ( -1
	Ts

	RSTD_6355
	-1 ( RSTD ( 0
	Ts

	RSTD_6356
	0 < RSTD ( 1
	Ts

	RSTD_6357
	1 < RSTD ( 2
	Ts

	RSTD_6358
	2 < RSTD ( 3
	Ts

	…
	…
	…

	RSTD_10450
	4094 < RSTD ( 4095
	Ts

	RSTD_10451
	4095 < RSTD ( 4096
	Ts

	RSTD_10452
	4096 < RSTD ( 4101
	Ts

	RSTD_10453
	4101 < RSTD ( 4106
	Ts

	…
	…
	…

	RSTD_12709
	15381 < RSTD ( 15386
	Ts

	RSTD_12710
	15386 < RSTD ( 15391
	Ts

	RSTD_12711
	15391 < RSTD
	Ts


The normative reference for this requirement is TS 36.133 [23] clause 9.1.10.1, 9.1.10.3, and A.9.8.2.
< End of changed sections >
< Beginning of next changed section >
Annex E (normative):
Conditions for ECID and OTDOA requirements applicability for operating bands

E.1
Conditions for E-CID Measurements

This clause defines the E-UTRAN intra-frequency RSRP applicable for a corresponding operating band

The conditions for E-UTRAN ECID intra-frequency RSTD measurements are defined in Table E.1

Table E.1-1: Intra-frequency ECID intra frequency Accuracy Requirements

	Parameter
	Conditions

	
	Bands 
	Bands 
	Bands 


	Bands 


	Bands
	Bands

	
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	9, 42, 43
	2, 5, 7, 41
	3, 8, 12, 13, 14, 17, 20, 22
	25
	26

	RSRP|dBm (
	-127 dBm
	-126 dBm
	-125 dBm
	-124 dBm
	-123.5dBm
	-124.51

	Note 1:
The condition is -125 dBm when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz

	
	

	
	
	
	

	

	

	
	
	
	
	
	

	
	
	
	
	
	


E.2

Conditions for OTDOA intra-frequency RSTD Measurements

This clause defines the E-UTRAN intra-frequency PRP_1,2 applicable for a corresponding operating band.

The conditions for E-UTRAN OTDOA intra-frequency RSTD measurements are defined in Table E.2-1

Table E.2-1: E-UTRAN OTDOA intra-frequency RSTD measurements
	Parameter
	Conditions

	
	Bands 
	Bands 
	Bands 


	Bands 


	Bands
	Bands

	
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	9, 42, 43
	2, 5, 7, 41
	3, 8, 12, 13, 14, 17, 20, 22
	25
	26

	PRP_1,2|dBm(
	-127 dBm
	-126 dBm
	-125 dBm
	-124 dBm
	-123.5dBm
	-124.51

	Note 1:
The condition is -125 dBm when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz
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