Page 1



3GPP TSG-RAN WG5 Meeting #55
(
R5-121342
Prague, Czech Republic, 21 – 25 May, 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	34.114
	CR
	0028
	(

rev
	-
	(

Current version:
	11.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Corrections to Scope related to Laptop Equipment Free Space Definition

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	 UEAnt_FSTest_UEConTest
	
	Date: (

	2012-05-21

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Currently, the scope does not define the laptop equipment free space  and laptop embedded equipment free space is not in alignment with the core specification.

	
	

	Summary of change:
(

	The following changes were made:

·  The scope is changed to clearly define the laptop equipment free space and laptop embedded free space to be in alignmen with core specification
· The scope requirements is based on a CR in RAN4#62bis on LME and LEE clarificaitons to User Equipment (UE) and Mobile Station (MS) over the  air performance requirements in document R4-122084

	
	

	Consequences if 
(

not approved:
	The scope for the laptop equipment free space will not be in alignment with the core specification

	
	

	Clauses affected:
(

	1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	  

	affected:
	
	X
	 Test specifications
	  

	(show related CRs)
	
	X
	 O&M Specifications
	  

	
	

	Other comments:
(

	


1
Scope

The present document describes the test procedure for the radiated performances measurements of the 3G/2G user equipment/mobile stations (UE/MS) in active mode in both the uplink and the downlink. The FDD UE test procedure is based on the test method developed as a result of COST 273 Sub-Working Group (SWG) 2.2 members’ contributions. Background work has also been made in the former COST259 project. The TDD UE test procedure is based on the test method developed as a result of CCSA TC9 WG1 members’ contributions. Background work has been made in the former CCSA TC9 project.

The measurement procedure explained in this document applies to UE/MS used under the “speech mode” conditions that correspond to predefined positions for voice application when the handset is held close to the user’s head. This method is also applicable to free space measurements for UE/MS devices. The data transfer position (free space) explained in this document applies when the UE is used away from the user’s head. For LME and LEE devices free space configuration without head and hand phantoms is applicable. Free space measurements are applicable to devices used in the data transfer position that consist of the laptop mounted equipment (LME) plug-in UEs and laptop embedded equipment (LEE) UEs.

[The tests apply to UEs and laptops using the SISO/SIMO mode.  For GSM technology this is applicable to all MSs and for 3G technology this is applicable to "one antenna devices" and applicable to "multi -antenna devices" only if SISO/SIMO mode is used.]
The testing methodology applies to any single or multi-mode (GSM / UMTS / TD-SCDMA) terminals.

The radio tests considered here are:

1.
The measurement of the Total Radiated Power (TRP)

2.
The measurement of the Total Radiated Sensitivity (TRS)

The test procedure described in this document measures the performance of the transmitter and the receiver, including the antenna and also the effects of the user.

The major parts of this test procedure are based on the 3-D pattern measurement method. It has been considered necessary to define some items and components in the test procedure in detail, such as test channels and phantom set-ups, in order to make the testing in different laboratories harmonized. The procedure is, however, not limited to some specific antenna chambers or positioners.
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