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**** Start of 1st Change ****
9.1.33
INITIAL UE MESSAGE

This message is sent by the RNC to transfer the radio interface initial layer 3 message to the CN.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	ignore

	LAI
	M
	
	9.2.3.6
	
	YES
	ignore

	RAC
	C - ifPS
	
	9.2.3.7
	
	YES
	ignore

	SAI
	M
	
	9.2.3.9
	
	YES
	ignore

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	ignore

	Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	YES
	ignore

	Global RNC-ID
	M
	
	9.2.1.39
	If the Extended RNC-ID IE is included in the message, the RNC-ID IE in the Global RNC-ID IE shall be ignored.
	YES
	ignore

	GERAN Classmark
	O
	
	9.2.1.57
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	9.2.3.33
	
	YES
	ignore

	NAS Sequence Number
	O
	
	9.2.3.34
	
	YES
	ignore

	Permanent NAS UE Identity
	O
	
	9.2.3.1
	
	YES
	ignore

	Redirect Attempt Flag
	O
	
	9.2.3.50
	
	YES
	ignore

	Extended RNC-ID
	O
	
	9.2.1.39a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject

	CSG Id
	O
	
	9.2.1.85
	
	YES
	reject

	Cell Access Mode
	O
	
	9.2.1.93
	
	YES
	reject

	L-GW Transport Layer Address
	O
	
	Transport Layer Address

9.2.2.1
	Indicating the Transport Layer address of the L-GW if the L-GW is co-located with the RNC
	YES
	ignore

	Higher bitrates than 16 Mbps flag
	O
	
	9.2.3.54
	May only be included towards the PS domain.
	YES
	ignore


	Condition
	Explanation

	ifPS
	This IE shall be present if the CN Domain Indicator IE is set to "PS domain".


**** End of 1st Change. Start of 2nd Change ****
9.1.34
DIRECT TRANSFER

This message is sent by both the CN and the RNC and is used for carrying NAS information over the Iu interface.

Direction: RNC ( CN and CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	ignore

	LAI
	O
	
	9.2.3.6
	
	YES
	ignore

	RAC
	O
	
	9.2.3.7
	
	YES
	ignore

	SAI
	O
	
	9.2.3.9
	
	YES
	ignore

	SAPI
	O
	
	9.2.3.8
	
	YES
	ignore

	Redirection Indication
	O
	
	9.2.3.36
	
	YES
	ignore

	Redirection Completed
	O
	
	9.2.3.35
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	
	YES
	ignore

	L-GW Transport Layer Address
	O
	
	Transport Layer Address

9.2.2.1
	Indicating the Transport Layer address of the L-GW if the L-GW is co-located with RNC. It can only be transmitted from the RNC to the CN.
	YES
	ignore


***** END OF 2nd CHANGE *****
***** BEGINNING OF 3rd CHANGE *****
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

***** OMITTED TEXT *****
-- **************************************************************

--

-- INITIAL UE MESSAGE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial UE Message

--

-- **************************************************************

InitialUE-Message ::= SEQUENCE {


protocolIEs


ProtocolIE-Container



{ {InitialUE-MessageIEs} },


protocolExtensions

ProtocolExtensionContainer

{ {InitialUE-MessageExtensions} }



OPTIONAL,


...

}

InitialUE-MessageIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator

PRESENCE mandatory
} |


{ ID id-LAI






CRITICALITY ignore
TYPE LAI




PRESENCE mandatory
} |


{ ID id-RAC






CRITICALITY ignore
TYPE RAC




PRESENCE conditional



-- This IE shall be present if the CN Domain Indicator IE is set to "PS domain"

--











} |


{ ID id-SAI






CRITICALITY ignore
TYPE SAI




PRESENCE mandatory
} |


{ ID id-NAS-PDU





CRITICALITY ignore
TYPE NAS-PDU



PRESENCE mandatory
} |


{ ID id-IuSigConId




CRITICALITY ignore 
TYPE IuSignallingConnectionIdentifier

PRESENCE mandatory 
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID


PRESENCE mandatory 
},


...

}

InitialUE-MessageExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable GERAN support over Iu-cs --


{ ID id-GERAN-Classmark




CRITICALITY ignore
EXTENSION GERAN-Classmark




PRESENCE optional}|
-- Extension for Release 6 to convey the selected PLMN id in shared networks --


{ ID id-SelectedPLMN-ID
 



CRITICALITY ignore
EXTENSION PLMNidentity





PRESENCE optional}|

-- Extension for Release 6 to enable rerouting in MOCN configuration for network sharing non-supporting UEs --


{ ID id-PermanentNAS-UE-ID



CRITICALITY ignore
EXTENSION PermanentNAS-UE-ID



PRESENCE optional}|
-- Extension for Release 6 to enable rerouting in MOCN configuration for network sharing non-supporting UEs --


{ ID id-NAS-SequenceNumber



CRITICALITY ignore
EXTENSION NAS-SequenceNumber



PRESENCE optional}|
-- Extension for Release 6 to indicate rerouting in MOCN configuration for network sharing non-supporting UEs --


{ ID id-RedirectAttemptFlag



CRITICALITY ignore
EXTENSION RedirectAttemptFlag



PRESENCE optional}|
-- Extension for Release 7 to indicate extended RNC-ID --


{ ID id-ExtendedRNC-ID




CRITICALITY reject
EXTENSION ExtendedRNC-ID




PRESENCE optional}|

-- Extension for Release 8 to support CSG --


{ ID id-CSG-Id






CRITICALITY reject
EXTENSION CSG-Id






PRESENCE optional}|

-- Extension for Release 9 to allow communication of the cell access mode -- 


{ ID id-Cell-Access-Mode



CRITICALITY reject
EXTENSION Cell-Access-Mode




PRESENCE optional}|

-- Extension for Release 10 to support LIPA -- 


{ ID id-LGW-TransportLayerAddress

CRITICALITY ignore
EXTENSION TransportLayerAddress



PRESENCE optional}|

-- Extension for Release 9 to enable the CN to handle potential UE NAS QoS issues related to higher bitrates -- 


{ ID id-HigherBitratesThan16MbpsFlag
CRITICALITY ignore
EXTENSION HigherBitratesThan16MbpsFlag
PRESENCE optional},


...

}

-- **************************************************************

--

-- DIRECT TRANSFER ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Direct Transfer

--

-- **************************************************************

DirectTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container


{ {DirectTransferIEs} },


protocolExtensions

ProtocolExtensionContainer
{ {DirectTransferExtensions} }



OPTIONAL,


...

}

DirectTransferIEs RANAP-PROTOCOL-IES ::= {


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU



PRESENCE mandatory}|


{ ID id-LAI




CRITICALITY ignore
TYPE LAI




PRESENCE optional}|


{ ID id-RAC




CRITICALITY ignore
TYPE RAC




PRESENCE optional}|


{ ID id-SAI




CRITICALITY ignore
TYPE SAI




PRESENCE optional}|


{ ID id-SAPI



CRITICALITY ignore
TYPE SAPI




PRESENCE optional},


...

}

DirectTransferExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 6 to enable rerouting in MOCN configuration for network sharing non-supporting UEs --


{ ID id-RedirectionIndication


CRITICALITY ignore
EXTENSION RedirectionIndication




PRESENCE optional}|

-- Extension for Release 6 to indicate the MOCN rerouting is completed --


{ ID id-RedirectionCompleted


CRITICALITY ignore
EXTENSION RedirectionCompleted




PRESENCE optional}|

-- Extension for Release 8 to indicate the Subscriber Profile ID for RAT/Frequency Selection Priority --


{ ID id-SubscriberProfileIDforRFP

CRITICALITY ignore
EXTENSION SubscriberProfileIDforRFP


PRESENCE optional}|

-- Extension for Release 10 to support LIPA -- 


{ ID id-LGW-TransportLayerAddress

CRITICALITY ignore
EXTENSION TransportLayerAddress




PRESENCE optional},


...

}

RedirectionIndication ::= ProtocolIE-Container { {RedirectionIndication-IEs} }

RedirectionIndication-IEs RANAP-PROTOCOL-IES ::= {

{
ID id-NAS-PDU



CRITICALITY ignore TYPE NAS-PDU



PRESENCE mandatory }|


{
ID id-RejectCauseValue

CRITICALITY ignore TYPE RejectCauseValue
PRESENCE mandatory}|


{
ID id-NAS-SequenceNumber
CRITICALITY ignore TYPE NAS-SequenceNumber
PRESENCE optional}|


{
ID id-PermanentNAS-UE-ID
CRITICALITY ignore TYPE PermanentNAS-UE-ID
PRESENCE optional},

...

}

**** End of Changes ****
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