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	RP-120751
	R3-121396
	Introduction of enhanced DC-HSDPA
	25.423
	1754
	-
	F
	11.1.0
	RANimp-DCHSDPA, TEI11
	Rel-11

	RP-120751
	R3-121397
	Introduction of enhanced DC-HSDPA
	25.433
	1949
	-
	F
	11.0.0
	RANimp-DCHSDPA, TEI11
	Rel-11

	RP-120751
	R3-121482
	Adding RRC re-establishment cause to RLF indication
	36.423
	501
	3
	F
	11.0.0
	SONenh_LTE-Core, TEI11
	Rel-11

	RP-120751
	R3-120951
	Introduction of the Security Algorithm (ZUC)
	36.413
	981
	-
	B
	10.5.0
	TEI11, EEA3_EIA3
	Rel-11

	RP-120751
	R3-120952
	Introduction of the Security Algorithm (ZUC)
	36.423
	496
	-
	B
	11.0.0
	TEI11, EEA3_EIA3
	Rel-11

	RP-120751
	R3-121473
	Clarification on TAC in X2 Setup
	36.423
	498
	2
	F
	11.0.0
	TEI11, LTE-interfaces
	Rel-11

	RP-120751
	R3-120990
	Correction on usage of Time of MBMS Data Stop IE
	36.444
	32
	-
	F
	11.1.0
	TEI11, MBMS_LTE
	Rel-11

	RP-120751
	R3-121401
	Correction on M3 Configuration Procedure
	36.444
	33
	1
	F
	11.1.0
	TEI11, MBMS_LTE
	Rel-11

	RP-120751
	R3-121424
	Correction of MCE Configuration Update procedure in M3 interface
	36.444
	38
	1
	F
	11.1.0
	TEI11, MBMS_LTE
	Rel-11
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